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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20954935][bookmark: _Toc29503372][bookmark: _Toc29503956][bookmark: _Toc29504540][bookmark: _Toc36552986][bookmark: _Toc36554713][bookmark: _Toc45652003][bookmark: _Toc45658435][bookmark: _Toc45720255][bookmark: _Toc45798135][bookmark: _Toc45897524]8.7.1	NG Setup
[bookmark: _Toc20954936][bookmark: _Toc29503373][bookmark: _Toc29503957][bookmark: _Toc29504541][bookmark: _Toc36552987][bookmark: _Toc36554714][bookmark: _Toc45652004][bookmark: _Toc45658436][bookmark: _Toc45720256][bookmark: _Toc45798136][bookmark: _Toc45897525]8.7.1.1	General
The purpose of the NG Setup procedure is to exchange application level data needed for the NG-RAN node and the AMF to correctly interoperate on the NG-C interface. This procedure shall be the first NGAP procedure triggered after the TNL association has become operational. The procedure uses non-UE associated signalling.
This procedure erases any existing application level configuration data in the two nodes, replaces it by the one received and clears AMF overload state information at the NG-RAN node. If the NG-RAN node and AMF do not agree on retaining the UE contexts this procedure also re-initialises the NGAP UE-related contexts (if any) and erases all related signalling connections in the two nodes like an NG Reset procedure would do.
[bookmark: _Toc20954937][bookmark: _Toc29503374][bookmark: _Toc29503958][bookmark: _Toc29504542][bookmark: _Toc36552988][bookmark: _Toc36554715][bookmark: _Toc45652005][bookmark: _Toc45658437][bookmark: _Toc45720257][bookmark: _Toc45798137][bookmark: _Toc45897526]8.7.1.2	Successful Operation


Figure 8.7.1.2-1: NG setup: successful operation
The NG-RAN node initiates the procedure by sending an NG SETUP REQUEST message including the appropriate data to the AMF. The AMF responds with an NG SETUP RESPONSE message including the appropriate data.
If the Configured TAC Indication IE set to "true” is included for a Tracking Area contained the Supported TA List IE in the NG SETUP REQUEST message, the AMF may take it into account to optimise NG-C signalling towards this NG-RAN node.
If the UE Retention Information IE set to “ues-retained“ is included in the NG SETUP REQUEST message, the AMF may accept the proposal to retain the existing UE related contexts and signalling connections by including the UE Retention Information IE set to “ues-retained“ in the NG SETUP RESPONSE message.
If the AMF supports IAB, the AMF shall include the IAB Supported IE in the NG SETUP RESPONSE message.
The AMF shall include the Backup AMF Name IE, if available, in the Served GUAMI List IE in the NG SETUP RESPONSE message. The NG-RAN node shall, if supported, consider the AMF as indicated by the Backup AMF Name IE when performing AMF reselection, as specified in TS 23.501 [9].
If the GUAMI Type IE is included in the NG SETUP RESPONSE message, the NG-RAN node shall store the received value and use it for further AMF selection as defined in TS 23.501 [9].
[bookmark: _Toc20954938][bookmark: _Toc29503375][bookmark: _Toc29503959][bookmark: _Toc29504543][bookmark: _Toc36552989][bookmark: _Toc36554716]If the NB-IoT Default Paging DRX IE is included in the NG SETUP REQUEST message, the AMF shall take it into account for paging.
If the RAT Information IE is included in the NG SETUP REQUEST message, the AMF shall handle this information as specified in TS 23.502 [10].
If the NID IE within the NPN Support IE is included within a Broadcast PLMN Item IE in the NG SETUP REQUEST message, the AMF shall consider that the NG-RAN node supports the indicated S-NSSAI(s) for the corresponding tracking area code for the SNPN identified by the PLMN Identity IE and the NID IE.
If the NID IE within the NPN Support IE is included within a PLMN Support Item IE in the NG SETUP RESPONSE message, the NG-RAN node shall consider that the AMF supports the SNPN identified by the PLMN Identity IE and the NID IE.
[bookmark: _Toc45652006][bookmark: _Toc45658438][bookmark: _Toc45720258][bookmark: _Toc45798138][bookmark: _Toc45897527]8.7.1.3	Unsuccessful Operation


Figure 8.7.1.3-1: NG setup: unsuccessful operation
If the AMF cannot accept the setup, it should respond with an NG SETUP FAILURE message and appropriate cause value.
If the NG SETUP FAILURE message includes the Time to Wait IE, the NG-RAN node shall wait at least for the indicated time before reinitiating the NG Setup procedure towards the same AMF.
[bookmark: _Toc20954939][bookmark: _Toc29503376][bookmark: _Toc29503960][bookmark: _Toc29504544][bookmark: _Toc36552990][bookmark: _Toc36554717][bookmark: _Toc45652007][bookmark: _Toc45658439][bookmark: _Toc45720259][bookmark: _Toc45798139][bookmark: _Toc45897528]8.7.1.4	Abnormal Conditions
If the NG-RAN node initiates the procedure by sending an NG SETUP REQUEST message including the PLMN Identity IEs and none of the PLMNs provided by the NG-RAN node is identified by the AMF, then the AMF shall reject the NG Setup procedure with an appropriate cause value.
[bookmark: _Toc20954940][bookmark: _Toc29503377][bookmark: _Toc29503961][bookmark: _Toc29504545][bookmark: _Toc36552991][bookmark: _Toc36554718][bookmark: _Toc45652008][bookmark: _Toc45658440][bookmark: _Toc45720260][bookmark: _Toc45798140][bookmark: _Toc45897529]8.7.2	RAN Configuration Update
[bookmark: _Toc20954941][bookmark: _Toc29503378][bookmark: _Toc29503962][bookmark: _Toc29504546][bookmark: _Toc36552992][bookmark: _Toc36554719][bookmark: _Toc45652009][bookmark: _Toc45658441][bookmark: _Toc45720261][bookmark: _Toc45798141][bookmark: _Toc45897530]8.7.2.1	General
The purpose of the RAN Configuration Update procedure is to update application level configuration data needed for the NG-RAN node and the AMF to interoperate correctly on the NG-C interface. This procedure does not affect existing UE-related contexts, if any.
[bookmark: _Toc20954942][bookmark: _Toc29503379][bookmark: _Toc29503963][bookmark: _Toc29504547][bookmark: _Toc36552993][bookmark: _Toc36554720][bookmark: _Toc45652010][bookmark: _Toc45658442][bookmark: _Toc45720262][bookmark: _Toc45798142][bookmark: _Toc45897531]8.7.2.2	Successful Operation


Figure 8.7.2.2-1: RAN configuration update: successful operation
The NG-RAN node initiates the procedure by sending a RAN CONFIGURATION UPDATE message to the AMF including an appropriate set of updated configuration data that it has just taken into operational use. The AMF responds with a RAN CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If an information element is not included in the RAN CONFIGURATION UPDATE message, the AMF shall interpret that the corresponding configuration data is not changed and shall continue to operate the NG-C interface with the existing related configuration data.
If the Supported TA List IE is included in the RAN CONFIGURATION UPDATE message, the AMF shall overwrite the whole list of supported TAs and the corresponding list of supported slices for each TA, and use them for subsequent registration area management of the UE.
If the Configured TAC Indication IE set to "true” is included for a Tracking Area contained the Supported TA List IE in the RAN CONFIGURATION UPDATE message, the AMF may take it into account to optimise NG-C signalling towards this NG-RAN node.
If the Global RAN Node ID IE is included in the RAN CONFIGURATION UPDATE message, the AMF shall associate the TNLA to the NG-C interface instance using the Global RAN Node ID.
If the RAN CONFIGURATION UPDATE message includes NG-RAN TNL Association to Remove List IE, and the Endpoint IP Address IE and the Port Number IE for both TNL endpoints of the TNL association(s) are included in the NG-RAN TNL Association to Remove List IE, the AMF shall, if supported, consider that the TNL association(s) indicated by both received TNL endpoints will be removed by the NG-RAN node. If the Endpoint IP Address IE, or the Endpoint IP Address IE and the Port Number IE for one or both of the TNL endpoints is included in the NG-RAN TNL Association to Remove List IE in RAN CONFIGURATION UPDATE message, the AMF shall, if supported, consider that the TNL association(s) indicated by the received endpoint IP address(es) will be removed by the NG-RAN node.
[bookmark: _Toc20954943][bookmark: _Toc29503380][bookmark: _Toc29503964][bookmark: _Toc29504548][bookmark: _Toc36552994][bookmark: _Toc36554721]If the NB-IoT Default Paging DRX IE is included in the RAN CONFIGURATION UPDATE message, the AMF shall overwrite any previously stored NB-IoT default paging DRX value for the NG-RAN node.
If the RAT Information IE is included in the RAN CONFIGURATION UPDATE message, the AMF shall handle this information as specified in TS 23.502 [10].
If the NID IE within the NPN Support IE is included within a Broadcast PLMN Item IE in the RAN CONFIGURATION UPDATE message, the AMF shall consider that the NG-RAN node supports the indicated S-NSSAI(s) for the corresponding tracking area code for the SNPN identified by the PLMN Identity IE and the NID IE.
[bookmark: _Toc45652011][bookmark: _Toc45658443][bookmark: _Toc45720263][bookmark: _Toc45798143][bookmark: _Toc45897532]8.7.2.3	Unsuccessful Operation


Figure 8.7.2.3-1: RAN configuration update: unsuccessful operation
If the AMF cannot accept the update, it shall respond with a RAN CONFIGURATION UPDATE FAILURE message and appropriate cause value.
If the Time to Wait IE is included in the RAN CONFIGURATION UPDATE FAILURE message, the NG-RAN node shall wait at least for the indicated time before reinitiating the RAN Configuration Update procedure towards the same AMF.
[bookmark: _Toc20954944][bookmark: _Toc29503381][bookmark: _Toc29503965][bookmark: _Toc29504549][bookmark: _Toc36552995][bookmark: _Toc36554722][bookmark: _Toc45652012][bookmark: _Toc45658444][bookmark: _Toc45720264][bookmark: _Toc45798144][bookmark: _Toc45897533]8.7.2.4	Abnormal Conditions
If the NG-RAN node, after initiating the RAN Configuration Update procedure, receives neither a RAN CONFIGURATION UPDATE ACKOWLEDGE nor a RAN CONFIGURATION UPDATE FAILURE message, the NG-RAN node may reinitiate a further RAN Configuration Update procedure towards the same AMF, provided that the content of the new RAN CONFIGURATION UPDATE message is identical to the content of the previously unacknowledged RAN CONFIGURATION UPDATE message.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955116][bookmark: _Toc29503562][bookmark: _Toc29504146][bookmark: _Toc29504730][bookmark: _Toc36553176][bookmark: _Toc36554903][bookmark: _Toc45652212][bookmark: _Toc45658644][bookmark: _Toc45720464][bookmark: _Toc45798344][bookmark: _Toc45897733]9.2.6.1	NG SETUP REQUEST
This message is sent by the NG-RAN node to transfer application layer information for an NG-C interface instance.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Global RAN Node ID
	M
	
	9.3.1.5
	
	YES
	reject

	RAN Node Name
	O
	
	PrintableString
(SIZE(1..150, …))
	
	YES
	ignore

	Supported TA List
	
	1
	
	Supported TAs in the NG-RAN node.
	YES
	reject

	>Supported TA Item
	
	1..<maxnoofTACs>
	
	
	-
	

	>>TAC
	M
	
	9.3.3.10
	Broadcast TAC
	-
	

	>>Broadcast PLMN List
	
	1
	
	
	-
	

	>>>Broadcast PLMN Item
	
	1..<maxnoofBPLMNs>
	
	
	-
	

	>>>>PLMN Identity
	M
	
	9.3.3.5
	Broadcast PLMN
	-
	

	>>>>TAI Slice Support List
	M
	
	Slice Support List
9.3.1.17
	Supported S-NSSAIs for the per TAC per PLMN or per SNPN.
	-
	

	[bookmark: _Hlk25105837]>>>>NPN Support
	O
	
	9.3.3.44
	[bookmark: _Hlk43394671]If the NID IE is included, it identifies a SNPN together with the PLMN Identity IE.
	YES
	reject

	>>>>Extended TAI Slice Support List
	O
	
	Extended Slice Support List
9.3.1.191
	Additional Supported S-NSSAIs per TA.
	YES
	reject

	>>Configured TAC Indication
	O
	
	9.3.3.x
	
	YES
	ignore

	>>RAT Information
	O
	
	9.3.1.125
	RAT information associated with the TAC of the indicated PLMN(s).
	YES
	reject

	Default Paging DRX
	M
	
	Paging DRX
9.3.1.90
	
	YES
	ignore

	UE Retention Information
	O
	
	9.3.1.117
	
	YES
	ignore

	NB-IoT Default Paging DRX
	O
	
	9.3.1.137
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMNs. Value is 12.



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955119][bookmark: _Toc29503565][bookmark: _Toc29504149][bookmark: _Toc29504733][bookmark: _Toc36553179][bookmark: _Toc36554906][bookmark: _Toc45652215][bookmark: _Toc45658647][bookmark: _Toc45720467][bookmark: _Toc45798347][bookmark: _Toc45897736]9.2.6.4	RAN CONFIGURATION UPDATE
This message is sent by the NG-RAN node to transfer updated application layer information for an NG-C interface instance.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	RAN Node Name
	O
	
	PrintableString
(SIZE(1..150, …))
	
	YES
	ignore

	Supported TA List
	
	0..1
	
	Supported TAs in the NG-RAN node.
	YES
	reject

	>Supported TA Item
	
	1..<maxnoofTACs>
	
	
	-
	

	>>TAC
	M
	
	9.3.3.10
	Broadcast TAC
	-
	

	>>Broadcast PLMN List
	
	1
	
	
	-
	

	>>>Broadcast PLMN Item
	
	1..<maxnoofBPLMNs>
	
	
	-
	

	>>>>PLMN Identity
	M
	
	9.3.3.5
	Broadcast PLMN
	-
	

	>>>>TAI Slice Support List
	M
	
	Slice Support List
9.3.1.17
	Supported S-NSSAIs for the per TAC per PLMN or per SNPN.
	-
	

	>>>>NPN Support
	O
	
	9.3.3.44
	If the NID IE is included, it identifies a SNPN together with the PLMN Identity IE.
	YES
	reject

	>>>>Extended TAI Slice Support List
	O
	
	Extended Slice Support List
9.3.1.191
	Additional Supported S-NSSAIs per TA.
	YES
	reject

	>>Configured TAC Indication
	O
	
	9.3.3.x
	
	YES
	ignore

	>>RAT Information
	O
	
	9.3.1.125
	RAT information associated with the TAC of the indicated PLMN(s).
	YES
	reject

	Default Paging DRX
	O
	
	Paging DRX
9.3.1.90
	
	YES
	ignore

	Global RAN Node ID
	O
	
	9.3.1.5
	
	YES
	ignore

	NG-RAN TNL Association to Remove List 
	
	0..1
	
	
	YES
	reject

	>NG-RAN TNL Association to Remove Item
	
	1..<maxnoofTNLAssociations>
	
	
	-
	

	>>TNL Association Transport Layer Address 
	M
	
	CP Transport Layer Information
9.3.2.6
	Transport layer address of the NG-RAN node.
	-
	

	>>TNL Association Transport Layer Address at AMF
	O
	
	CP Transport Layer Information
9.3.2.6
	Transport layer address of the AMF.
	-
	

	NB-IoT Default Paging DRX
	O
	
	9.3.1.137
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMNs. Value is 12.

	maxnoofTNLAssociations
	Maximum no. of TNL Associations between the NG-RAN node and the AMF. Value is 32.




<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955300][bookmark: _Toc29503571][bookmark: _Toc36552783][bookmark: _Toc36553942][bookmark: _Toc36554510]9.3.3.x	Configured TAC Indication
This IE indicates that in all NR cells served by the gNB, the TAC with which this IE is associated, is only configured but not broadcast.
NOTE:	This IE is defined in accordance to the possibility foreseen in TS 38.331 [18] to not broadcast the TAC if the NR cell only supports PSCell/SCell functionality.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Configured TAC Indication
	M
	
	ENUMERATED (true, ...)
	




	


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc45652556][bookmark: _Toc45658988][bookmark: _Toc45720808][bookmark: _Toc45798688][bookmark: _Toc45898077][bookmark: _Toc20955356][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc29504977][bookmark: _Toc36553430][bookmark: _Toc36555157]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	id-AdditionalDLForwardingUPTNLInformation,
	id-AdditionalULForwardingUPTNLInformation,
	id-AdditionalDLQosFlowPerTNLInformation,
	id-AdditionalDLUPTNLInformationForHOList,
	id-AdditionalNGU-UP-TNLInformation,
	id-AdditionalRedundantDL-NGU-UP-TNLInformation,
	id-AdditionalRedundantDLQosFlowPerTNLInformation,
	id-AdditionalRedundantNGU-UP-TNLInformation,
	id-AdditionalRedundantUL-NGU-UP-TNLInformation,
	id-AdditionalUL-NGU-UP-TNLInformation,
	id-AlternativeQoSParaSetList,
	id-Cause,
	id-CNPacketDelayBudgetDL,
	id-CNPacketDelayBudgetUL,
	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-CommonNetworkInstance,
	id-ConfiguredTACIndication,
	id-CurrentQoSParaSetIndex,
	id-DAPSRequestInfo,
	id-DAPSResponseInfoList,
	id-DataForwardingNotPossible,
	id-DataForwardingResponseERABList,
	id-DirectForwardingPathAvailability,
	id-DL-NGU-UP-TNLInformation,
	id-EndpointIPAddressAndPort,
	id-ExtendedPacketDelayBudget,
	id-ExtendedRATRestrictionInformation,
	id-ExtendedSliceSupportList,
	id-ExtendedTAISliceSupportList,
	id-GlobalRANNodeID,
	id-GlobalTNGF-ID,
 	id-GlobalTWIF-ID,
	id-GlobalW-AGF-ID,
	id-GUAMIType,
	id-LastEUTRAN-PLMNIdentity,
	id-LocationReportingAdditionalInfo,
	id-MaximumIntegrityProtectedDataRate-DL,
[bookmark: OLE_LINK51]	id-MDTConfiguration,
	id-NetworkInstance,
	id-NID,
	id-NPN-MobilityInformation,
	id-NPN-PagingAssistanceInformation,
	id-NPN-Support,
	id-OldAssociatedQosFlowList-ULendmarkerexpected,
	id-PagingAssisDataforCEcapabUE,
	id-PagingeDRXInformation,
	id-PDUSessionAggregateMaximumBitRate,
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionResourceReleaseResponseTransfer,
	id-PDUSessionType,
	id-PSCellInformation,
	id-QosFlowAddOrModifyRequestList,
	id-QosFlowSetupRequestList,
	id-QosFlowToReleaseList,
	id-QosMonitoringRequest,
	id-RAT-Information,
	id-RedundantCommonNetworkInstance,
	id-RedundantDL-NGU-TNLInformationReused,
	id-RedundantDL-NGU-UP-TNLInformation,
	id-RedundantDLQosFlowPerTNLInformation,
	id-RedundantPDUSessionInformation,
	id-RedundantQosFlowIndicator,
	id-RedundantUL-NGU-UP-TNLInformation,
	id-SCTP-TLAs,
	id-SecondaryRATUsageInformation,
	id-SecurityIndication,
	id-SecurityResult,
	id-SgNB-UE-X2AP-ID,
	id-S-NSSAI,
	id-SONInformationReport,
	id-TNLAssociationTransportLayerAddressNGRAN,
	id-TargetRNC-ID,
	id-TraceCollectionEntityURI,
	id-TSCTrafficCharacteristics,
	id-UEHistoryInformationFromTheUE,
	id-UERadioCapabilityForPagingOfNB-IoT,
	id-UL-NGU-UP-TNLInformation,
	id-UL-NGU-UP-TNLModifyList,
	id-ULForwarding,
	id-ULForwardingUP-TNLInformation,
	id-UsedRSNInformation,
	id-UserLocationInformationTNGF,
	id-UserLocationInformationTWIF,
	id-UserLocationInformationW-AGF,
	maxnoofAllowedAreas,
	maxnoofAllowedCAGsperPLMN,
	maxnoofAllowedS-NSSAIs,
	maxnoofBluetoothName,
	maxnoofBPLMNs,
	maxnoofCAGSperCell,
	maxnoofCandidateCells,
	maxnoofCellIDforMDT,
	maxnoofCellIDforWarning,
	maxnoofCellinAoI,
	maxnoofCellinEAI,
	maxnoofCellsingNB,
	maxnoofCellsinngeNB,
	maxnoofCellinTAI,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellsUEMovingTrajectory,
	maxnoofDRBs,
	maxnoofEmergencyAreaID,
	maxnoofEAIforRestart,
	maxnoofEPLMNs,
	maxnoofEPLMNsPlusOne,
	maxnoofE-RABs,
	maxnoofErrors,
	maxnoofExtSliceItems,
	maxnoofForbTACs,
	maxnoofFreqforMDT,
[bookmark: OLE_LINK134]	maxnoofMDTPLMNs,
	maxnoofMultiConnectivity,
	maxnoofMultiConnectivityMinusOne,
	maxnoofNeighPCIforMDT,
	maxnoofNGConnectionsToReset,
	maxNRARFCN,
	maxnoofNRCellBands,
[bookmark: _Hlk44941446]	maxnoofPC5QoSFlows,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofQosFlows,
	maxnoofQosParaSets,
	maxnoofRANNodeinAoI,
	maxnoofRecommendedCells,
	maxnoofRecommendedRANNodes,
	maxnoofAoI,
	maxnoofSensorName,
	maxnoofServedGUAMIs,
	maxnoofSliceItems,
	maxnoofTACs,
	maxnoofTAforMDT,
	maxnoofTAIforInactive,
	maxnoofTAIforPaging,
	maxnoofTAIforRestart,
	maxnoofTAIforWarning,
	maxnoofTAIinAoI,
	maxnoofTimePeriods,
	maxnoofTNLAssociations,
	maxnoofWLANName,
	maxnoofXnExtTLAs,
	maxnoofXnGTP-TLAs,
	maxnoofXnTLAs

FROM NGAP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage
FROM NGAP-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	NGAP-PROTOCOL-EXTENSION,
	ProtocolIE-SingleContainer{},
	NGAP-PROTOCOL-IES
FROM NGAP-Containers;

-- A
[bookmark: _Toc407158117]<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
ConfidentialityProtectionIndication ::= ENUMERATED {
	required,
	preferred,
	not-needed,
	...
}

ConfidentialityProtectionResult ::= ENUMERATED {
	performed,
	not-performed,
	...
}

ConfiguredTACIndication ::= ENUMERATED {
	true,
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
SupportedTAItem ::= SEQUENCE {
	tAC									TAC,
	broadcastPLMNList		BroadcastPLMNList,
	iE-Extensions		ProtocolExtensionContainer { {SupportedTAItem-ExtIEs} } OPTIONAL,
	...
}

SupportedTAItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-ConfiguredTACIndication		CRITICALITY ignore	EXTENSION ConfiguredTACIndication	PRESENCE optional	}|
	{ID id-RAT-Information				CRITICALITY reject	EXTENSION RAT-Information			PRESENCE optional	},
	...
}
<<<<<<<<<<<<<<<<<<<< Last Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955358][bookmark: _Toc29503811][bookmark: _Toc29504395][bookmark: _Toc29504979][bookmark: _Toc36553432][bookmark: _Toc36555159]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
	id-NPN-MobilityInformation								ProtocolIE-ID ::= 261
	id-TargettoSource-Failure-TransparentContainer			ProtocolIE-ID ::= 262
	id-NID													ProtocolIE-ID ::= 263
	id-UERadioCapabilityID									ProtocolIE-ID ::= 264
	id-UERadioCapability-EUTRA-Format						ProtocolIE-ID ::= 265
	id-DAPSRequestInfo									ProtocolIE-ID ::= 266
	id-DAPSResponseInfoList								ProtocolIE-ID ::= 267
	id-EarlyStatusTransfer-TransparentContainer 			ProtocolIE-ID ::= 268
	id-NotifySourceNGRANNode									ProtocolIE-ID ::= 269
	id-ExtendedSliceSupportList								ProtocolIE-ID ::= 270
	id-ExtendedTAISliceSupportList							ProtocolIE-ID ::= 271
	id-ConfiguredTACIndication								ProtocolIE-ID ::= 999	-- To be allocated (with the same value as in the Rel-15 CR)

END
-- ASN1STOP

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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