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	Reason for change:
	According to TS37.340, in MR-DC, a cell operating in PScell/SCell only mode is not required to broadcast system information other than for radio frame timing and SFN.
The Served Cell Information IE contains information derived from SIB1, however, if the gNB-DU does not broadcast SIB1, it needs to be clarified how the content of the Served Cell Information IE has to be interpreted by the peer node.

	
	

	Summary of change:
	Add a Note for F1 Setup and gNB-DU Configuration Update, that F1AP does not explicitly specify how to use application level configuration data if the gNB-DU does not broadcast system information info other than for radio frame timing and SFN.
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[bookmark: _Toc29892836][bookmark: _Toc36556773][bookmark: _Toc45832149]8.2.3.1	General
The purpose of the F1 Setup procedure is to exchange application level data needed for the gNB-DU and the gNB-CU to correctly interoperate on the F1 interface. This procedure shall be the first F1AP procedure triggered for the F1-C interface instance after a TNL association has become operational.
NOTE:	If F1-C signalling transport is shared among multiple F1-C interface instances, one F1 Setup procedure is issued per F1-C interface instance to be setup, i.e. several F1 Setup procedures may be issued via the same TNL association after that TNL association has become operational.
NOTE:	Exchange of application level configuration data also applies between the gNB-DU and the gNB-CU in case the DU does not broadcast system information other than for radio frame timing and SFN, as specified in the TS 37.340 [8]. How to use this information when this option is used is not explicitly specified.
The procedure uses non-UE associated signalling.
This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received. This procedure also re-initialises the F1AP UE-related contexts (if any) and erases all related signalling connections in the two nodes like a Reset procedure would do. 
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[bookmark: _Toc29892840][bookmark: _Toc36556777][bookmark: _Toc45832153]8.2.4	gNB-DU Configuration Update
[bookmark: _Toc29892841][bookmark: _Toc36556778][bookmark: _Toc45832154]8.2.4.1	General
The purpose of the gNB-DU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and the gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non-UE associated signalling.
NOTE:	Update of application level configuration data also applies between the gNB-DU and the gNB-CU in case the DU does not broadcast system information other than for radio frame timing and SFN, as specified in the TS 37.340 [8]. How to use this information when this option is used is not explicitly specified.
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[bookmark: _Toc20955914][bookmark: _Toc29893032][bookmark: _Toc36556969][bookmark: _Toc45832417]9.3.1.10	Served Cell Information
This IE contains cell configuration information of a cell in the gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR CGI
	M
	
	9.3.1.12
	
	-
	

	NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	5GS TAC
	O
	
	9.3.1.29
	5GS Tracking Area Code
	-
	

	Configured EPS TAC
	O
	
	9.3.1.29a
	
	-
	

	Served PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs in SIB 1 associated to the NR Cell Identity in the NR CGI IE
	-
	

	>PLMN Identity
	M
	
	9.3.1.14
	
	-
	

	>TAI Slice Support List
	O
	
	Slice Support List
9.3.1.37
	Supported S-NSSAIs per TA. 
	YES
	ignore

	>NPN Support Information
	O
	
	9.3.1.156
	Supported NPNs per PLMN.
	YES
	reject

	>Extended TAI Slice Support List
	O
	
	Extended Slice Support List
9.3.1.165
	Additional Supported S-NSSAIs per TA. 
	YES
	reject

	CHOICE NR-Mode-Info 
	M
	
	
	
	-
	

	>FDD
	
	
	
	
	-
	

	>>FDD Info
	
	1
	
	
	-
	

	>>>UL FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>DL FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>UL Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>DL Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>UL Carrier List 
	O
	
	NR Carrier List
9.3.1.137
	If included, the UL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>DL Carrier List
	O
	
	NR Carrier List
9.3.1.164
	If included, the UL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>TDD
	
	
	
	
	-
	

	>>TDD Info
	
	1
	
	
	-
	

	>>>NR FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>Intended TDD DL-UL Configuration
	O
	
	9.3.1.89
	
	 YES
	ignore

	>>>TDD UL-DL Configuration Common NR
	O
	
	OCTET STRING
	The tdd-UL-DL-ConfigurationCommon as defined in TS 38.331 [8]
	YES
	ignore

	>>>Carrier List
	O
	
	NR Carrier List
9.3.1.137
	If included, the Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message defined in TS 38.331 [8].
	-
	

	RANAC
	O
	
	RAN Area Code
9.3.1.57
	
	YES
	ignore

	Extended Served PLMNs List
	
	0..1
	
	This is included if more than 6 Served PLMNs is to be signalled.
	YES
	ignore

	>Extended Served PLMNs Item
	
	1 ..<maxnoofExtendedBPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.1.14
	
	-
	

	>>TAI Slice Support List
	O
	
	Slice Support List
9.3.1.37
	Supported S-NSSAIs per TA. 
	-
	

	>>NPN Support Information
	O
	
	9.3.1.156
	Supported NPNs per PLMN.
	YES
	reject

	>>Extended TAI Slice Support List
	O
	
	Extended Slice Support List
9.3.1.165
	Additional Supported S-NSSAIs per TA. 
	-
	

	Cell Direction
	O
	
	9.3.1.78
	
	YES
	ignore

	Cell Type 
	O
	
	9.3.1.87
	
	YES
	ignore

	Broadcast PLMN Identity Info List
	
	0..<maxnoofBPLMNsNR>
	
	This IE corresponds to the PLMN-IdentityInfoList IE in SIB1 as specified in TS 38.331 [8]. All PLMN Identities and associated information contained in the PLMN-IdentityInfoList IE are included and provided in the same order as broadcast in SIB1.
	YES
	ignore

	>PLMN Identity List
	M
	
	Available PLMN List
9.3.1.65
	Broadcast PLMN IDs in SIB1 associated to the NR Cell Identity IE
	-
	

	>Extended PLMN Identity List
	O
	
	Extended Available PLMN List
9.3.1.76
	
	-
	

	>5GS-TAC
	O
	
	OCTET STRING (3)
	
	-
	

	>NR Cell Identity
	M
	
	BIT STRING (36)
	
	-
	

	>RANAC
	O
	
	RAN Area Code
9.3.1.57
	
	-
	

	>NPN Broadcast Information
	O
	
	9.3.1.157
	If this IE is included the content of the PLMN Identity List IE and Extended PLMN Identity List IE if present in the Broadcast PLMN Identity Info List IE is ignored.
	YES
	reject

	Aggressor gNB Set ID
	O
	
	9.3.1.93
	This IE indicates the associated aggressor gNB Set ID of the cell
	YES
	ignore

	Victim gNB Set ID
	O
	
	9.3.1.93
	This IE indicates the associated Victim gNB Set ID of the cell
	YES
	ignore

	IAB Info IAB-DU
	O
	
	9.3.1.106
	
	YES
	ignore

	SSB Positions In Burst 
	O
	
	9.3.1.138
	
	YES
	ignore

	NR PRACH Configuration
	O
	
	9.3.1.139
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.

	maxnoofExtendedBPLMNs
	Maximum no. of Extended Broadcast PLMN Ids. Value is 6.

	maxnoofBPLMNsNR
	Maximum no. of PLMN Ids.broadcast in an NR cell. Value is 12.







