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	Reason for change:
	QoS Mapping Information IE is introduced for Rel-16 IAB. The current text indicates that such IE can be used for any cases.  

	
	

	Summary of change:
	· Clarify the use case for QoS Mapping Information IE
Impact Analysis:

Impact assessment towards the previous version of the specification (same release): 
This CR is a correction and has an isolated impact towards the previous version of the specification (same release).
This CR has isolated impact on the QoS Mapping Information IE. 
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	This CR's revision history:
	Rev#1:
- add same description to definition in 9.3.1.81

- change semantics to “this IE is only used for IAB”




-------------------------------------------Change 1-------------------------------------------
9.3.1.13
UP Parameters

This IE provides information related to a DRB configured in the gNB-CU-UP.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UP Parameters List
	
	1
	
	
	-
	-

	>UP Parameters Item
	
	1..<maxnoofUPParameters>
	
	
	-
	-

	>>UP Transport Layer Information
	M
	
	9.3.2.1
	
	-
	-

	>>Cell Group ID 
	M
	
	INTEGER (0..3, …)
	Cell group ID as defined in TS 38.331 [10] (0=MCG, 1=SCG). In this version of the specification, values “2” and “3” are not used.
	-
	-

	>>QoS Mapping Information 
	O
	
	9.3.1.81
	This IE is only used for IAB.
	YES
	reject


	Range bound
	Explanation

	maxnoofUPParameters
	Maximum no. of UP parameters (e.g., GTP tunnels) for a DRB. Value is 8


-------------------------------------------Change 2-------------------------------------------
9.3.1.81
QoS Mapping Information
This IE indicates the DSCP and/or IPv6 Flow Label field(s) of IP packet which is sent through the GTP-U tunnel of a requested DRB. This IE is only used for IAB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DSCP
	O
	
	BIT STRING (SIZE(6))
	

	Flow Label 
	O
	
	BIT STRING (SIZE(20))
	


