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	Reason for change:
	ASN.1 for the Candidate Cells To Be Cancelled List IE is missing in the Handover Cancel message, which is only available in the tabular representation.

	
	

	Summary of change:
	Introduce the Candidate Cells To Be Cancelled List IE in ASN.1 in the Handover Cancel message.
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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< Start Quotation for info >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20954371][bookmark: _Toc29902375][bookmark: _Toc29906379][bookmark: _Toc36550369][bookmark: _Toc45104116][bookmark: _Toc45227612][bookmark: _Toc45891426]9.1.1.6	HANDOVER CANCEL
This message is sent by the source eNB to the target eNB to cancel an ongoing handover.
Direction: source eNB  target eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the source eNB
	YES
	reject

	New eNB UE X2AP ID
	O
	
	eNB UE X2AP ID
9.2.24
	Allocated at the target eNB
	YES
	ignore

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Old eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the source eNB
	YES
	reject

	New eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the target eNB
	YES
	ignore

	Candidate Cells To Be Cancelled List
	
	0 .. <maxnoofCellsinCHO>
	
	
	YES
	reject

	>Target Cell ID
	M
	
	ECGI
9.2.14
	
	–
	



	Range bound
	Explanation

	maxnoofCellsinCHO
	Maximum no. cells that can be prepared for a conditional handover. Value is 16.
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[bookmark: _Toc20954612][bookmark: _Toc29902622][bookmark: _Toc29906626][bookmark: _Toc36550620][bookmark: _Toc45104396][bookmark: _Toc45227892][bookmark: _Toc45891706][bookmark: _Hlk44084407]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for X2AP.
--
-- **************************************************************

X2AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- HANDOVER CANCEL
--
-- **************************************************************

HandoverCancel ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{HandoverCancel-IEs}},
	...
}

HandoverCancel-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-Old-eNB-UE-X2AP-ID					CRITICALITY reject	TYPE UE-X2AP-ID										PRESENCE mandatory}|
	{ ID id-New-eNB-UE-X2AP-ID					CRITICALITY ignore	TYPE UE-X2AP-ID										PRESENCE optional}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause											PRESENCE mandatory}|
	{ ID id-Old-eNB-UE-X2AP-ID-Extension		CRITICALITY reject	TYPE UE-X2AP-ID-Extension							PRESENCE optional}|
	{ ID id-New-eNB-UE-X2AP-ID-Extension		CRITICALITY ignore	TYPE UE-X2AP-ID-Extension							PRESENCE optional}|
	{ ID id-CandidateCellsToBeCancelledList		CRITICALITY reject	TYPE CandidateCellsToBeCancelledList			PRESENCE optional},
	...
}

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

