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< Unchanged sections omitted >
MeasConfig-DEFAULT

Configures measurement gap that applies to FR1 only in EN-DC as specified in TS 38.331 [13].

Table H.3.4-4: MeasConfig-DEFAULT

	Derivation Path: 36.508 [25],Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	INTER-RAT NR

	    measObjectId[1]
	0
	
	

	    measObject[1] CHOICE {
	
	
	

	      measObjectEUTRA
	MeasObjectEUTRA-GENERIC(Freq)
	Freq is the frequency of E-UTRA PCell
	

	    }
	
	
	

	    measObjectId[2]
	1
	
	

	    measObject[2] CHOICE {
	
	
	

	      measObjectNR-r15
	MeasObjectNR
	Table 4.6.6-2B
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	INTER-RAT NR

	    reportConfigId[1]
	0
	
	

	    reportConfig[1] CHOICE {
	
	
	

	      reportConfigInterRAT
	ReportConfigInterRAT-B2-NR(EUTRA-Thres, NR-Thres)
	Set EUTRA-Thres and NR-Thres according to test parameters specified in test cases 
	EVENT B2

	
	ReportConfigInterRAT-B1-NR(EUTRA-Thres, NR-Thres)
	Set EUTRA-Thres and NR-Thres according to test parameters specified in test cases 
	EVENT B1

	
	ReportConfigEUTRA-A4(Thres)
	Set Thres according to test parameters specified in test cases
	EVENT A4

	
	ReportConfigInterRAT-SFTD with Condition INTER-RAT
	
	SFTD

	
	ReportConfigInterRAT-PERIODICAL
	Table 4.6.6-9 in TS 36.508 [25]
	PERIODICAL

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	INTER-RAT NR

	    measId[1]
	0
	
	

	    measObjectId[1]
	1
	
	

	    reportConfigId[1]
	0
	
	

	  }
	
	
	

	  measGapConfig
	MeasGapConfig-FR1
	Table H.3.4-5
	

	
	Not present
	
	GAPLESS

	  fr1-Gap-r15
	false
	
	gapUE

	  fr1-Gap-r15
	true
	
	gapFR1

	}
	
	
	

	


	Condition
	Explanation

	gapUE
	fr1-Gap-r15 set to false indicates the gap is applicable for measurements on FR1 and FR2. E-UTRAN includes this field only when the UE is configured with (NG)EN-DC.

	gapFR1
	fr1-Gap-r15 set to true indicates the gap is only applicable for measurements on FR1. E-UTRAN includes this field only when the UE is configured with (NG)EN-DC.

	INTER-RAT NR
	Measurement configuration for inter-RAT NR measurements

	EVENT B2
	For event B2 triggered measurement reporting test cases 

	EVENT B1
	For event B1 triggered measurement reporting test cases 

	EVENT A4
	For event A4 triggered measurement reporting

	SFTD
	For inter-RAT SFTD measurement test cases

	GAPLESS
	MG is not needed in test

	PERIODICAL
	For periodic measurement reporting test cases


< End of changes >
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