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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
2.1 Change 1
	Function name
	function f_TC_6_1_2_14_NR5GC

	Reason for change
	The prompt to insert USIM containing configuration #17 should be done before the Preamble call. There is no need to use different configuration for preamble.



	Summary of change
	Move call to f_UT_USIM_Insert before Preamble function call
Note : An associated prose CR on 38.523-1 is being raised at RAN5#89 to move the reference to USIM configuration 17 ro the correct place.

	TTCN module
	Idle_CellReSelection_NR5GC.ttcn

	MCC160 Comment
	


Before change:

function f_TC_6_1_2_14_NR5GC() runs on NR5GC_PTC

  {// Cell reselection using cell status and cell reservations / Access Identity 11 or 15  - cellReservedForOperatorUse

    f_NR5GC_Init(NR_4); // System information combination NR-4 as defined in TS 38.508-1 clause 4.4.3.1.2 is used in NR Cells

    //NR Cell 1 and NR Cell 3 are HPLMN

    f_NR_CellInfo_SetPLMN(nr_Cell1, tsc_NR_HPLMN_Def);

    f_NR_CellInfo_SetPLMN(nr_Cell3, tsc_NR_HPLMN_Def);

    f_NR_CellInfo_SetTAC (nr_Cell3, int2bit(2,24));  // NR Cell 1 and NR Cell 3 in different tracking areas

    f_NR_CellInfo_SetCellReservedForOperatorUse(nr_Cell3, -, reserved ); // Table 6.1.2.14.3.3-1: SIB1 for NR Cell 3

    //Set maximum cell power level for the Cells to be used

    f_NR_CellInfo_InitMaxReferencePower(nr_Cell3, -80, -80);  // Max Power level for FR2 is FFS

    // Create and configure cell

    f_NR_CellConfig_Def(nr_Cell1);

    f_NR_CellConfig_Def(nr_Cell3);

    // Preamble: The UE is in state 1N-A on NR Cell 1 (serving cell) according to TS 38.508-1 Table 4.4A.2-1

    f_NR5GC_Preamble(nr_Cell1, STATE_IDLE_1A);
   //The UE is equipped with a USIM containing default values and USIM Configuration 17

    f_UT_USIM_Insert (UT, "38.508-1, USIM containing default values and USIM Configuration 17");
    f_NR_TestBody_Set(true);

    f_TC_6_1_2_14_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    // Switch/Power off UE

    f_NR_Postamble(nr_Cell3, STATE_CONNECTED_3A_T3540); // @sic R5s201031 sic@

  }
After change:

  function f_TC_6_1_2_14_NR5GC() runs on NR5GC_PTC

  {// Cell reselection using cell status and cell reservations / Access Identity 11 or 15  - cellReservedForOperatorUse

    f_NR5GC_Init(NR_4); // System information combination NR-4 as defined in TS 38.508-1 clause 4.4.3.1.2 is used in NR Cells

    //NR Cell 1 and NR Cell 3 are HPLMN

    f_NR_CellInfo_SetPLMN(nr_Cell1, tsc_NR_HPLMN_Def);

    f_NR_CellInfo_SetPLMN(nr_Cell3, tsc_NR_HPLMN_Def);

    f_NR_CellInfo_SetTAC (nr_Cell3, int2bit(2,24));  // NR Cell 1 and NR Cell 3 in different tracking areas

    f_NR_CellInfo_SetCellReservedForOperatorUse(nr_Cell3, -, reserved ); // Table 6.1.2.14.3.3-1: SIB1 for NR Cell 3

    //Set maximum cell power level for the Cells to be used

    f_NR_CellInfo_InitMaxReferencePower(nr_Cell3, -80, -80);  // Max Power level for FR2 is FFS

    // Create and configure cell

    f_NR_CellConfig_Def(nr_Cell1);

    f_NR_CellConfig_Def(nr_Cell3);


// The UE is equipped with a USIM containing default values and USIM Configuration 17

    f_UT_USIM_Insert (UT, "38.508-1, USIM containing default values and USIM Configuration 17");
    // Preamble: The UE is in state 1N-A on NR Cell 1 (serving cell) according to TS 38.508-1 Table 4.4A.2-1

    f_NR5GC_Preamble(nr_Cell1, STATE_IDLE_1A);
   //The UE is equipped with a USIM containing default values and USIM Configuration 17

    //MOVED f_UT_USIM_Insert (UT, "38.508-1, USIM containing default values and USIM Configuration 17");
    f_NR_TestBody_Set(true);

    f_TC_6_1_2_14_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    // Switch/Power off UE

    f_NR_Postamble(nr_Cell3, STATE_CONNECTED_3A_T3540); // @sic R5s201031 sic@

  }
 }

