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	Reason for change:
	At step 9, in SS response ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST, PDN type provided is going to be the same independent of UE PDN configuration supported.
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	Added f_EUTRA_InitialRegistrationPdnIndex(firstPDN) as input parameter to f_EUTRA_GetPDNAddress function to select a proper PDN address, as per UE configuration, to include in Attach accept message.
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1 Corrections required

1.1 fl_TC_9_2_3_1_23_Body
	Function name
	fl_TC_9_2_3_1_23_Body

	Reason for change
	At step 9, in SS response ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST, PDN type provided is going to be the same independent of UE PDN configuration supported.

	Summary of change
	Added f_EUTRA_InitialRegistrationPdnIndex(firstPDN) as input parameter to f_EUTRA_GetPDNAddress function to select a proper PDN address, as per UE configuration, to include in Attach accept message.

	TTCN module
	NAS_TrackingArea_EOnly

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
    //@siclog "Step 9" siclog@

    // The SS responds with an ATTACH ACCEPT message with the T3412 value indicating 6 min.

    // The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message

    v_IPallocationViaNasFlag :=  f_CheckPCOforIPallocationViaNas (v_Pco);

    f_IP_ChangeEutraCell(IP, eutra_CellA);       /* @sic R5-113734 change 8 sic@ */

    f_EUTRA_RRCConnectionReconfiguration_SRB2_1AM_DRB_Est(eutra_CellA,

                                                          v_RRC_TI,

                                                          cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                         cs_508_ATTACH_ACCEPT(v_AttachType, //@sic R5s110114 sic@

                                                                                                              cs_TrackingAreaIdListDef_lv,

                                                                                                              f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_GutiParams),

                                                                                                              v_LAI, // @sic R5s110426 sic@

                                                                                                              v_MSId,

                                                                                                              omit,

                                                                                                              f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.aTTACH_REQUEST.addUpdateType), // @sic R5-103681 sic@,

                                                                                                              cs_GprsTimer_v(tsc_GprsTimerUnit_6min, '00001'B)),

                                                                                         cs_508_ActivateDefEpsBearerContextRequest(v_EpsBearerId,

                                                                                                                                   v_EPS_TI,

                                                                                                                                   v_APNandPCOs.accessPointName,  // @sic R5s150963 sic@

                                                                                                                                   f_EUTRA_GetPDNAddress(v_IPallocationViaNasFlag),

                                                                                                                                   -,

                                                                                                                                   f_GetDefaultProtocolConfigOptions (v_Pco))),

                                                          v_DRB_Id); // @sic R5s170264 sic@

<<SKIPPED CODE>>

	


After Change:

	<<SKIPPED CODE>>
    //@siclog "Step 9" siclog@

    // The SS responds with an ATTACH ACCEPT message with the T3412 value indicating 6 min.

    // The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message

    v_IPallocationViaNasFlag :=  f_CheckPCOforIPallocationViaNas (v_Pco);

    f_IP_ChangeEutraCell(IP, eutra_CellA);       /* @sic R5-113734 change 8 sic@ */

    f_EUTRA_RRCConnectionReconfiguration_SRB2_1AM_DRB_Est(eutra_CellA,

                                                          v_RRC_TI,

                                                          cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                         cs_508_ATTACH_ACCEPT(v_AttachType, //@sic R5s110114 sic@

                                                                                                              cs_TrackingAreaIdListDef_lv,

                                                                                                              f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_GutiParams),

                                                                                                              v_LAI, // @sic R5s110426 sic@

                                                                                                              v_MSId,

                                                                                                              omit,

                                                                                                              f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.aTTACH_REQUEST.addUpdateType), // @sic R5-103681 sic@,

                                                                                                              cs_GprsTimer_v(tsc_GprsTimerUnit_6min, '00001'B)),

                                                                                         cs_508_ActivateDefEpsBearerContextRequest(v_EpsBearerId,

                                                                                                                                   v_EPS_TI,

                                                                                                                                   v_APNandPCOs.accessPointName,  // @sic R5s150963 sic@

                                                                                                                                   f_EUTRA_GetPDNAddress(v_IPallocationViaNasFlag, f_EUTRA_InitialRegistrationPdnIndex(firstPDN)),

                                                                                                                                   -,

                                                                                                                                   f_GetDefaultProtocolConfigOptions (v_Pco))),

                                                          v_DRB_Id); // @sic R5s170264 sic@
<<SKIPPED CODE>>


