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	Reason for change:
	In clause 8.2.3.2, the original description did not cover the possibility that the same flow ID is included in both the QoS Flow Add or Modify Request List IE and the QoS Flow to Release List IE. 
When that happens, either option
1) NG-RAN node releases this particular QoS flow, then adds it with the requested profiles as listed in the the QoS Flow Add or Modify Request List IE;
or 
2) NG-RAN node regards it as an abnormal case and reports the corresponding QoS flow as failed in the PDU Session Resource Modify Response Transfer IE.
is adopted. Without clear clarification, the IOT issue will happen, and it should be taken as an abnormal condition by the NG-RAN node. 

	
	

	Summary of change:
	Add the statement for the abnormal condition in PDU Session Resource Modify Procedure.
 
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolate impact on PDU Session Resource Modify Procedure with the previous version of the specification for implementations following the statement introduced by this CR.
No ASN.1 impact.


	
	

	Consequences if not approved:
	The operation of the NG-RAN node would be unclear when such abnormal condition happens and IOT issue will happen.
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If the NG-RAN node receives a PDU SESSION RESOURCE MODIFY REQUEST message containing several PDU Session ID IEs (in the PDU Session Resource Modify Request List IE) set to the same value, the NG-RAN node shall report the modification of the corresponding PDU sessions as failed in the PDU SESSION RESOURCE MODIFY RESPONSE message with an appropriate cause value.
If the NG-RAN node receives a PDU SESSION RESOURCE MODIFY REQUEST message containing some PDU Session ID IEs (in the PDU Session Resource Modify Request List IE) that the NG-RAN node does not recognize, the NG-RAN node shall report the corresponding invalid PDU sessions as failed in the PDU SESSION RESOURCE MODIFY RESPONSE message with an appropriate cause value.
If the NG-RAN node receives a PDU SESSION RESOURCE MODIFY REQUEST message containing a QoS Flow Level QoS Parameters IE in the PDU Session Resource Modify Request Transfer IE for a GBR QoS flow but the GBR QoS Flow Information IE is not present, the NG-RAN node shall report the addition or modification of the corresponding QoS flow as failed in the PDU Session Resource Modify Response Transfer IE of the PDU SESSION RESOURCE MODIFY RESPONSE message with an appropriate cause value.
If the NG-RAN node receives a PDU SESSION RESOURCE MODIFY REQUEST message containing the Delay Critical IE in the Dynamic 5QI Descriptor IE of the QoS Flow Level QoS Parameters IE of the PDU Session Resource Modify Request Transfer IE set to the value “delay critical” but the Maximum Data Burst Volume IE is not present, the NG-RAN node shall report the addition or modification of the corresponding QoS flow as failed in the PDU Session Resource Modify Response Transfer IE of the PDU SESSION RESOURCE MODIFY RESPONSE message with an appropriate cause value.
If the NG-RAN node receives a PDU SESSION RESOURCE MODIFY REQUEST message containing a PDU Session in the  PDU Session Resource Modify Request List IE with the same QoS flow included in both the QoS Flow Add or Modify Request List IE and the QoS Flow to Release List IE, the NG-RAN node shall report the corresponding QoS flow as failed in the QoS Flow Failed to Add or Modify List IE of the PDU Session Resource Modify Response Transfer IE of the PDU SESSION RESOURCE MODIFY RESPONSE message with an appropriate cause value if the PDU session is modified successfully. The NG-RAN node shall not release the QoS flow when the corresponding QoS flow already exists.
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