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	Reason for change:
	It is currently not captured in 38.213 that an IAB-MT monitors PDCCH candidates in Type-3-PDCCH CSS (all cell types) and USS sets for DCI formats with CRC scrambled by AI-RNTI in addition to the candidates/formats already captured in Section 10.1 of 38.213. 

	
	

	Summary of change:
	The proposed text clarifies that an IAB-MT monitors PDCCH candidates in a Type3-PDCCH CSS set configured by SearchSpace in PDCCH-Config with searchSpaceType = common and a USS set configured by SearchSpace in PDCCH-Config with searchSpaceType = ue-Specific for DCI formats with CRC scrambled by AI-RNTI.

	
	

	Consequences if not approved:
	It is left undefined which search space sets an IAB-MT monitors PDCCH candidates for a DCI format 2_5 with CRC scrambled by AI-RNTI. 
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	Other comments:
	Isolated Impact Analysis: Impact on IAB-MT behavior when determining which search space sets to monitor for a DCI format 2_5 with CRC scrambled by AI-RNTI. No impact on access UEs. 
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<< Start of change>>
14	Integrated access-backhaul operation 
------- Unchanged text is omitted -------
If a PDCCH monitoring periodicity for DCI format 2_5 is smaller than a duration of an availability combination of soft symbols over a number of slots that the IAB-MT obtains at a PDCCH monitoring occasion for DCI format 2_5 by a corresponding AI index field value, and the IAB-MT detects more than one DCI formats 2_5 indicating an availability combination of soft symbols in a slot, the IAB-MT expects that each of the more than one DCI formats 2_5 indicates a same value for the availability combination of the soft symbols in the slot. An IAB-MT monitors PDCCH candidates for a DCI format 2_5 with CRC scrambled by AI-RNTI in one or both of the following search space sets:
-	a Type3-PDCCH CSS set configured by SearchSpace in PDCCH-Config with searchSpaceType = common 
-    a USS set configured by SearchSpace in PDCCH-Config with searchSpaceType = ue-Specific.
------- Unchanged text is omitted -------
<< End of change>>

