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<Start of Change 1>
[bookmark: _Toc45890486][bookmark: _Toc45891710][bookmark: _Toc45892120][bookmark: _Toc45892530]5.2C2E	Operating bands for V2X
[bookmark: _Toc45890487][bookmark: _Toc45891711][bookmark: _Toc45892121][bookmark: _Toc45892531]5.2C2E.1	Intra-band V2X bands
NR V2X operation is designed to operate concurrent with E-UTRA uplink/downlink or sidelink in TDM mode on the operating bands combinations listed in Table 5.2C2E.1-1. 
Table 5.2C2E.1-1: Intra-band V2X operating bands
	V2X con-current operating bandE-UTRA V2X-NR V2X Band Combination
	E-UTRA  or NR Band
	Interface

	V2X_47-_n471
	47
	PC5

	
	n47
	PC5

	NOTE 1:	Only single switched SL is supported.



[bookmark: _Toc45890488][bookmark: _Toc45891712][bookmark: _Toc45892122][bookmark: _Toc45892532]5.2C2E.2	Inter-band V2X bands
NR V2X operation is designed to operate concurrent with E-UTRA uplink/downlink on the operating bands combinations listed in Table 5.2C2E.2-1.
Table 5.2C2E.2-1: Inter-band con-current V2X operating bands
	[bookmark: OLE_LINK11]E-UTRA-NR V2X Band Combination
	E-UTRA  or NR Band
	Interface

	V2X_20-_n38
	20
	Uu

	
	n38
	PC5

	V2X_ n71-_47
	47
	PC5

	
	n71
	Uu

	V2X_n71-_(n) 471
	47
	PC5

	
	n47
	PC5

	
	n71
	Uu

	NOTE 1:	Only single switched SL in ITS band is supported.
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