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[bookmark: _Toc502932909]<< Start of change >>
[bookmark: _Toc21344187][bookmark: _Toc29801671][bookmark: _Toc29802095][bookmark: _Toc29802720][bookmark: _Toc36107462][bookmark: _Toc37251221][bookmark: _Toc45888000][bookmark: _Toc45888599][bookmark: _Toc21342847][bookmark: _Toc29769808][bookmark: _Toc29799307][bookmark: _Toc37254531][bookmark: _Toc37255174][bookmark: _Toc45887197][bookmark: _Toc53171934][bookmark: OLE_LINK4]5.2A	Operating bands for CA
[bookmark: _Toc21344188][bookmark: _Toc29801672][bookmark: _Toc29802096][bookmark: _Toc29802721][bookmark: _Toc36107463][bookmark: _Toc37251222][bookmark: _Toc45888001][bookmark: _Toc45888600]5.2A.0	General
[bookmark: _Toc21344189]CA operating bands including Band n90 are defined by the corresponding CA operating bands including Band n41 with Band n90 replacing Band n41. For brevity the said CA operating bands including Band n90 are not listed in the tables below but are covered by this specification.
[bookmark: _Toc29801673][bookmark: _Toc29802097][bookmark: _Toc29802722][bookmark: _Toc36107464][bookmark: _Toc37251223][bookmark: _Toc45888002][bookmark: _Toc45888601]5.2A.1	Intra-band CA
NR intra-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.1-1 and Table 5.2A.1-2, where all operating bands are within FR1.
Table 5.2A.1-1: Intra-band contiguous CA operating bands in FR1
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n1
	n1

	CA_n7
	n7

	CA_n40
	n40

	CA_n41
	n41

	CA_n461
	n46

	CA_n48
	n48

	CA_n66
	n66

	CA_n71
	n71

	CA_n77
	n77

	CA_n78
	n78

	CA_n79
	n79

	NOTE 1:	The minimum requirements only apply for non simultaneous Tx/Rx between all carriers for TDD combinations.



Table 5.2A.1-2: Intra-band non-contiguous CA operating bands in FR1
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n3(*)
	n3

	CA_n7(*)
	n7

	CA_n25(*)
	n25

	CA_n41(*)
	n41

	CA_n48(*)
	n48

	CA_n66(*)
	n66

	CA_n77(*)
	n77

	CA_n78(*)
	n78

	NOTE 1:	The minimum requirements only apply for non simultaneous Tx/Rx between all carriers for TDD combinations.
[bookmark: _Hlk34152838]NOTE 2:	The notation CA_nX(*) in this table indicates intra-band non-contiguous CA for band nX. The configurations for each band are in 5.5A.2. 



[bookmark: _Toc21344190][bookmark: _Toc29801674][bookmark: _Toc29802098][bookmark: _Toc29802723][bookmark: _Toc36107465][bookmark: _Toc37251224][bookmark: _Toc45888003][bookmark: _Toc45888602]5.2A.2	Inter-band CA
NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2.1-1, 5.2A.2.2-1 and Table 5.2A.2.3-1, where all operating bands are within FR1.
Table 5.2A.2-1: Void
Table 5.2A.2-2: Void
Table 5.2A.2-3: Void
[bookmark: _Toc45888004][bookmark: _Toc45888603]5.2A.2.1	Inter-band CA (two bands)

Table 5.2A.2.1-1: Inter-band CA operating bands involving FR1 (two bands)
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n1-n3
	n1, n3

	CA_n1-n7
	n1, n7

	CA_n1-n8
	n1, n8

	CA_n1-n28
	n1, n28

	CA_n1-n40
	n1, n40

	CA_n1-n41
	n1, n41

	CA_n1-n77
	n1, n77

	CA_n1-n78
	n1, n78

	CA_n1-n79
	n1, n79

	CA_n2-n5
	n2, n5

	CA_n2-n48
	n2, n48

	CA_n2-n66
	n2, n66

	CA_n2-n77
	n2, n77

	CA_n2-n78
	n2, n78

	CA_n3-n7
	n3, n7

	CA_n3-n8
	n3, n8

	CA_n3-n28
	n3, n28

	CA_n3-n38
	n3, n38

	CA_n3-n40
	n3, n40

	CA_n3-n41
	n3, n41

	CA_n3-n771
	n3, n77

	CA_n3-n781
	n3, n78

	CA_n3-n791
	n3, n79

	CA_n5-n7
	n5, n7

	CA_n5-n66
	n5, n66

	CA_n5-n77
	n5, n77

	CA_n5-n78
	n5, n78

	CA_n5-n79
	n5, n79

	CA_n7-n25
	n7, n25

	CA_n7-n28
	n7, n28

	CA_n7-n66
	n7, n66

	CA_n7-n78
	n7, n78

	CA_n8-n391
	n8, n39

	CA_n8-n40
	n8, n40

	CA_n8-n41
	n8, n41

	CA_n8-n751
	n8, n75

	CA n8-n781
	n8, n78

	CA_n8-n791
	n8, n79

	CA_n20-n282
	n20, n28

	CA_n20-n75
	n20, n75

	CA_n20-n78
	n20, n78

	CA_n25-n41
	n25, n41

	CA_n25-n466
	n25, n46

	CA_n25-n66
	n25, n66

	CA_n25-n71
	n25, n71

	CA_n25-n78
	n25,n78

	CA_n28-n40
	n28, n40

	CA_n28-n41
	n28, n41

	CA_n28-n50
	n28, n50

	CA_n28-n752
	n28, n75

	CA_n28-n77
	n28, n77

	CA_n28-n781
	n28, n78

	CA_n29-n66
	n29, n66

	CA_n29-n70
	n29, n70

	CA_n38-n66
	n38, n66

	CA_n38-n781
	n38, n78

	CA_n39-n40
	n39, n40

	CA_n39-n41
	n39, n41

	CA_n39-n791
	n39, n79

	CA_n40-n41
	n40, n41

	CA_n40-n78
	n40, n78

	CA_n40-n791,4
	n40, n79

	CA_n41-n501
	n41, n50

	CA_n41-n66
	n41, n66

	CA_n41-n711
	n41, n71

	CA_n41-n78
	n41, n78

	CA_n41-n791,3
	n41, n79

	CA_n46-n486
	n46, n48

	CA_n46-n666
	n46, n66

	CA_n48-n66
	n48, n66

	CA_n50-n78
	n50, n78

	CA_n66-n70
	n66, n70

	CA_n66-n71
	n66, n71

	CA_n66-n77
	n66, n77

	CA_n66-n78
	n66, n78

	CA_n70-n71
	n70, n71

	CA_n75-n781
	n75, n78

	CA_n76-n781
	n76, n78

	CA_n77-n797
	n77, n79

	CA_n78-n795
	n78, n79

	CA_n78-n92
	n78, n92

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.
NOTE 2:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 3:	The frequency range below 2506 MHz for Band n41 is not used in this combination.
NOTE 4:	Applicable for frequency range above 4800 MHz for Band n79 in this combination.
NOTE 5:	Simultaneous Rx/Tx capability does not apply for UEs supporting band n78 with a n77 implementation.For UEs supporting band n77, the minimum requirements apply only when there is non-simultaneous Rx/Tx operation between n78-n79 NR carriers. This restriction applies also for these carriers when applicable NR CA configuration is part of a higher order configuration.
NOTE 6:	The PCell is allocated in the licensed band in this combination.
NOTE 7:	The minimum requirements apply only when there is non-simultaneous Rx/Tx operation between n77-n79 NR carriers. This restriction applies also for these carriers when applicable NR CA configuration is part of a higher order configuration.



[bookmark: _Toc45888005][bookmark: _Toc45888604]5.2A.2.2	Inter-band CA (three bands)
Table 5.2A.2.2-1: Inter-band CA operating bands involving FR1 (three bands)
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n1-n3-n7
	n1, n3, n7

	CA_n1-n3-n8
	n1, n3, n8

	CA_n1-n3-n28
	n1, n3, n28

	CA_n1-n3-n41
	n1, n3, n41

	CA_n1-n3-n78
	n1, n3, n78

	CA_n1-n7-n28
	n1, n7, n28

	CA_n1-n7-n78
	n1，n7, n78

	CA_n1-n8-n78
	n1, n8, n78

	CA_n1-n28-n78
	n1, n28, n78

	CA_n1-n40-n78
	n1, n40, n78

	CA_n3-n7-n28
	n3, n7, n28

	CA_n3-n7-n78
	n3, n7, n78

	CA_n3-n8-n78
	n3, n8, n78

	CA_n3-n28-n77
	n3, n28, n77

	CA_n3-n28-n78
	n3, n28, n78

	CA_n3-n40-n41
	n3, n40, n41

	CA_n3-n41-n79
	n3, n41, n79

	CA_n5-n66-n78
	n5, n66, n78

	CA_n7-n25-n66
	n7, n25, n66

	CA_n7-n28-n78
	n7, n28, n78

	CA_n7-n66-n78
	n7, n66, n78

	CA_n8-n39-n41
	n8, n39, n41

	CA_n8-n41-n79
	n8, n41, n79

	CA_n20-n28-n78
	n20, n28, n78

	CA_n25-n41-n66
	n25, n41, n66

	CA_n25-n41-n71
	n41, n66, n71

	CA_n25-n66-n71
	n25, n66, n71

	CA_n25-n66-n78
	n25, n66, n78

	CA_n28-n40-n78
	n28, n40, n78

	CA_n28-n41-n78
	n28, n41, n78

	CA_n29-n66-n70
	n29, n66, n70

	CA_n39-n41-n79
	n39, n41, n79

	CA_n40-n41-n791,2
	n40, n41, n79

	CA_ n41-n66-n71
	n41, n66, n71

	CA_n66-n70-n71
	n66, n70, n71

	NOTE 1:	The frequency range below 2506 MHz for Band n41 is not used in this band combination.
NOTE 2:	Applicable for frequency range above 4800 MHz for Band n79 in this band combination.



[bookmark: _Toc45888006][bookmark: _Toc45888605]5.2A.2.3	Inter-band CA (four bands)
Table 5.2A.2.3-1: Inter-band CA operating bands involving FR1 (four bands)
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n1-n3-n7-n28
	n1, n3, n7, n28

	CA_n1-n3-n7-n78
	n1, n3, n7, n78

	CA_n1-n3-n8-n78
	n1, n3, n8, n78

	CA_n1-n3-n28-n78
	n1, n3, n28, n78

	CA_n3-n7-n28-n78
	n3, n7, n28, n78

	CA_n7-n25-n66-n78
	n7, n25, n66, n78


<< End change >>
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