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10.1.2.2.3
Test description

10.1.2.2.3.1
Pre-test conditions

System Simulator:

-
NGC Cell A.

UE:

-
None.

Preamble:

-
The UE is in state 3N-A on NGC Cell A with at least one PDU session for Internet active according to 38.508-1[4]
10.1.2.2.3.2
Test procedure sequence

Table 10.1.2.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The generic test procedure in TS 38.508-1 clause 4.9.21 for PDU Session Release is performed with PDU session ID IE is set to the same value as the first PDU session ID for Internet in PDU SESSION ESTABLISHMENT REQUEST message in preamble. 
	
	
	-
	-

	2
	Void
	
	
	
	

	3
	The SS transmits a PDU session modification command message with PDU session ID IE is set to the same value in PDU SESSION RELEASE COMMAND message. This message is included in a DLInformationTransfer message.
	<--
	PDU SESSION MODIFICATION COMMAND
	-
	-

	4
	Check: Does the UE transmit a 5GSM STATUS with the 5GSM cause IE indicating #43 "invalid PDU session identity"?
	-->
	5GSM STATUS
	1
	P


10.1.2.2.3.3
Specific message contents

Table 10.1.2.2.3.3-1: PDU SESSION MODIFICATION COMMAND (Step 3, Table 10.1.2.2.3.2-1)

	Derivation path: TS 38.508-1 [4], table 4.7.2-9

	Information Element
	Value/Remark
	Comment
	Condition

	PDU session ID
	The same value in PDU SESSION RELEASE COMMAND message
	
	


Table 10.1.2.2.3.3-2: 5GSM STATUS (Step 4, Table 10.1.2.2.3.2-1)

	Derivation path: TS 38.508-1 [4], table 4.7.2-16

	Information Element
	Value/Remark
	Comment
	Condition

	PDU session ID
	The same value as the value set in PDU SESSION modification command message
	
	

	5GSM cause
	‘00101011’B
	Invalid PDU session identity
	


Table 10.1.2.2.3.3-3: PDU SESSION RELEASE COMMAND (Step 1, Table 10.1.2.2.3.2-1; step 1, TS 36.508 [4] Table 4.9.21.2.2-1)

	Derivation path: TS 38.508-1 [4], table 4.7.2-14

	Information Element
	Value/Remark
	Comment
	Condition

	PDU session ID
	The value of the first PDU session ID for Internet indicatedin PDU SESSION ESTABLISHMENT REQUEST message in preamble
	
	


