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<Unchanged Text Skipped>

8.1.4.3.3
NB-IoT Common contents of system information blocks

<Unchanged Text Skipped>

-
SystemInformationBlockType22-NB

The IE SystemInformationBlockType22-NB contains radio resource configuration for paging and random access procedure on non-anchor carriers.
Table 8.1.4.3.3-8: SystemInformationBlockType22-NB

	Derivation Path: 36.331 clause 6.7.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType22-NB-r14 ::= SEQUENCE {
	
	
	

	  dl-ConfigList-r14 SEQUENCE (SIZE (1.. maxNonAnchorCarriers-NB-r14)) OF DL-ConfigCommon-NB-r14 SEQUENCE {
	
	
	

	    DL-ConfigCommon-NB-r14[1] SEQUENCE {
	
	
	

	      dl-CarrierConfig-r14
	DL-CarrierConfigCommon-NB-DEFAULT
	
	

	      pcch-Config-r14
	Not present
	
	

	      wus-Config-r15
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  ul-ConfigList-r14 SEQUENCE (SIZE (1.. maxNonAnchorCarriers-NB-r14)) OF UL-ConfigCommon-NB-r14 SEQUENCE {
	
	
	

	    UL-ConfigCommon-NB-r14[1] SEQUENCE {
	
	
	

	      ul-CarrierFreq-r14
	See subclause 8.1.3.1
	
	

	      nprach-ParametersList-r14
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  pagingWeightAnchor-r14
	Not present
	
	

	  nprach-ProbabilityAnchorList-r14
	Not present
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
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