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22.4.26.3.2
Test procedure sequence

Table 22.4.26.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	System information that includes extended and spare fields that the UE does not comprehend is broadcasted on BCCH.
	<--
	RRC: SYSTEM INFORMATION (BCCH)
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	Does the UE transmit an RRCConnectionRequest-NB message on Ncell 1?
	-->
	RRCConnectionRequest-NB
	1
	P

	4
	The SS transmits an RRCConnectionSetup-NB message on Ncell 1.
	<--
	RRCConnectionSetup-NB
	-
	-

	5
	Check: Does the UE transmit an RRCConnectionSetupComplete-NB message to confirm the successful completion of the connection establishment and to initiate the Attach procedure by including the ATTACH REQUEST message? The PDN CONNECTIVITY REQUEST message is piggybacked in ATTACH REQUEST.
	-->
	RRCConnectionSetupComplete-NB

NAS: ATTACH REQUEST

NAS: PDN CONNECTIVITY REQUEST


	1
	P

	6-15
	Steps 5 to 14b1 of the registration procedure described in TS 36.508 subclause 8.1.5.2 are performed on Ncell 1
	-
	-
	-
	-

	NOTE:
sib-TypeAndInfo-r13 in SystemInformation-NB and si-WindowLength-r13 in SystemInformationBlockType1-NB are set to values in Rel-16 to check spare and extended fields in UE up to Rel-15. 


22.4.26.3.3
Specific message contents

Table 22.4.26.3.3-1: Message SystemInformation-NB (step 1, Table 22.4.26.3.2-1)

	Derivation Path: 36.508 clause 8.1.4.3.2-2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformation-NB::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    systemInformation-r13 SEQUENCE {
	
	
	

	      sib-TypeAndInfo-r13 SEQUENCE (SIZE (1..maxSIB)) OF CHOICE {
	2 entries 
	
	

	        sib2-r13[1]
	SystemInformationBlockType2-NB-r13
	SIB2-NB
	

	        sib23-v1530[2] SEQUENCE {
	
	In the ASN.1, sib23-v1530 is considered an extended field from Rel-13 to Rel-14.
	If Rel-13, Rel-14

	          ul-ConfigList-v1530
	Not present
	
	

	          ul-ConfigListMixed-v1530
	Not present
	
	

	          lateNonCriticalExtension
	Not present
	
	

	        }
	
	
	

	        sib27-v1610 [2] SEQUENCE {
	
	In the ASN.1, sib27-v1610 is considered an extended field in Rel-15
	If Rel-15

	          carrierFreqListEUTRA-r16
	Not present
	
	

	          carrierFreqsListGERAN-r16
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 22.4.26.3.3-2: Void 

	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 22.4.26.3.3-3: Message MasterInformationBlock-NB (step 1, Table 22.4.26.3.2-1)

	Derivation Path: 36.508 clause 8.1.4.3.2-1

	Information Element
	Value/remark
	Comment
	Condition

	MasterInformationBlock-NB ::= SEQUENCE {
	
	
	

	  systemFrameNumber-MSB-r13
	A valid value as defined in TS 36.331 [17]
	
	

	  hyperSFN-LSB-r13
	A valid value as defined in TS 36.331 [17]
	
	

	  schedulingInfoSIB1-r13
	2
	
	

	  systemInfoValueTag-r13
	0
	
	

	  ab-Enabled-r13
	FALSE
	
	

	  spare
	
‘1111 1111 1’B
	From Rel-13 to Rel-15, the lowest 9 bits are considered spares according to TS 36.331 [17].
	If Rel-13 to Rel-15

	}
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