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	Title:

	  Correction to applicability of NB-IoT test case 22.3.3.5

	
	

	Source to WG:
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	Work item code:
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	Category:
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	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 












release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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	Reason for change:
	As per 36.306, clause 4.3.1.1A shown below, some UEs may not support one or more of the listed ROHC profiles. So, support of ROHC profiles is not mandatory for such NB-IoT UEs.

[TS 36.306]

4.3.1.1A
supportedROHC-Profiles-r13
This field defines which ROHC profiles from the list below are supported by the UE:

-
0x0000 ROHC uncompressed (RFC 5795)

-
0x0002 ROHC UDP (RFC 3095, RFC 4815)

-
0x0003 ROHC ESP (RFC 3095, RFC 4815)

-
0x0004 ROHC IP (RFC 3843, RFC 4815)

-
0x0006 ROHC TCP (RFC 6846)

-
0x0102 ROHCv2 UDP (RFC 5225)

-
0x0103 ROHCv2 ESP (RFC 5225)

-
0x0104 ROHCv2 IP (RFC 5225)

A UE that supports one or more of the listed ROHC profiles shall support ROHC profile 0x0000 ROHC uncompressed (RFC 5795). This field is only applicable if the UE supports S1-U data transfer or User plane CIoT EPS Optimisation, see TS 36.331 [5], and any ue-Category-NB.


	
	

	Summary of change:
	Updated the applicability of test case 22.3.3.5 to include ROHC profiles in selection expression.

	
	

	Consequences if not approved:
	Test case 22.3.3.5 will incorrectly become applicable for UEs not supporting ROHC.
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	Other comments:
	TTCN Impact
R5-206440 is the final version of R5-205809 with below change:
Used CKLL instead of hard coded condition C390 as it may cause conflict. 
Secretary to resolve CKLL.

	
	

	This CR's revision history:
	


<Start of modified section>
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	…
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	22
	NB-IoT
	
	
	
	
	
	
	

	…
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	22.3.3.5
	NB-IoT / PDCP re-establishment / stored UE AS context is used and drb-ContinueROHC is configured
	Rel-13
	CKLL
	UEs supporting NB-IoT and User plane CIoT Optimisation in NB-S1 mode and (ROHC profile0x0002 or ROHC profile0x0003 or ROHC profile0x0004 or ROHC profile0x0006 or ROHC profile0x0102 or ROHC profile0x0103 or ROHC profile0x0104)
	
	
	
	

	
	
	
	
	
	
	
	
	


<End of modifed section>
<Start of modified section>
Table 4-1a: Applicability of tests Conditions

	C01
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	…

	CKLL
IF A.4.1-1/8 AND A.4.4-1/199 AND (A.4.4-1/41 OR A.4.4-1/42 OR A.4.4-1/43 OR A.4.4-1/44 OR A.4.4-1/46 OR A.4.4-1/47 OR A.4.4-1/48) THEN R ELSE N/A


<End of modified section>
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