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	Reason for change:
	In the current TTCN implementation of this function, the cells are initialized by calling function f_NR5GC_Init_NAS (f_NR_InitNASCells

This function does not initialise the nr_cell13, and this causes runtime error later in testcase when the GUTI for this cell is accessed.

This needs to be addressed.
Similar issue exists for testcases 6.3.1.2, 6.3.1.3 and 6.3.1.8 as well, and needs to addressed.

	
	

	Summary of change:
	Instead of calling the function f_NR5GC_Init_NAS();, called function f_NR5GC_Init()
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1 Corrections required
1.1 Correction to function f_TC_6_3_1_1_NR5GC
	Function name
	f_TC_6_3_1_1_NR5GC

	Reason for change
	In the current TTCN implementation of this function, the cells are initialized by calling function f_NR5GC_Init_NAS (f_NR_InitNASCells

This function does not initialise the nr_cell13, and this causes runtime error later in testcase when the GUTI for this cel is accessed.

This needs to be addressed.
Similar issue exists for testcases 6.3.1.2, 6.3.1.3 and 6.3.1.8 as well, and needs to addressed.


	Summary of change
	Instead of calling the function f_NR5GC_Init_NAS();, called function f_NR5GC_Init()


	TTCN module
	NR5GC\6_3_1\SOR_NR5GC.ttcn

	MCC160 Comment
	


Before Change:

	function f_TC_6_3_1_1_NR5GC() runs on NR5GC_PTC
  { //Steering of UE in roaming during registration/security check successful using List Type 1
    //@sic R5-198877 sic@
    f_NR5GC_Init_NAS(NR_4);
…..

  }


After Change:

	function f_TC_6_3_1_1_NR5GC() runs on NR5GC_PTC
  { //Steering of UE in roaming during registration/security check successful using List Type 1
    //@sic R5-198877 sic@
f_NR5GC_Init(NR_4); 
…..

  }


1.2 Correction to function f_TC_6_3_1_2_NR5GC
	Function name
	f_TC_6_3_1_2_NR5GC

	Reason for change
	1. Please see change 1.1


	Summary of change
	Please see Change 1.1


	TTCN module
	NR5GC\6_3_1\SOR_NR5GC.ttcn

	MCC160 Comment
	


Before Change:

	function f_TC_6_3_1_2_NR5GC() runs on NR5GC_PTC
  { //Steering of UE in roaming during registration/security check successful but SOR Transparent container indicates ACK has been NOT been requested 
    f_NR5GC_Init_NAS(NR_4);
…..

  }


After Change:

	function f_TC_6_3_1_2_NR5GC() runs on NR5GC_PTC
  { //Steering of UE in roaming during registration/security check successful but SOR Transparent container indicates ACK has been NOT been requested
    f_NR5GC_Init(NR_4);
…..

  }


1.3 Correction to function f_TC_6_3_1_3_NR5GC
	Function name
	f_TC_6_3_1_3_NR5GC

	Reason for change
	Please see Change 1.1


	Summary of change
	Please see Change 1.1


	TTCN module
	NR5GC\6_3_1\SOR_NR5GC.ttcn

	MCC160 Comment
	


Before Change:

	function f_TC_6_3_1_3_NR5GC() runs on NR5GC_PTC
  { //Steering of UE in roaming during registration/security check unsuccessful/Automatic mode
    f_NR5GC_Init_NAS(NR_4);
…..

  }


After Change:

	function f_TC_6_3_1_3_NR5GC() runs on NR5GC_PTC
  { //Steering of UE in roaming during registration/security check unsuccessful/Automatic mode
    f_NR5GC_Init(NR_4);
…..

  }


1.4 Correction to function f_TC_6_3_1_8_NR5GC
	Function name
	f_TC_6_3_1_8_NR5GC

	Reason for change
	Please see Change 1.1


	Summary of change
	Please see Change 1.1


	TTCN module
	NR5GC\6_3_1\SOR_NR5GC.ttcn

	MCC160 Comment
	


Before Change:

	function f_TC_6_3_1_8_NR5GC() runs on NR5GC_PTC
  { //Steering of UE in roaming after registration/Automatic PLMN selection mode
    f_NR5GC_Init_NAS(NR_4);
…..

  }


After Change:

	function f_TC_6_3_1_8_NR5GC() runs on NR5GC_PTC
  { //Steering of UE in roaming after registration/Automatic PLMN selection mode
    f_NR5GC_Init(NR_4);
…..

  }



