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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
Change 1
	Function name
	f_TC_7_1_1_1_1a_NR5GC

	Reason for change
	Before transmission of RRCReconfiguration at step 0A to configure the UE with specific parameters, SS configuration and SIB1 contents should be aligned with the new configuration.



	Summary of change
	Add NR_SYSTEM_CTRL_REQ for Bcch contents and BWP-Uplink before rrcReconfiguration at step 0A.

	TTCN module
	MAC_NR5GC

	MCC160 Comment
	


Before Change:

	function f_TC_7_1_1_1_1a_NR5GC() runs on NR5GC_PTC

  { 

……………………………………

    //@siclog "Steps 0A-0B" siclog@

    //@sic R5-198888 R5s200891 sic@

    v_NR_DuplexMode := f_NR_CellInfo_GetDuplexMode(nr_Cell1);

    v_SubcarrierSpacing := f_NR_CellInfo_GetSCS(nr_Cell1);

    v_IsFR1 := f_NR_CellInfo_GetIsFR1(nr_Cell1);

    if (v_IsFR1) //FR1

    {

             v_Prach_RootSequenceIndex := {l839 := 0};

             f_NR_CellInfo_SetSIB1_Prach_RootSequenceIndex(nr_Cell1, v_Prach_RootSequenceIndex);

             f_NR_CellInfo_SetPRACH_ConfigurationIndex(nr_Cell1,14);

             f_NR_CellInfo_SetZeroCorrelationZoneConfig(nr_Cell1,12);

     }

   //@sic R5-198888 R5s200526 sic@

    if (ischosen(v_NR_DuplexMode.TDD)) {

        if(v_IsFR1) {

            if(v_SubcarrierSpacing == kHz30){

            v_TDD_UL_DL_ConfigCommon :=cs_TDD_UL_DL_ConfigCommonPattern2(v_SubcarrierSpacing,cs_TDD_UL_DL_Pattern1_FR1,cs_TDD_UL_DL_Pattern2_FR1);

          }else if(v_SubcarrierSpacing == kHz15){

            v_TDD_UL_DL_ConfigCommon :=cs_TDD_UL_DL_ConfigCommonPattern2(v_SubcarrierSpacing,cs_TDD_UL_DL_Pattern1_FR1_SCS15, cs_TDD_UL_DL_Pattern2_FR1_SCS15);

          }else{

            FatalError(__FILE__, __LINE__, "SCS value not handled in TTCN");

          }

        } else

        {

            v_TDD_UL_DL_ConfigCommon :=cs_TDD_UL_DL_ConfigCommonPattern2(v_SubcarrierSpacing,cs_TDD_UL_DL_Pattern1_FR2,cs_TDD_UL_DL_Pattern2_FR2);

        }

    f_NR_CellInfo_SetTDD_UL_DL_ConfigCommon(nr_Cell1,v_TDD_UL_DL_ConfigCommon);            

    v_NR_UplinkBWP := f_NR_CellInfo_GetUplinkBWP(nr_Cell1, tsc_NR_BWP_Id);

    v_NR_UplinkBWP.Dedicated.R15.pucch_Config.setup.schedulingRequestResourceToAddModList[0] := valueof(cs_SchedulingRequestResourceConfig_Mac_71111a(v_SubcarrierSpacing));

    f_NR_CellInfo_SetUplinkBWP(nr_Cell1, v_NR_UplinkBWP, tsc_NR_BWP_Id);

    };

………………………………………

 };




After Change:

	function f_TC_7_1_1_1_1a_NR5GC() runs on NR5GC_PTC

  { 

…………………………………………

    //@siclog "Steps 0A-0B" siclog@

    //@sic R5-198888 R5s200891 sic@

    v_NR_DuplexMode := f_NR_CellInfo_GetDuplexMode(nr_Cell1);

    v_SubcarrierSpacing := f_NR_CellInfo_GetSCS(nr_Cell1);

    v_IsFR1 := f_NR_CellInfo_GetIsFR1(nr_Cell1);

    if (v_IsFR1) //FR1

    {

             v_Prach_RootSequenceIndex := {l839 := 0};

             f_NR_CellInfo_SetSIB1_Prach_RootSequenceIndex(nr_Cell1, v_Prach_RootSequenceIndex);

             f_NR_CellInfo_SetPRACH_ConfigurationIndex(nr_Cell1,14);

             f_NR_CellInfo_SetZeroCorrelationZoneConfig(nr_Cell1,12);

     }

   //@sic R5-198888 R5s200526 sic@

    if (ischosen(v_NR_DuplexMode.TDD)) {

        if(v_IsFR1) {

            if(v_SubcarrierSpacing == kHz30){

            v_TDD_UL_DL_ConfigCommon :=cs_TDD_UL_DL_ConfigCommonPattern2(v_SubcarrierSpacing,cs_TDD_UL_DL_Pattern1_FR1,cs_TDD_UL_DL_Pattern2_FR1);

          }else if(v_SubcarrierSpacing == kHz15){

            v_TDD_UL_DL_ConfigCommon :=cs_TDD_UL_DL_ConfigCommonPattern2(v_SubcarrierSpacing,cs_TDD_UL_DL_Pattern1_FR1_SCS15, cs_TDD_UL_DL_Pattern2_FR1_SCS15);

          }else{

            FatalError(__FILE__, __LINE__, "SCS value not handled in TTCN");

          }

        } else

        {

            v_TDD_UL_DL_ConfigCommon :=cs_TDD_UL_DL_ConfigCommonPattern2(v_SubcarrierSpacing,cs_TDD_UL_DL_Pattern1_FR2,cs_TDD_UL_DL_Pattern2_FR2);

        }

    f_NR_CellInfo_SetTDD_UL_DL_ConfigCommon(nr_Cell1,v_TDD_UL_DL_ConfigCommon);            

    v_NR_UplinkBWP := f_NR_CellInfo_GetUplinkBWP(nr_Cell1, tsc_NR_BWP_Id);

    v_NR_UplinkBWP.Dedicated.R15.pucch_Config.setup.schedulingRequestResourceToAddModList[0] := valueof(cs_SchedulingRequestResourceConfig_Mac_71111a(v_SubcarrierSpacing));

    f_NR_CellInfo_SetUplinkBWP(nr_Cell1, v_NR_UplinkBWP, tsc_NR_BWP_Id);

    f_NR_SS_ConfigureSysinfo(nr_Cell1, -, f_NR_InitialiseBcchToPdschConfig(nr_Cell1)); 

    f_NR_SS_CommonCellConfig(nr_Cell1, cads_NR_UplinkBWP_ConfigCommon_REQ(nr_Cell1, -, {v_NR_UplinkBWP})); 

    };

…………………………………………

 };


