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1 Changes required to ASN.1 messages

1.1
ASN.1 Baseline Moving - 36.355/37.355
LPP ASN.1 is upgraded to 37.355-g20.

1.1.1
Non-critical extensions with extension marker (ellipsis)

	ANS.1 type affected
	New fields
	Impact on TTCN

	RequestCapabilities-r9-IEs
	nr-ECID-RequestCapabilities-r16

nr-Multi-RTT-RequestCapabilities-r16

nr-DL-AoD-RequestCapabilities-r16

nr-DL-TDOA-RequestCapabilities-r16

nr-UL-RequestCapabilities-r16

	Set to “{}” in cs_LppReqCap

	ProvideCapabilities-r9-IEs
	nr-ECID-ProvideCapabilities-r16

nr-Multi-RTT-ProvideCapabilities-r16

nr-DL-AoD-ProvideCapabilities-r16

nr-DL-TDOA-ProvideCapabilities-r16

nr-UL-ProvideCapabilities-r16

	Set to “*” in cr_ProvideCapabilities_r9_IEs

	RequestAssistanceData-r9-IEs
	nr-Multi-RTT-RequestAssistanceData-r16


nr-DL-AoD-RequestAssistanceData-r16

nr-DL-TDOA-RequestAssistanceData-r16
	Set to “omit” in cs_RequestAssistData.

Set to “*” in cr_RequestAssistanceData_r9_IEs.

Created new template cs_RequestAssistData_Omit to be used in cds_RequestAssistData_Mbs (renamed from cs_RequestAssistData_Mbs), cds_RequestAssistData_Wlan (renamed from cs_RequestAssistData_Wlan) and cds_RequestAssistData_Sensor (renamed from cs_RequestAssistData_Sensor)



	ProvideAssistanceData-r9-IEs
	nr-Multi-RTT-ProvideAssistanceData-r16

nr-DL-AoD-ProvideAssistanceData-r16

nr-DL-TDOA-ProvideAssistanceData-r16

	Set to “omit” in cs_LppProvideAssistData

	RequestLocationInformation-r9-IEs
	nr-ECID-RequestLocationInformation-r16

nr-Multi-RTT-RequestLocationInformation-r16

nr-DL-AoD-RequestLocationInformation-r16

nr-DL-TDOA-RequestLocationInformation-r16

	Set to “omit” in cs_LppRequestLocationInfo

	ProvideLocationInformation-r9-IEs
	nr-ECID-ProvideLocationInformation-r16

nr-Multi-RTT-ProvideLocationInformation-r16

nr-DL-AoD-ProvideLocationInformation-r16

nr-DL-TDOA-ProvideLocationInformation-r16

	Set to “*” in cr_ProvideLocationInformation_r9_IEs

	GNSS-CommonAssistData
	gnss-SSR-CorrectionPoints-r16

	Set to “omit” in cs_GNSS_CommonAssistData

	GNSS-GenericAssistDataElement
	gnss-SSR-URA-r16

gnss-SSR-PhaseBias-r16

gnss-SSR-STEC-Correction-r16

gnss-SSR-GriddedCorrection-r16

navic-DifferentialCorrections-r16

navic-GridModel-r16

	Set to “omit” in cs_GNSS_GenericAssistDataElement

	GNSS-PeriodicAssistData-r15
	gnss-SSR-PeriodicURA-r16

gnss-SSR-PeriodicPhaseBias-r16

gnss-SSR-PeriodicSTEC-Correction-r16

gnss-SSR-PeriodicGriddedCorrection-r16

	No impact

	GNSS-IonosphericModel
	klobucharModel2-r16
	Set to “omit” in cs_GNSS_IonosphericModel

	GNSS-RTK-ReferenceStationInfo-r15
	equalIntegerAmbiguityLevel-r16
	No impact

	GNSS-Almanac
	weekNumber-ext-r16
toa-ext2-r16

	Set to “omit” in cs_GNSS_Almanac, cs_GNSS_Almanac_GPS, cs_GNSS_Almanac_GLONASS, cs_GNSS_Almanac_Galileo, cs_GNSS_Almanac_Bds

	UTC-ModelSet2
	utcWNlsf-ext-r16
	No impact

	GNSS-AuxiliaryInformation
	gnss-ID-BDS-r16
	No impact

	GNSS-CommonAssistDataReq
	gnss-SSR-CorrectionPointsReq-r16
	Set to “omit” in cs_GNSS_CommonAssistDataReq

	GNSS-GenericAssistDataReqElement
	gnss-SSR-URA-Req-r16

gnss-SSR-PhaseBiasReq-r16

gnss-SSR-STEC-CorrectionReq-r16

gnss-SSR-GriddedCorrectionReq-r16

navic-DifferentialCorrectionsReq-r16

navic-GridModelReq-r16

	Set to “omit” in cs_GNSS_GenericAssistDataReqElement

	GNSS-PeriodicAssistDataReq-r15
	gnss-SSR-PeriodicURA-Req-r16


gnss-SSR-PeriodicPhaseBiasReq-r16

gnss-SSR-PeriodicSTEC-CorrectionReq-r16

gnss-SSR-PeriodicGriddedCorrectionReq-r16
	No impact

	GNSS-IonosphericModelReq
	klobucharModel2Req-r16
	Set to “omit” in cs_GNSS_IonosphericModelReq

	GNSS-GenericAssistDataSupportElement
	gnss-SSR-URA-Support-r16

gnss-SSR-PhaseBiasSupport-r16

gnss-SSR-STEC-CorrectionSupport-r16

gnss-SSR-GriddedCorrectionSupport-r16

navic-DifferentialCorrectionsSupport-r16

navic-GridModelSupport-r16

	No impact

	Sensor-MeasurementInformation-r13
	adjustment-r16
	No impact

	Sensor-RequestLocationInformation-r13
	adjustmentReq-r16
	Set to “omit” in cs_SensorRequestLocationInfoDef

	Sensor-ProvideCapabilities-r13
	adjustmentSupported-r16
	No impact


1.1.2
Additional branches in choices
	ANS.1 type affected
	New choices
	Impact on TTCN

	GNSS-ClockModel
	bds-ClockModel2-r16
navic-ClockModel-r16

	No impact

	GNSS-OrbitModel
	bds-KeplerianSet2-r16
navic-KeplerianSet-r16
	No impact

	GNSS-AlmanacElement
	keplerianNavIC-Almanac-r16
	No impact


1.1.3
New BIT STRING
	ANS.1 type affected
	New values
	Impact on TTCN

	LocationSource-r13
	motion-sensor-v1550, dl-tdoa-r16,

dl-aod-r16
	No impact

	GNSS-IonosphericModelSupport.ionoModel
	klobuchar2-r16
	No impact

	GNSS-NavigationModelSupport.clockModel
	model-7-r16, model-8-r16
	No impact

	GNSS-NavigationModelSupport.orbitModel
	model-7-r16, model-8-r16
	No impact

	GNSS-ID-Bitmap. gnss-ids
	navic-v1610
	No impact


1.2
ASN.1 Baseline Moving - OMA-TS-LPPe

OMA-TS-LPPe is upgraded to OMA-TS-LPPe-V1_0-20200630-D.
1.2.1
Non-critical extensions with extension marker (ellipsis)

	ANS.1 type affected
	New fields
	Impact on TTCN

	OMA-LPPe-CommonIEsRequestLocationInformation
	civicLocation-Request

	No impact

	OMA-LPPe-CommonIEsProvideLocationInformation
	civicLocation-pidf-lo
	No impact

	OMA-LPPe-LocationSource

	nr-dl-tdoa

nr-dl-aod

ecidNR

bt

mbs

baro-sensor

motion-sensor
	No impact


1.2.2
New BIT STRING
	ANS.1 type affected
	New values
	Impact on TTCN

	LocationSource-r13OMA-LPPe-HighAccuracyFormatCapabilities
	pidf-lo
	No impact


1.2.3
New ENUMERATED
	ANS.1 type affected
	New values
	Impact on TTCN

	OMA-LPPe-Bearer
	nr
	No impact


