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<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
8.3.1
Bearer Context Setup

8.3.1.1
General

---------------skip the unchanged text----------------
If the TSC Traffic Characteristics IE is included in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, take into account the corresponding information received in the TSC Traffic Characteristics IE.
For each QoS flow whose DRB has been successfully established and the QoS Monitoring Request IE was included in the QoS Flow Level QoS Parameters IE contained in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall store this information, and, if supported, perform delay measurement and QoS monitoring, as specified in TS 23.501 [20]. If the QoS Monitoring Reporting Frequency IE was included in the QoS Flow Level QoS Parameters IE contained in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall store this information, and, if supported, use it for RAN part delay reporting.
For each requested DRB, if the QoS Mapping Information IE is contained in the DL UP Parameters IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall use it to set DSCP and/or flow label fields in the downlink IP packets which are transmitted through the GTP tunnels indicated by the UP Transport Layer Information IE.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
8.3.2
Bearer Context Modification (gNB-CU-CP initiated) 

8.3.2.1
General

---------------skip the unchanged text----------------
For each QoS flow whose DRB has been successfully established or modified and the QoS Monitoring Request IE was included in the QoS Flow Level QoS Parameters IE contained in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall store this information, and, if supported, perform delay measurement and QoS monitoring, as specified in TS 23.501 [20]. If the QoS Monitoring Reporting Frequency IE was included in the QoS Flow Level QoS Parameters IE contained in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall store this information, and, if supported, use it for RAN part delay reporting.
For each requested DRB, if the QoS Mapping Information IE is contained in the DL UP Parameters IE in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall use it to set DSCP and/or flow label fields in the downlink IP packets which are transmitted through the GTP tunnels indicated by the UP Transport Layer Information IE.

9.3.1
Radio Network Layer Related IEs

---------------skip the unchanged text----------------
9.3.1.26
QoS Flow Level QoS Parameters

This IE defines the QoS parameters to be applied to a QoS Flow.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE QoS Characteristics
	M
	
	
	
	-
	

	>Non-dynamic 5QI
	
	
	
	
	
	

	>>Non Dynamic 5QI Descriptor
	M
	
	9.3.1.27
	
	-
	

	>Dynamic 5QI
	
	
	
	
	
	

	>>Dynamic 5QI Descriptor
	M
	
	9.3.1.28
	
	-
	

	NG-RAN Allocation and Retention Priority
	M
	
	9.3.1.29
	
	-
	

	GBR QoS Flow Information
	O
	
	9.3.1.30
	This IE shall be present for GBR QoS Flows and is ignored otherwise.
	-
	

	Reflective QoS Attribute
	O
	
	ENUMERATED (subject to, …)
	Details in TS 23.501 [20]. This IE applies to Non-GBR flows only and is ignored otherwise.
	-
	

	Additional QoS Flow Information
	O
	
	ENUMERATED (more likely, …)
	This IE indicates that traffic for this QoS flow is likely to appear more often than traffic for other flows established for the PDU Session.
	-
	

	Paging Priority Indicator (PPI)
	O
	
	9.3.1.55
	
	-
	

	RDI
	O
	
	ENUMERATED (enabled, …)
	Indicates whether Reflective QoS flow to DRB mapping should be applied.
	-
	

	QoS Monitoring Request
	O
	
	ENUMERATED (UL, DL, Both, …)
	Indicates to measure UL, or DL, or both UL/DL delays for the associated QoS flow.
	YES
	ignore

	QoS Monitoring Reporting Frequency
	O
	
	INTEGER (1.. 1800, …)
	Indicates the Reporting Frequency for RAN part delay for Qos monitoring.
Units: second
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.4.5
Information Element Definitions

-- ASN1START
-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

E1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS



id-CommonNetworkInstance,


id-SNSSAI,


id-OldQoSFlowMap-ULendmarkerexpected,


id-DRB-QoS,


id-endpoint-IP-Address-and-Port,


id-NetworkInstance,


id-QoSFlowMappingIndication,

id-TNLAssociationTransportLayerAddressgNBCUUP,


id-Cause,


id-QoSMonitoringRequest,

id-QosMonitoringReportingFrequency,

id-PDCP-StatusReportIndication,


id-RedundantCommonNetworkInstance,


id-redundant-nG-UL-UP-TNL-Information,


id-redundant-nG-DL-UP-TNL-Information,


id-RedundantQosFlowIndicator,


id-TSCTrafficCharacteristics,


id-ExtendedPacketDelayBudget,


id-CNPacketDelayBudgetDownlink,


id-CNPacketDelayBudgetUplink,


id-AdditionalPDCPduplicationInformation,


id-RedundantPDUSessionInformation,


id-RedundantPDUSessionInformation-used,


id-QoS-Mapping-Information,


id-MDTConfiguration,


id-TraceCollectionEntityURI,


id-EHC-Parameters,


id-DAPSRequestInfo,


id-EarlyForwardingCOUNTReq,


id-EarlyForwardingCOUNTInfo,


id-AlternativeQoSParaSetList,

id-MCG-OfferedGBRQoSFlowInfo,

id-Number-of-tunnels,


maxnoofQoSParaSets,


maxnoofErrors,


maxnoofSliceItems,


maxnoofEUTRANQOSParameters,


maxnoofNGRANQOSParameters,


maxnoofDRBs,


maxnoofPDUSessionResource,


maxnoofQoSFlows,


maxnoofUPParameters,


maxnoofCellGroups,


maxnooftimeperiods,


maxnoofNRCGI,


maxnoofTLAs,


maxnoofGTPTLAs,


maxnoofSPLMNs,


maxnoofMDTPLMNs,

maxnoofExtSliceItems

FROM E1AP-Constants

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- Q

QoSFlowLevelQoSParameters
::= SEQUENCE {


qoS-Characteristics





QoS-Characteristics,


nGRANallocationRetentionPriority

NGRANAllocationAndRetentionPriority,


gBR-QoS-Flow-Information



GBR-QoSFlowInformation





OPTIONAL,


reflective-QoS-Attribute



ENUMERATED {subject-to, ...}



OPTIONAL,


additional-QoS-Information



ENUMERATED {more-likely, ...}



OPTIONAL,


paging-Policy-Indicator




INTEGER
(1..8,
...)





OPTIONAL,


reflective-QoS-Indicator



ENUMERATED {enabled, ...}




OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { QoSFlowLevelQoSParameters-ExtIEs } }
OPTIONAL

}

QoSFlowLevelQoSParameters-ExtIEs 
E1AP-PROTOCOL-EXTENSION ::= {


{ID id-QoSMonitoringRequest
CRITICALITY ignore
EXTENSION QosMonitoringRequest
PRESENCE optional}|


{ID id-QosMonitoringReportingFrequency
CRITICALITY ignore
EXTENSION QosMonitoringReportingFrequency
PRESENCE optional},


...

}

QosMonitoringRequest ::= ENUMERATED {ul, dl, both}

QosMonitoringReportingFrequency ::= INTEGER (1..1800, ...)
QoS-Flow-Removed-Item
::=
SEQUENCE {


qoS-Flow-Identifier





QoS-Flow-Identifier,


qoS-Flow-Released-In-Session


ENUMERATED {released-in-session, not-released-in-session, ...}


OPTIONAL,


qoS-Flow-Accumulated-Session-Time

OCTET STRING (SIZE(5))













OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { QoS-Flow-Removed-Item-ExtIEs } }

OPTIONAL,


...

}

QoS-Flow-Removed-Item-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.4.7
Constant Definitions

---------------skip the unchanged text----------------
id-DRBs-Subject-To-Early-Forwarding-List





ProtocolIE-ID ::= 119

id-DAPSRequestInfo











ProtocolIE-ID ::= 120

id-CHOInitiation











ProtocolIE-ID ::= 121

id-EarlyForwardingCOUNTReq









ProtocolIE-ID ::= 122

id-EarlyForwardingCOUNTInfo









ProtocolIE-ID ::= 123

id-AlternativeQoSParaSetList








ProtocolIE-ID ::= 124


id-ExtendedSliceSupportList








ProtocolIE-ID ::= 125
id-MCG-OfferedGBRQoSFlowInfo








ProtocolIE-ID ::= 126
id-Number-of-tunnels










ProtocolIE-ID ::= 127

id-DRB-Measurement-Results-Information-List





ProtocolIE-ID ::= 128
id-Extended-GNB-CU-CP-Name









ProtocolIE-ID ::= 129

id-Extended-GNB-CU-UP-Name









ProtocolIE-ID ::= 130


id-QosMonitoringReportingFrequency






ProtocolIE-ID ::= xxx
END

-- ASN1STOP
<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
