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9.10.2	CSI-RS based intra-frequency measurements
<Start of Change 1>
9.10.2.6	Scheduling availability of UE during CSI-RS based intra-frequency measurements 
UE is required to be capable of measuring without measurement gaps when CSI-RS resources are completely contained in the active BWP of the UE. Note the configured CSI-RS symbol is indicated in firstOFDMSymbolInTimeDomain included in CSI-RS-ResourceConfigMobility for RRM. When UE is required to perform CSI-RS based RRM measurements, and any of the conditions in the following clauses is met, there are restrictions on the scheduling availability; otherwise, there is no scheduling restriction. Note same numerology for intra-frequency CSI-RS and data of serving cell is considered in this release. 
9.10.2.6.1	Scheduling availability of UE performing CSI-RS based measurements in TDD bands
Editor’s note: scheduling restriction in TDD band may be added after RAN4 reaches the consensus on the requirement.
9.10.2.6.2	Scheduling availability of UE performing CSI-RS based measurements in FR2 
When the UE performs CSI-RS based intra-frequency measurements for L3 mobility management in FR2, the following restrictions apply.
· The UE is not expected to receive PDCCH/PDSCH/TRS on the configured CSI-RS symbol within the configured slot as indicated in slotConfig of the corresponding CSI-RS resource to be measured for mobility.

<End of Change 1>

