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	36.133
	7000
	
	Rel-16
	Missing requirements for LTE SRS carrier-based switching
	F
	16.7.0
	RAN4#97-e
	R4-2016421
	Nokia, Nokia Shanghai Bell
	NR_RRM_enh-Core
	
	

	36.133
	6972
	1
	Rel-16
	CR to 36.133: Correction to NR CGI reading interruption requirements
	F
	16.7.0
	RAN4#97-e
	R4-2017190
	
	NR_RRM_enh-Core
	
	

	36.133
	6978
	1
	Rel-16
	CR on CGI reading requirements 36.133
	F
	16.7.0
	RAN4#97-e
	R4-2017192
	
	NR_RRM_enh-Core
	
	

	36.133
	6996
	1
	Rel-16
	Maintenance CR on NR CGI reading in 36.133
	F
	16.7.0
	RAN4#97-e
	R4-2017193
	
	NR_RRM_enh-Core
	
	

	36.133
	6973
	1
	Rel-16
	CR to 36.133: Introduce requirements for mandatory gap pattern
	B
	16.7.0
	RAN4#97-e
	R4-2017200
	
	NR_RRM_enh-Core
	
	

	38.133
	1146
	
	Rel-16
	CR on CSI-RS BW condition for BFD/CBD R16
	A
	16.5.0
	RAN4#97-e
	R4-2014269
	
	NR_newRAT-Core
	
	

	38.133
	1148
	
	Rel-16
	CR on AP-CSI-RS based L1-RSRP measurement R16
	A
	16.5.0
	RAN4#97-e
	R4-2014272
	
	NR_newRAT-Core
	
	

	38.133
	1158
	
	Rel-16
	CR on TS38.133 for inter-frequency measurement requirement without gap
	F
	16.5.0
	RAN4#97-e
	R4-2014364
	Ericsson
	NR_RRM_enh-Core
	
	

	38.133
	1281
	
	Rel-16
	Correction on RRC based spatial relation switch delay
	F
	16.5.0
	RAN4#97-e
	R4-2015499
	ZTE
	NR_RRM_enh-Core
	
	

	38.133
	1340
	
	Rel-16
	CR on measurement restrictions for FR2 inter-band CA
	F
	16.5.0
	RAN4#97-e
	R4-2015985
	Huawei, HiSilicon
	NR_RRM_enh-Core
	
	

	38.133
	1347
	
	Rel-16
	CR 38.133 Removal of brackets for Multiple SCell activation
	F
	16.5.0
	RAN4#97-e
	R4-2016019
	Nokia, Nokia Shanghai Bell
	NR_RRM_enh-Core
	
	

	38.133
	1391
	
	Rel-16
	Correction in NR SRS carrier-based switching requirements
	F
	16.5.0
	RAN4#97-e
	R4-2016422
	ZTE
	NR_RRM_enh-Core
	
	

	38.133
	1283
	1
	Rel-16
	CR on BWP switching delay on mulitple CCs
	F
	16.5.0
	RAN4#97-e
	R4-2017129
	Apple
	NR_RRM_enh-Core
	
	

	38.133
	1284
	1
	Rel-16
	CR on interruption due to active BWP switching on mulitple CCs
	F
	16.5.0
	RAN4#97-e
	R4-2017175
	Apple, Huawei, HiSilicon
	NR_RRM_enh-Core
	
	

	38.133
	1367
	1
	Rel-16
	Correction to RRC based non-simultaneous multiple CC BWP
	F
	16.5.0
	RAN4#97-e
	R4-2017176
	MediaTek inc.
	NR_RRM_enh-Core
	
	

	38.133
	1307
	1
	Rel-16
	CR to 38.133: Correction to SRS carrier based switching requirements
	F
	16.5.0
	RAN4#97-e
	R4-2017182
	Huawei, HiSilicon
	NR_RRM_enh-Core
	
	

	38.133
	1306
	1
	Rel-16
	CR to 38.133: Correction to relaxed measurement requirements
	F
	16.5.0
	RAN4#97-e
	R4-2017189
	Intel Corporation
	NR_RRM_enh-Core
	
	

	38.133
	1328
	1
	Rel-16
	CR on CGI reading requirements 38.133
	F
	16.5.0
	RAN4#97-e
	R4-2017191
	Ericsson
	NR_RRM_enh-Core
	
	

	38.133
	1308
	1
	Rel-16
	CR to 38.133: Correction to mandatory gap pattern
	F
	16.5.0
	RAN4#97-e
	R4-2017199
	Ericsson
	NR_RRM_enh-Core
	
	

	38.133
	1212
	1
	Rel-16
	Correction on unknown SCell activation in FR2.
	F
	16.5.0
	RAN4#97-e
	R4-2017205
	Huawei, HiSilicon
	NR_RRM_enh-Core
	
	

	38.133
	1252
	1
	Rel-16
	CR to TS 38.133 on DCI based BWP switch requirements for cross carrier scheduling
	F
	16.5.0
	RAN4#97-e
	R4-2017323
	Huawei, HiSilicon
	NR_RRM_enh-Core
	
	


