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<First Changed Section>
[bookmark: _Toc37322985][bookmark: _Toc37324391][bookmark: _Toc45889915][bookmark: _Toc52196595][bookmark: _Toc52197575][bookmark: _Toc53173298][bookmark: _Toc53173667][bookmark: _Toc21340959][bookmark: _Toc29805407][bookmark: _Toc36456616][bookmark: _Toc36469714][bookmark: _Toc37254129][bookmark: _Hlk32426810]7.5A.2	Adjacent channel selectivity for Intra-band non-contiguous CA
For intra-band non-contiguous carrier aggregation with two component carriers, two different requirements apply for out-of-gap and in-gap. For out-of-gap, the UE shall meet the requirements for each component carrier as specified in clauses 7.5. For in-gap, the requirement applies if the following minimum gap condition is met:
∆fACS ≥ BW1/2 + BW2/2 + max(BW1, BW2),
where ∆fACS  is the frequency separation between the center frequencies of the component carriers and BWk/2 are the channel bandwidths of carrier k, k = 1,2.
If the minimum gap condition is met, the UE shall meet the requirements specified in clauses 7.5 for each component carrier considered. The respective channel bandwidth of the component carrier under test will be used in the parameter calculations of the requirement. In case of more than two component carriers, the minimum gap condition is computed for any pair of adjacent component carriers following the same approach as the two component carriers. The in-gap requirement for the corresponding pairs shall apply if the minimum gap condition is met.
For every component carrier to which the requirements apply, the UE shall meet the requirement with one active interferer signal (in-gap or out-of-gap) while all downlink carriers are active and the input power shall be distributed among the active DL CCs so their PSDs are aligned with each other.
<Next Changed Section>
[bookmark: _Toc37254137][bookmark: _Toc37322995][bookmark: _Toc37324401][bookmark: _Toc45889925][bookmark: _Toc52196605][bookmark: _Toc52197585][bookmark: _Toc53173308][bookmark: _Toc53173677]7.6A.2.2	In-band blocking for Intra-band non-contiguous CA
For intra-band non-contiguous carrier aggregation with two component carriers, the requirement applies to out-of-gap and in-gap. For out-of-gap, the UE shall meet the requirements for each component carrier with parameters as specified in 7.6.2-1. The requirement associated to the maximum channel between across the component carriers is selected. For in-gap, the requirement shall apply if the following minimum gap condition is met:
∆fIBB ≥ 0.5(BW1 + BW2) + 2 max(BW1, BW2),
where ∆fIBB is the frequency separation between the center frequencies of the component carriers and BWk/2 are the channel bandwidths of carrier k, k = 1,2.
If the minimum gap condition is met, the UE shall meet the requirement specified in Table 7.6.2-1 for each component carrier. The respective channel bandwidth of the component carrier under test will be used in the parameter calculations of the requirement.  In case of more than two component carriers, the minimum gap condition is computed for any pair of adjacent component carriers following the same approach as the two component carriers. The in-gap requirement for the corresponding pairs shall apply if the minimum gap condition is met. For every component carrier to which the requirements apply, the UE shall meet the requirement with one active interferer signal (in-gap or out-of-gap) while all downlink carriers are active and the input power shall be distributed among the active DL CCs so their PSDs are aligned with each other.
<End of Changes>
