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[bookmark: _Toc415085513]9.2	PDCCH/EPDCCH/MPDCCH/SPDCCH validation for semi-persistent scheduling
<Unchanged parts are omitted>
Table 9.2-1B: Special fields for Semi-Persistent Scheduling Activation MPDCCH Validation
	
	DCI format 6-0A
	DCI format 6-1A

	HARQ process number
	set to '000'
	Set to all '0'sFDD: set to '000'
TDD: set to '0000

	Redundancy version
	set to '00'
	set to '00'

	TPC command for scheduled PUSCH
	set to '00'
	N/A

	TPC command for scheduled PUCCH
	N/A
	set to '00'



Table 9.2-1C: Special fields for Semi-Persistent Scheduling Release MPDCCH Validation
	
	DCI format 6-0A
	DCI format 6-1A

	HARQ process number
	set to '000'
	Set to all '0'sFDD: set to '000'
TDD: set to '0000

	Redundancy version
	set to '00'
	set to '00'

	Repetition number
	set to '00'
	set to '00'

	Modulation and coding scheme
	set to '1111'
	set to '1111'

	TPC command for scheduled PUSCH
	set to '00'
	N/A

	Resource block assignment
	Set to all '1's
	Set to all '1's


<Unchanged parts are omitted>

