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<START OF CHANGE>
CSI reporting requirements (Conducted requirements)
[bookmark: _Toc21338216][bookmark: _Toc29808324][bookmark: _Toc37068243][bookmark: _Toc37083788][bookmark: _Toc37084130][bookmark: _Toc40209492][bookmark: _Toc40209834][bookmark: _Toc45892793][bookmark: _Toc53176650][bookmark: _Toc61120963]6.1	General
This clause includes conducted requirements for the reporting of channel state information (CSI).
[bookmark: _Toc21338217][bookmark: _Toc29808325][bookmark: _Toc37068244][bookmark: _Toc37083789][bookmark: _Toc37084131][bookmark: _Toc40209493][bookmark: _Toc40209835][bookmark: _Toc45892794][bookmark: _Toc53176651][bookmark: _Toc61120964]6.1.1	Applicability of requirements
[bookmark: _Toc21338218][bookmark: _Toc29808326][bookmark: _Toc37068245][bookmark: _Toc37083790][bookmark: _Toc37084132][bookmark: _Toc40209494][bookmark: _Toc40209836][bookmark: _Toc45892795][bookmark: _Toc53176652][bookmark: _Toc61120965]6.1.1.1	General
The minimum performance requirements are applicable to all FR1 operating bands defined in TS 38.101-1 [6].
The minimum performance requirements in Clause 6 are mandatary for UE supporting NR operation, except test cases listed in Clause 6.1.1.3, 6.1.1.4.
[bookmark: _Toc21338219][bookmark: _Toc29808327][bookmark: _Toc37068246][bookmark: _Toc37083791][bookmark: _Toc37084133][bookmark: _Toc40209495][bookmark: _Toc40209837][bookmark: _Toc45892796][bookmark: _Toc53176653][bookmark: _Toc61120966]6.1.1.2	Applicability of requirements for different number of RX antenna ports
The number of RX antenna ports for different RF operating bands is up to UE declaration.
The UE shall support 2 or 4 RX antenna ports for different RF operating bands. The operating bands, where 4 RX antenna ports shall be the baseline, are defined in clause 7.2 of TS 38.101-1 [6]. The UE requirements applicability for UEs with different number of RX antenna ports is defined in Table 6.1.1.2-1.
Table 6.1.1.2-1: Requirements applicability
	Supported RX antenna ports
	Test type
	Test list

	UE supports only 2RX 
	CQI
	All tests in Clause 6.2.2

	
	PMI
	All tests in Clause 6.3.2

	
	RI
	All tests in Clause 6.4.2

	UE supports only 4RX or both 2RX and 4RX
	CQI
	All tests in Clause 6.2.3

	
	PMI
	All tests in Clause 6.3.3

	
	RI
	All tests in Clause 6.4.3



[bookmark: _Toc21338220][bookmark: _Toc29808328][bookmark: _Toc37068247][bookmark: _Toc37083792][bookmark: _Toc37084134][bookmark: _Toc40209496][bookmark: _Toc40209838][bookmark: _Toc45892797][bookmark: _Toc53176654][bookmark: _Toc61120967]6.1.1.3	Applicability of requirements for optional UE features
[bookmark: _Hlk19883175]The performance requirements in Table 6.1.1.3-1 shall apply for UEs which support optional UE features only.
Table 6.1.1.3-1: Requirements applicability for optional UE features
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	[bookmark: _GoBack]Support of Enhanced Type II codebook with at least 16 ports per CSI-RS resource(codebookParametersAddition-r16 contains etype2R1-r16, supportedCSI-RS-ResourceListAdd-r16, maxNumberTxPortsPerResource)
	FR1 FDD
	PMI
	Clause 6.3.2.1.6
Clause 6.3.3.1.6
	

	
	FR1 TDD
	PMI
	Cluase 6.3.2.2.6
Cluase 6.3.3.2.6
	



<END OF CHANGE
