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	38.101-4
	0126
	1
	Rel-16
	CR to 38-101-4 on CQI reporting requirements for URLLC
	B
	16.3.0
	RAN4#98-e
	R4-2103891
	Apple
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0127
	1
	Rel-16
	CR to 38.101-4 on requirements with slot aggreagation in FR2
	F
	16.3.0
	RAN4#98-e
	R4-2103900
	Apple
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0137
	-
	Rel-16
	CR to 38.101-4 on FRC table update for URLLC ultra low BLER requirements
	F
	16.3.0
	RAN4#98-e
	R4-2101018
	Apple
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0139
	1
	Rel-16
	CR on FRC for URLLC UE Higher BLER requirements
	B
	16.3.0
	RAN4#98-e
	R4-2103901
	Intel Corporation
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0151
	1
	Rel-16
	CR to TS 38.101-4 Correction of UE performance requirements for FR1 URLLC PDSCH repetitions over multiple slots.
	F
	16.3.0
	RAN4#98-e
	R4-2103902
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0152
	1
	Rel-16
	CR to TS38.101-4 Applicability rules for URLLC CSI requirements
	B
	16.3.0
	RAN4#98-e
	R4-2103892
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0160
	1
	Rel-16
	CR on FRC for Ultra low BLER UE CQI requirements
	B
	16.3.0
	RAN4#98-e
	R4-2103893
	Intel Corporation
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0164
	1
	Rel-16
	CR to TS 38.101-4: Performance requirements for URLLC PDSCH 0.001% BLER
	F
	16.3.0
	RAN4#98-e
	R4-2103890
	Ericsson
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0165
	1
	Rel-16
	CR to TS 38.101-4: Performance requirements for URLLC High BLER feature tests
	F
	16.3.0
	RAN4#98-e
	R4-2103903
	Ericsson
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0166
	1
	Rel-16
	CR on FR1 PDSCH Mapping Type B and Processing Capability 2 Requirements
	F
	16.3.0
	RAN4#98-e
	R4-2103904
	Qualcomm Incorporated
	NR_L1enh_URLLC-Perf
	
	

	38.104
	0265
	1
	Rel-16
	CR for 38.104: Low latency FR1 BS demodulation requirements
	F
	16.6.0
	RAN4#98-e
	R4-2103905
	Nokia, Nokia Shanghai Bell
	NR_L1enh_URLLC-Perf
	
	

	38.104
	0266
	-
	Rel-17
	CR for 38.104: Low latency FR1 BS demodulation requirements
	A
	17.0.0
	RAN4#98-e
	R4-2100562
	Nokia, Nokia Shanghai Bell
	NR_L1enh_URLLC-Perf
	
	

	38.104
	0267
	1
	Rel-16
	CR for 38.104: Ultra high reliability BS demodulation requirements
	F
	16.6.0
	RAN4#98-e
	R4-2103894
	Nokia, Nokia Shanghai Bell
	NR_L1enh_URLLC-Perf
	
	

	38.104
	0268
	-
	Rel-17
	CR for 38.104: Ultra high reliability BS demodulation requirements
	A
	17.0.0
	RAN4#98-e
	R4-2100564
	Nokia, Nokia Shanghai Bell
	NR_L1enh_URLLC-Perf
	
	

	38.104
	0269
	1
	Rel-16
	CR on PUSCH repetition type A and PUSCH mapping type B radiated performance requirement for TS 38.104
	B
	16.6.0
	RAN4#98-e
	R4-2103906
	Samsung
	NR_L1enh_URLLC-Perf
	
	

	38.104
	0270
	-
	Rel-17
	CR on PUSCH repetition type A and PUSCH mapping type B radiated performance requirement for TS 38.104
	A
	17.0.0
	RAN4#98-e
	R4-2100928
	Samsung
	NR_L1enh_URLLC-Perf
	
	

	38.104
	0278
	1
	Rel-16
	CR to TS38.104  Correction of BS performance requirements for URLLC FR1 PUSCH repetition Type A (Rel-16)
	F
	16.6.0
	RAN4#98-e
	R4-2103912
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	
	

	38.104
	0279
	-
	Rel-17
	CR to TS38.104 Correction of BS performance requirements for URLLC FR1 PUSCH repetition Type A  (Rel-17)
	A
	17.0.0
	RAN4#98-e
	R4-2101342
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	
	

	38.141-1
	0189
	1
	Rel-16
	CR to TS38.141-1 Correction of BS conformance testing for URLLC demodulation requirements with higher BLER (Rel-16)
	F
	16.6.0
	RAN4#98-e
	R4-2103911
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	
	

	38.141-1
	0190
	-
	Rel-17
	CR to TS38.141-1 Correction of BS conformance testing for URLLC demodulation requirements with higher BLER  (Rel-17)
	A
	17.0.0
	RAN4#98-e
	R4-2101340
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	
	

	38.141-1
	0201
	1
	Rel-16
	CR to TS 38.141-1 Update of 0.001% BLER test requirements
	F
	16.6.0
	RAN4#98-e
	R4-2103895
	Ericsson
	NR_L1enh_URLLC-Perf
	
	

	38.141-1
	0202
	-
	Rel-17
	CR to TS 38.141-1 Update of 0.001% BLER test requirements
	A
	17.0.0
	RAN4#98-e
	R4-2102123
	Ericsson
	NR_L1enh_URLLC-Perf
	
	

	38.141-2
	0269
	1
	Rel-16
	CR on FRC for URLLC BS radiated performance requirement for TS 38.141-2
	B
	16.6.0
	RAN4#98-e
	R4-2103907
	Samsung
	NR_L1enh_URLLC-Perf
	
	

	38.141-2
	0270
	-
	Rel-17
	CR on FRC for URLLC BS radiated performance requirement for TS 38.141-2
	A
	17.0.0
	RAN4#98-e
	R4-2100930
	Samsung
	NR_L1enh_URLLC-Perf
	
	

	38.141-2
	0275
	1
	Rel-16
	CR for TS 38.141-2  Updates of performance requirements of PUSCH repetition type A and PUSCH mapping type B for URLLC
	B
	16.6.0
	RAN4#98-e
	R4-2103908
	NTT DOCOMO, INC.
	NR_L1enh_URLLC-Perf
	
	

	38.141-2
	0276
	-
	Rel-17
	CR for TS 38.141-2  Updates of performance requirements of PUSCH repetition type A and PUSCH mapping type B for URLLC
	A
	17.0.0
	RAN4#98-e
	R4-2101045
	NTT DOCOMO, INC.
	NR_L1enh_URLLC-Perf
	
	

	38.141-2
	0280
	1
	Rel-16
	CR on FR2 requirements for PUSCH mapping Type B with low number of symbols (Rel-16)
	F
	16.6.0
	RAN4#98-e
	R4-2103909
	Intel Corporation
	NR_L1enh_URLLC-Perf
	
	

	38.141-2
	0281
	-
	Rel-17
	CR on FR2 requirements for PUSCH mapping Type B with low number of symbols (Rel-17)
	A
	17.0.0
	RAN4#98-e
	R4-2101249
	Intel Corporation
	NR_L1enh_URLLC-Perf
	
	

	38.141-2
	0286
	1
	Rel-16
	CR to TS38.141-2 Correction of BS conformance testing for FR2 URLLC PUSCH repetition Type A (Rel-16)
	F
	16.6.0
	RAN4#98-e
	R4-2103910
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	
	

	38.141-2
	0287
	-
	Rel-17
	CR to TS38.141-2 Correction of BS conformance testing for FR2 URLLC PUSCH repetition Type A  (Rel-17)
	A
	17.0.0
	RAN4#98-e
	R4-2101336
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	
	

	38.141-2
	0302
	1
	Rel-16
	CR to TS 38.141-2 Update of 0.001% BLER test requirements
	F
	16.6.0
	RAN4#98-e
	R4-2103896
	Ericsson
	NR_L1enh_URLLC-Perf
	
	

	38.141-2
	0303
	-
	Rel-17
	CR to TS 38.141-2 Update of 0.001% BLER test requirements
	A
	17.0.0
	RAN4#98-e
	R4-2102125
	Ericsson
	NR_L1enh_URLLC-Perf
	
	


