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	37.141
	0961
	-
	Rel-15
	CR to 37.141: Correction to ACLR limit in non-contiguous spectrum (Rel-15)
	F
	15.13.0
	RAN4#98-e
	R4-2102441
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	37.141
	0962
	-
	Rel-16
	CR to 37.141: Correction to ACLR limit in non-contiguous spectrum (Rel-16)
	A
	16.8.0
	RAN4#98-e
	R4-2102442
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	37.141
	0963
	-
	Rel-17
	CR to 37.141: Correction to ACLR limit in non-contiguous spectrum (Rel-17)
	A
	17.0.0
	RAN4#98-e
	R4-2102443
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.101-4
	0157
	1
	Rel-15
	Correction of CQI test parameters and FRC for UE demodulation test
	F
	15.8.0
	RAN4#98-e
	R4-2103796
	Ericsson
	NR_newRAT-Perf
	
	

	38.101-4
	0158
	-
	Rel-16
	Correction of CQI test parameters and FRC for UE demodulation test
	A
	16.3.0
	RAN4#98-e
	R4-2101442
	Ericsson
	NR_newRAT-Perf
	
	

	38.101-4
	0161
	1
	Rel-15
	CR on FRC for NR RI requirements (Rel-15)
	F
	15.8.0
	RAN4#98-e
	R4-2103798
	Intel Corporation
	NR_newRAT-Perf
	
	

	38.101-4
	0162
	-
	Rel-16
	CR on FRC for NR RI requirements (Rel-16)
	A
	16.3.0
	RAN4#98-e
	R4-2101946
	Intel Corporation
	NR_newRAT-Perf
	
	

	38.101-4
	0167
	1
	Rel-15
	CR on corrections for LTE-NR Co-existence tests and OCNG pattern
	F
	15.8.0
	RAN4#98-e
	R4-2103797
	Qualcomm Incorporated
	NR_newRAT-Perf
	
	

	38.101-4
	0168
	-
	Rel-16
	CR on corrections for LTE-NR Co-existence tests and OCNG pattern
	A
	16.3.0
	RAN4#98-e
	R4-2102828
	Qualcomm Incorporated
	NR_newRAT-Perf
	
	

	38.101-4
	0169
	1
	Rel-15
	CR to 38.101-4 on update to CSI reporting test parameters for Aperiodic reporting (R15)
	F
	15.8.0
	RAN4#98-e
	R4-2103799
	Apple
	NR_newRAT-Perf
	
	

	38.101-4
	0170
	-
	Rel-16
	CR to 38.101-4 on update to CSI reporting test parameters for Aperiodic reporting (R16)
	A
	16.3.0
	RAN4#98-e
	R4-2102871
	Apple
	NR_newRAT-Perf
	
	

	38.133
	1404
	1
	Rel-15
	CR on correcting SSB and RACH configuration in CSI-RS based beam failure detection and link recovery tests
	F
	15.12.0
	RAN4#98-e
	R4-2102869
	Qualcomm CDMA Technologies
	NR_newRAT-Perf
	
	

	38.133
	1416
	1
	Rel-15
	[CR] RRM test case maintenance R15 Cat F
	F
	15.12.0
	RAN4#98-e
	R4-2103485
	ZTE Corporation
	NR_newRAT-Perf
	
	

	38.133
	1417
	-
	Rel-16
	[CR] RRM test case maintenance R16 Cat A
	A
	16.6.0
	RAN4#98-e
	R4-2100059
	ZTE Corporation
	NR_newRAT-Perf
	
	

	38.133
	1418
	-
	Rel-17
	[CR] RRM test case maintenance R17 Cat A
	A
	17.0.0
	RAN4#98-e
	R4-2100060
	ZTE Corporation
	NR_newRAT-Perf
	
	

	38.133
	1422
	1
	Rel-15
	Update FR2 Reference channels and OCNG for FR2 RRM Test cases
	F
	15.12.0
	RAN4#98-e
	R4-2103486
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1423
	-
	Rel-16
	Update FR2 Reference channels and OCNG for FR2 RRM Test cases
	A
	16.6.0
	RAN4#98-e
	R4-2100069
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1424
	-
	Rel-17
	Update FR2 Reference channels and OCNG for FR2 RRM Test cases
	A
	17.0.0
	RAN4#98-e
	R4-2100070
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1425
	-
	Rel-15
	CR to FR1 SA SS-SINR measurement TCs
	F
	15.12.0
	RAN4#98-e
	R4-2100072
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1426
	-
	Rel-16
	CR to FR1 SA SS-SINR measurement TCs
	F
	16.6.0
	RAN4#98-e
	R4-2100073
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1427
	-
	Rel-17
	CR to FR1 SA SS-SINR measurement TCs
	A
	17.0.0
	RAN4#98-e
	R4-2100074
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1428
	-
	Rel-15
	CR on E-UTRA carrier for EN-DC event triggered reporting tests
	F
	15.12.0
	RAN4#98-e
	R4-2100075
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1429
	-
	Rel-16
	CR on E-UTRA carrier for EN-DC event triggered reporting tests
	A
	16.6.0
	RAN4#98-e
	R4-2100076
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1430
	-
	Rel-17
	CR on E-UTRA carrier for EN-DC event triggered reporting tests
	A
	17.0.0
	RAN4#98-e
	R4-2100077
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1431
	-
	Rel-15
	Add missing FR2 Test case setups and Beam assumptions
	F
	15.12.0
	RAN4#98-e
	R4-2100078
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1432
	-
	Rel-16
	Add missing FR2 Test case setups and Beam assumptions
	A
	16.6.0
	RAN4#98-e
	R4-2100079
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1433
	-
	Rel-17
	Add missing FR2 Test case setups and Beam assumptions
	A
	17.0.0
	RAN4#98-e
	R4-2100080
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1494
	-
	Rel-15
	Correction to cell reselection test case
	F
	15.12.0
	RAN4#98-e
	R4-2100479
	CATT
	NR_newRAT-Perf
	
	

	38.133
	1495
	-
	Rel-16
	Correction to cell reselection test case
	A
	16.6.0
	RAN4#98-e
	R4-2100480
	CATT
	NR_newRAT-Perf
	
	

	38.133
	1496
	-
	Rel-17
	Correction to cell reselection test case
	A
	17.0.0
	RAN4#98-e
	R4-2100481
	CATT
	NR_newRAT-Perf
	
	

	38.133
	1503
	-
	Rel-15
	Update of DRX configuration in FR1 Event-triggered Test cases
	F
	15.12.0
	RAN4#98-e
	R4-2100601
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1504
	-
	Rel-16
	Update of DRX configuration in FR1 Event-triggered Test cases
	F
	16.6.0
	RAN4#98-e
	R4-2100602
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1505
	-
	Rel-17
	Update of DRX configuration in FR1 Event-triggered Test cases
	F
	17.0.0
	RAN4#98-e
	R4-2100603
	ANRITSU LTD
	NR_newRAT-Perf
	
	

	38.133
	1512
	-
	Rel-15
	Correction on PRACH configuration for FR2 Non-Contention based Random Access in R15
	F
	15.12.0
	RAN4#98-e
	R4-2100760
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1513
	-
	Rel-16
	Correction on PRACH configuration for FR2 Non-Contention based Random Access in R16
	A
	16.6.0
	RAN4#98-e
	R4-2100761
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1514
	-
	Rel-17
	Correction on PRACH configuration for FR2 Non-Contention based Random Access in R17
	A
	17.0.0
	RAN4#98-e
	R4-2100762
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1515
	1
	Rel-15
	Correction on PRACH configuration for Beam Failure Detection and Link Recovery Test in R15
	F
	15.12.0
	RAN4#98-e
	R4-2104049
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1516
	-
	Rel-16
	Correction on PRACH configuration for Beam Failure Detection and Link Recovery Test in R16
	A
	16.6.0
	RAN4#98-e
	R4-2100764
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1517
	-
	Rel-17
	Correction on PRACH configuration for Beam Failure Detection and Link Recovery Test in R17
	A
	17.0.0
	RAN4#98-e
	R4-2100765
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1518
	-
	Rel-15
	Correction on PRACH RMC for FR1 CSI-RS based Non-Contention based Random Access for BFR in R15
	F
	15.12.0
	RAN4#98-e
	R4-2100766
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1519
	-
	Rel-16
	Correction on PRACH RMC for FR1 CSI-RS based Non-Contention based Random Access for BFR in R16
	A
	16.6.0
	RAN4#98-e
	R4-2100767
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1520
	-
	Rel-17
	Correction on PRACH RMC for FR1 CSI-RS based Non-Contention based Random Access for BFR in R17
	A
	17.0.0
	RAN4#98-e
	R4-2100768
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1545
	-
	Rel-15
	CR for test requirements correction of SA event triggered reporting tests for FR1 inter-frequency measurements with SSB time index detection when DRX is used
	F
	15.12.0
	RAN4#98-e
	R4-2101047
	CMCC
	NR_newRAT-Perf
	
	

	38.133
	1546
	-
	Rel-16
	CR for test requirements correction of SA event triggered reporting tests for FR1 inter-frequency measurements with SSB time index detection when DRX is used
	A
	16.6.0
	RAN4#98-e
	R4-2101048
	CMCC
	NR_newRAT-Perf
	
	

	38.133
	1547
	-
	Rel-17
	CR for test requirements correction of SA event triggered reporting tests for FR1 inter-frequency measurements with SSB time index detection when DRX is used
	A
	17.0.0
	RAN4#98-e
	R4-2101049
	CMCC
	NR_newRAT-Perf
	
	

	38.133
	1563
	1
	Rel-15
	Correction on the power of the first preamble for random access in EN-DC and SA in R15
	F
	15.12.0
	RAN4#98-e
	R4-2103487
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1564
	-
	Rel-16
	Correction on the power of the first preamble for random access in EN-DC and SA in R16
	A
	16.6.0
	RAN4#98-e
	R4-2101162
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1565
	-
	Rel-17
	Correction on the power of the first preamble for random access in EN-DC and SA in R17
	A
	17.0.0
	RAN4#98-e
	R4-2101163
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1566
	2
	Rel-15
	Correction on the time for Scell activation and CSI-report in R15
	F
	15.12.0
	RAN4#98-e
	R4-2104082
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1567
	-
	Rel-16
	Correction on the time for Scell activation and CSI-report in R16
	A
	16.6.0
	RAN4#98-e
	R4-2101165
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1568
	-
	Rel-17
	Correction on the time for Scell activation and CSI-report in R17
	A
	17.0.0
	RAN4#98-e
	R4-2101166
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1569
	1
	Rel-15
	Correction on the Noc level in TS38.133 in R15
	F
	15.12.0
	RAN4#98-e
	R4-2103489
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1570
	-
	Rel-16
	Correction on the Noc level in TS38.133 in R16
	A
	16.6.0
	RAN4#98-e
	R4-2101168
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1571
	-
	Rel-17
	Correction on the Noc level in TS38.133 in R17
	A
	17.0.0
	RAN4#98-e
	R4-2101169
	MediaTek inc.
	NR_newRAT-Perf
	
	

	38.133
	1614
	-
	Rel-15
	Correction to Aperiodic CSI-RS configurations R15
	F
	15.12.0
	RAN4#98-e
	R4-2101612
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1615
	-
	Rel-16
	Correction to Aperiodic CSI-RS configurations R16
	A
	16.6.0
	RAN4#98-e
	R4-2101613
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1616
	-
	Rel-17
	Correction to Aperiodic CSI-RS configurations R17
	A
	17.0.0
	RAN4#98-e
	R4-2101614
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1617
	-
	Rel-15
	Correction to radio link monitoring test cases R15
	F
	15.12.0
	RAN4#98-e
	R4-2101615
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1618
	-
	Rel-16
	Correction to radio link monitoring test cases R16
	A
	16.6.0
	RAN4#98-e
	R4-2101616
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1619
	-
	Rel-17
	Correction to radio link monitoring test cases R17
	A
	17.0.0
	RAN4#98-e
	R4-2101617
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1620
	2
	Rel-15
	Correction to beam failure recovery test cases R15
	F
	15.12.0
	RAN4#98-e
	R4-2104065
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1621
	-
	Rel-16
	Correction to beam failure recovery test cases R16
	A
	16.6.0
	RAN4#98-e
	R4-2101619
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1622
	-
	Rel-17
	Correction to beam failure recovery test cases R17
	A
	17.0.0
	RAN4#98-e
	R4-2101620
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1623
	1
	Rel-15
	Correction to L1-RSRP reporting delay test cases R15
	F
	15.12.0
	RAN4#98-e
	R4-2103492
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1624
	-
	Rel-16
	Correction to L1-RSRP reporting delay test cases R16
	A
	16.6.0
	RAN4#98-e
	R4-2101622
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1625
	-
	Rel-17
	Correction to L1-RSRP reporting delay test cases R17
	A
	17.0.0
	RAN4#98-e
	R4-2101623
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1653
	1
	Rel-15
	Correction on test cases of inter-frequency Measurements R15
	F
	15.12.0
	RAN4#98-e
	R4-2103495
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1654
	-
	Rel-16
	Correction on test cases of inter-frequency Measurements R16
	A
	16.6.0
	RAN4#98-e
	R4-2101702
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1655
	-
	Rel-17
	Correction on test cases of inter-frequency Measurements R17
	A
	17.0.0
	RAN4#98-e
	R4-2101703
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1712
	1
	Rel-15
	CR to TS 38.133: Redundant and incorrect TCI state in tests with TRS (Rel-15)
	F
	15.12.0
	RAN4#98-e
	R4-2104054
	Rohde & Schwarz
	NR_newRAT-Perf
	
	

	38.133
	1713
	-
	Rel-16
	CR to TS 38.133: Redundant and incorrect TCI state in tests with TRS (Rel-16)
	A
	16.6.0
	RAN4#98-e
	R4-2102307
	Rohde & Schwarz
	NR_newRAT-Perf
	
	

	38.133
	1714
	-
	Rel-17
	CR to TS 38.133: Redundant and incorrect TCI state in tests with TRS (Rel-17)
	A
	17.0.0
	RAN4#98-e
	R4-2102308
	Rohde & Schwarz
	NR_newRAT-Perf
	
	

	38.133
	1715
	1
	Rel-15
	CR to TS 38.133: Corrections to TC A.4.5.7.1 (Rel-15)
	F
	15.12.0
	RAN4#98-e
	R4-2103496
	Rohde & Schwarz
	NR_newRAT-Perf
	
	

	38.133
	1716
	-
	Rel-16
	CR to TS 38.133: Corrections to TC A.4.5.7.1 (Rel-16)
	A
	16.6.0
	RAN4#98-e
	R4-2102310
	Rohde & Schwarz
	NR_newRAT-Perf
	
	

	38.133
	1749
	-
	Rel-15
	CR on test cases for inter-RAT measurement r15
	F
	15.12.0
	RAN4#98-e
	R4-2102726
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1750
	-
	Rel-16
	CR on test cases for inter-RAT measurement r16
	A
	16.6.0
	RAN4#98-e
	R4-2102727
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1751
	-
	Rel-17
	CR on test cases for inter-RAT measurement r17
	A
	17.0.0
	RAN4#98-e
	R4-2102728
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1755
	1
	Rel-15
	CR on SCell activation TCs R15
	F
	15.12.0
	RAN4#98-e
	R4-2103497
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1756
	-
	Rel-16
	CR on SCell activation TCs R16
	A
	16.6.0
	RAN4#98-e
	R4-2102742
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1757
	-
	Rel-17
	CR on SCell activation TCs R17
	A
	17.0.0
	RAN4#98-e
	R4-2102743
	Huawei, HiSilicon
	NR_newRAT-Perf
	
	

	38.133
	1779
	2
	Rel-15
	Cat-F CR to addition of TRS Configurations in Rel-15 Test Cases
	F
	15.12.0
	RAN4#98-e
	R4-2104086
	Qualcomm Incorporated
	NR_newRAT-Perf
	
	

	38.133
	1780
	-
	Rel-16
	Cat-A CR to addition of TRS Configurations in Rel-16 Test Cases
	A
	16.6.0
	RAN4#98-e
	R4-2102876
	Qualcomm Incorporated
	NR_newRAT-Perf
	
	

	38.133
	1781
	-
	Rel-17
	Cat-A CR to addition of TRS Configurations in Rel-17 Test Cases
	A
	17.0.0
	RAN4#98-e
	R4-2102877
	Qualcomm Incorporated
	NR_newRAT-Perf
	
	

	38.133
	1789
	-
	Rel-16
	CR on correcting SSB and RACH configuration in CSI-RS based beam failure detection and link recovery tests
	A
	16.6.0
	RAN4#98-e
	R4-2102905
	Qualcomm CDMA Technologies
	NR_newRAT-Perf
	
	

	38.133
	1790
	-
	Rel-17
	CR on correcting SSB and RACH configuration in CSI-RS based beam failure detection and link recovery tests
	A
	17.0.0
	RAN4#98-e
	R4-2102908
	Qualcomm CDMA Technologies
	NR_newRAT-Perf
	
	

	38.141-1
	0170
	1
	Rel-15
	CR for 38.141-1: BS demodulation synchronization in test setup
	F
	15.7.0
	RAN4#98-e
	R4-2103800
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-1
	0171
	-
	Rel-16
	CR for 38.141-1: BS demodulation synchronization in test setup
	A
	16.6.0
	RAN4#98-e
	R4-2100549
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-1
	0172
	-
	Rel-17
	CR for 38.141-1: BS demodulation synchronization in test setup
	A
	17.0.0
	RAN4#98-e
	R4-2100550
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-1
	0173
	-
	Rel-15
	CR for 38.141-1: BS demodulation different channel bandwidths applicability rules
	F
	15.7.0
	RAN4#98-e
	R4-2100551
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-1
	0174
	-
	Rel-16
	CR for 38.141-1: BS demodulation different channel bandwidths applicability rules
	A
	16.6.0
	RAN4#98-e
	R4-2100552
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-1
	0175
	-
	Rel-17
	CR for 38.141-1: BS demodulation different channel bandwidths applicability rules
	A
	17.0.0
	RAN4#98-e
	R4-2100553
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-1
	0182
	1
	Rel-15
	CR to TS 38.141-1: Additions of regional requirements for n41 in Japan, Rel-15
	F
	15.7.0
	RAN4#98-e
	R4-2103778
	NEC, SoftBank, KDDI, Nokia
	NR_newRAT-Perf
	
	

	38.141-1
	0183
	1
	Rel-16
	CR to TS 38.141-1: Additions of regional requirements for n41 and n90 in Japan, Rel-16
	F
	16.6.0
	RAN4#98-e
	R4-2103779
	NEC, SoftBank, KDDI, Nokia
	NR_newRAT-Perf
	
	

	38.141-1
	0184
	-
	Rel-17
	CR to TS 38.141-1: Additions of regional requirements for n41 and n90 in Japan, Rel-17
	A
	17.0.0
	RAN4#98-e
	R4-2101093
	NEC, SoftBank, KDDI, Nokia
	NR_newRAT-Perf
	
	

	38.141-1
	0192
	1
	Rel-15
	CR to TS 38.141-1 clarification on PN23 sequence generation
	F
	15.7.0
	RAN4#98-e
	R4-2103789
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-1
	0193
	-
	Rel-16
	CR to TS 38.141-1 clarification on PN23 sequence generation
	A
	16.6.0
	RAN4#98-e
	R4-2101570
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-1
	0194
	-
	Rel-17
	CR to TS 38.141-1 clarification on PN23 sequence generation
	A
	17.0.0
	RAN4#98-e
	R4-2101878
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-1
	0198
	1
	Rel-15
	CR to TS 38.141-1: Receiver requirement corrections
	F
	15.7.0
	RAN4#98-e
	R4-2103793
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-1
	0199
	-
	Rel-16
	CR to TS 38.141-1: Receiver requirement corrections
	A
	16.6.0
	RAN4#98-e
	R4-2102001
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-1
	0200
	-
	Rel-17
	CR to TS 38.141-1: Receiver requirement corrections
	A
	17.0.0
	RAN4#98-e
	R4-2102002
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0263
	1
	Rel-15
	CR for TS 38.141-2: Correction on definition for the out-of-band CLTA(Rel-15)
	F
	15.8.0
	RAN4#98-e
	R4-2103794
	CATT, Nokia, Nokia Shanghai Bell, Huawei
	NR_newRAT-Perf
	
	

	38.141-2
	0264
	-
	Rel-16
	CR for TS 38.141-2: Correction on definition for the out-of-band CLTA(Rel-16)
	A
	16.6.0
	RAN4#98-e
	R4-2100387
	CATT, Nokia, Nokia Shanghai Bell, Huawei
	NR_newRAT-Perf
	
	

	38.141-2
	0265
	-
	Rel-17
	CR for TS 38.141-2: Correction on definition for the out-of-band CLTA(Rel-17)
	A
	17.0.0
	RAN4#98-e
	R4-2100388
	CATT, Nokia, Nokia Shanghai Bell, Huawei
	NR_newRAT-Perf
	
	

	38.141-2
	0266
	1
	Rel-15
	CR for 38.141-2: BS demodulation different channel bandwidths applicability rules
	F
	15.8.0
	RAN4#98-e
	R4-2103801
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0267
	-
	Rel-16
	CR for 38.141-2: BS demodulation different channel bandwidths applicability rules
	A
	16.6.0
	RAN4#98-e
	R4-2100555
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0268
	-
	Rel-17
	CR for 38.141-2: BS demodulation different channel bandwidths applicability rules
	A
	17.0.0
	RAN4#98-e
	R4-2100556
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0277
	1
	Rel-15
	CR to TS 38.141-2: Additions of regional requirements for n41 in Japan, Rel-15
	F
	15.8.0
	RAN4#98-e
	R4-2103780
	NEC, SoftBank, KDDI, Nokia
	NR_newRAT-Perf
	
	

	38.141-2
	0278
	1
	Rel-16
	CR to TS 38.141-2: Additions of regional requirements for n41 and n90 in Japan, Rel-16
	F
	16.6.0
	RAN4#98-e
	R4-2103781
	NEC, SoftBank, KDDI, Nokia
	NR_newRAT-Perf
	
	

	38.141-2
	0279
	-
	Rel-17
	CR to TS 38.141-2: Additions of regional requirements for n41 and n90 in Japan, Rel-17
	A
	17.0.0
	RAN4#98-e
	R4-2101096
	NEC, SoftBank, KDDI, Nokia
	NR_newRAT-Perf
	
	

	38.141-2
	0288
	1
	Rel-15
	CR to TS 38.141-2 clarification on PN23 sequence generation
	F
	15.8.0
	RAN4#98-e
	R4-2103790
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0289
	-
	Rel-16
	CR to TS 38.141-2 clarification on PN23 sequence generation
	A
	16.6.0
	RAN4#98-e
	R4-2101572
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0295
	-
	Rel-17
	CR to TS 38.141-2 clarification on PN23 sequence generation
	A
	17.0.0
	RAN4#98-e
	R4-2101879
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0296
	-
	Rel-15
	CR to TS 38.141-2: EESS protection requirement correction
	F
	15.8.0
	RAN4#98-e
	R4-2101997
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0297
	-
	Rel-16
	CR to TS 38.141-2: EESS protection requirement correction
	A
	16.6.0
	RAN4#98-e
	R4-2101998
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0298
	-
	Rel-17
	CR to TS 38.141-2: EESS protection requirement correction
	A
	17.0.0
	RAN4#98-e
	R4-2101999
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0299
	-
	Rel-15
	CR to TS 38.141-2: Receiver requirement corrections
	F
	15.8.0
	RAN4#98-e
	R4-2102003
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0300
	-
	Rel-16
	CR to TS 38.141-2: Receiver requirement corrections
	A
	16.6.0
	RAN4#98-e
	R4-2102004
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0301
	-
	Rel-17
	CR to TS 38.141-2: Receiver requirement corrections
	A
	17.0.0
	RAN4#98-e
	R4-2102005
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0312
	-
	Rel-15
	CR for 38.141-2: BS demodulation synchronization in test setup
	F
	15.8.0
	RAN4#98-e
	R4-2103802
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0313
	-
	Rel-16
	CR for 38.141-2: BS demodulation synchronization in test setup
	A
	16.6.0
	RAN4#98-e
	R4-2103803
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-2
	0314
	-
	Rel-17
	CR for 38.141-2: BS demodulation synchronization in test setup
	A
	17.0.0
	RAN4#98-e
	R4-2103804
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	


