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Start of change

[bookmark: _Toc21102916][bookmark: _Toc29810765][bookmark: _Toc36636117][bookmark: _Toc37273063][bookmark: _Toc45886143][bookmark: _Toc53183219][bookmark: _Toc58915886]8.1.2	Applicability rule
[bookmark: _Toc21102917][bookmark: _Toc29810766][bookmark: _Toc36636118][bookmark: _Toc37273064][bookmark: _Toc45886144][bookmark: _Toc53183220][bookmark: _Toc58915887]8.1.2.0	General
Unless otherwise stated, for a BS declared to support more than 2 demodulation branches (for BS type 1-O and BS type 2-O), the performance requirement tests for 2 demodulation branches shall apply, and the mapping between connectors and demodulation branches is up to BS implementation.
The tests requiring more than [20] dB SNR level are set to N/A in the test requirements.
[bookmark: _Toc21102918][bookmark: _Toc29810767][bookmark: _Toc36636119][bookmark: _Toc37273065][bookmark: _Toc45886145][bookmark: _Toc53183221][bookmark: _Toc58915888]8.1.2.1	Applicability of PUSCH performance requirements
[bookmark: _Toc21102919][bookmark: _Toc29810768][bookmark: _Toc36636120][bookmark: _Toc37273066][bookmark: _Toc45886146][bookmark: _Toc53183222][bookmark: _Toc58915889]8.1.2.1.1	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, PUSCH requirement tests shall apply only for each subcarrier spacing declared to be supported (see D.7 in table 4.6-1). 
Unless otherwise stated, PUSCH requirement tests with 30% of maximum throughput shall apply only for the lowest subcarrier spacing declared to be supported (see D.7 in table 4.6-1) for each frequency range.
[bookmark: _Toc21102920][bookmark: _Toc29810769][bookmark: _Toc36636121][bookmark: _Toc37273067][bookmark: _Toc45886147][bookmark: _Toc53183223][bookmark: _Toc58915890]8.1.2.1.2	Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported, the tests requirements for a specific channel bandwidth shall apply only if the BS supports it (see D.7 in table 4.6-1).
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement for the closest channel bandwidth lower than this widest supported bandwidth; the tested PRBs shall then be centered in this widest supported channel bandwidth.
[bookmark: _Toc21102921][bookmark: _Toc29810770][bookmark: _Toc36636122][bookmark: _Toc37273068][bookmark: _Toc45886148][bookmark: _Toc53183224][bookmark: _Toc58915891]8.1.2.1.3	Applicability of requirements for different configurations
Unless otherwise stated, for BS type 1-O, PUSCH requirement tests shall apply only for the mapping type declared to be supported (see D.100 in table 4.6-1). If both mapping type A and type B are declared to be supported, the tests shall be done for either type A or type B; the same chosen mapping type shall then be used for all tests.
Unless otherwise stated, for BS type 2-O, PUSCH requirement tests shall apply only for the additional DM-RS position declared to be supported (see D.101 in table 4.6-1). If both options (i.e., pos0 and pos1) are declared to be supported, the tests shall be done for pos1.
[bookmark: _Toc21102922]Unless otherwise stated, for BS type 2-O, PUSCH requirement tests with transform precoding disabled shall apply for the PT-RS option declared to be supported (see D.106 in table 4.6-1). If both PT-RS options (without and with PT-RS) are declared to be supported, the tests shall be done for either without or with PT-RS only; the same chosen option shall then be used for all tests.
Unless otherwise stated, for BS type 2-O, PUSCH requirement tests with transform precoding enabled shall be done for without PT-RS. 
[bookmark: _Toc53183225][bookmark: _Toc58915892]8.1.2.1.4	Applicability of requirements for uplink carrier aggregation
The tests for uplink carrier aggregation shall be carried out according to the declaration (see D.108 in table 4.6-1).
Unless otherwise stated, the tests for uplink carrier aggregation shall apply only for PUSCH with transform precoding disabled, and shall be conducted on per component carrier basis. 
[bookmark: _Toc53183226][bookmark: _Toc58915893]8.1.2.1.5	Applicability of requirements for TDD with different UL-DL patterns
Unless otherwise stated, for each subcarrier spacing declared to be supported, if BS supports multiple TDD UL-DL patterns, only one of the supported TDD UL-DL patterns shall be used for all tests.
[bookmark: _Toc29810771][bookmark: _Toc36636123][bookmark: _Toc37273069][bookmark: _Toc45886149][bookmark: _Toc53183227]8.1.2.1.6	Applicability of UL timing adjustment requirements for different scenarios
Unless otherwise stated, the tests for UL timing adjustment for scenario Y and scenario Z shall apply only if high speed train is declared to be supported (see D.109 in table 4.6-1). A BS that passes the tests for scenario Y or scenario Z, can also consider the tests for scenario X passed.
[bookmark: _Toc58915894]8.1.2.2	Applicability of PUCCH performance requirements
[bookmark: _Toc21102923][bookmark: _Toc29810772][bookmark: _Toc36636124][bookmark: _Toc37273070][bookmark: _Toc45886150][bookmark: _Toc53183228][bookmark: _Toc58915895]8.1.2.2.1	Applicability of requirements for different formats
Unless otherwise stated, PUCCH requirement tests shall apply only for each PUCCH format declared to be supported (see D.102 in table 4.6-1).
[bookmark: _Toc21102924][bookmark: _Toc29810773][bookmark: _Toc36636125][bookmark: _Toc37273071][bookmark: _Toc45886151][bookmark: _Toc53183229][bookmark: _Toc58915896]8.1.2.2.2	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, PUCCH requirement tests shall apply only for each subcarrier spacing declared to be supported (see D.7 in table 4.6-1).
[bookmark: _Toc21102925][bookmark: _Toc29810774][bookmark: _Toc36636126][bookmark: _Toc37273072][bookmark: _Toc45886152][bookmark: _Toc53183230][bookmark: _Toc58915897]8.1.2.2.3	Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported by the BS, the tests requirements for a specific channel bandwidth shall apply only if the BS supports it (see D.7 in table 4.6-1).
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement for the closest channel bandwidth lower than this widest supported bandwidth; the tested PRBs shall then be centered in this widest supported channel bandwidth.
[bookmark: _Toc21102926][bookmark: _Toc29810775][bookmark: _Toc36636127][bookmark: _Toc37273073][bookmark: _Toc45886153][bookmark: _Toc53183231][bookmark: _Toc58915898]8.1.2.2.4	Applicability of requirements for different configurations
Unless otherwise stated, PUCCH format 3 requirement tests shall apply only for the additional DM-RS configuration declared to be supported (see D.104 in table 4.6-1). If both options (without and with additional DM-RS) are declared to be supported, the tests shall be done for either without or with additional DM-RS; the same chosen option shall then be used for all tests.
Unless otherwise stated, PUCCH format 4 requirement tests shall apply only for the additional DM-RS configuration declared to be supported (see D.105 in table 4.6-1). If both options (without and with additional DM-RS) are declared to be supported, the tests shall be done for either without or with additional DM-RS; the same chosen option shall then be used for all tests.
[bookmark: _Toc21102927][bookmark: _Toc29810776][bookmark: _Toc36636128][bookmark: _Toc37273074][bookmark: _Toc45886154][bookmark: _Toc53183232][bookmark: _Toc58915899]8.1.2.2.5	Applicability of requirements for multi-slot PUCCH
Unless otherwise stated, multi-slot PUCCH requirement tests shall apply only if the BS supports it (see D.107 in table 4.6-1).
[bookmark: _Toc21102928][bookmark: _Toc29810777][bookmark: _Toc36636129][bookmark: _Toc37273075][bookmark: _Toc45886155][bookmark: _Toc53183233][bookmark: _Toc58915900]8.1.2.3	Applicability of PRACH performance requirements
[bookmark: _Toc21102929][bookmark: _Toc29810778][bookmark: _Toc36636130][bookmark: _Toc37273076][bookmark: _Toc45886156][bookmark: _Toc53183234][bookmark: _Toc58915901]8.1.2.3.1	Applicability of requirements for different formats
Unless otherwise stated, PRACH requirement tests shall apply only for each PRACH format declared to be supported (see D.103 in table 4.6-1).
[bookmark: _Toc21102930][bookmark: _Toc29810779][bookmark: _Toc36636131][bookmark: _Toc37273077][bookmark: _Toc45886157][bookmark: _Toc53183235][bookmark: _Toc58915902]8.1.2.3.2	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, for each PRACH format with short sequence declared to be supported, for each FR, the tests shall apply only for the smallest supported subcarrier spacing in the FR (see D.103 in table 4.6-1).
[bookmark: _Toc21102931][bookmark: _Toc29810780][bookmark: _Toc36636132][bookmark: _Toc37273078][bookmark: _Toc45886158][bookmark: _Toc53183236][bookmark: _Toc58915903]8.1.2.3.3	Applicability of requirements for different channel bandwidths
Unless otherwise stated, for the subcarrier spacing to be tested, the tests requirements shall apply only for anyone channel bandwidth declared to be supported (see D.7 in table 4.6-1).

End of change


