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[Start of change]
6.5.5.3.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 6.5.5.3.4.1-1.
Table 6.5.5.3.4.1-1: Supported test configurations for NR SA FR1 CSI-RS-based beam failure detection and link recovery in non-DRX
	Configuration
	Description

	6.5.5.3-1
	FDD duplex mode, 15 kHz SSB SCS, 10MHz bandwidth

	6.5.5.3-2
	TDD duplex mode, 15 kHz SSB SCS, 10MHz bandwidth

	6.5.5.3-3
	TDD duplex mode, 30 kHz SSB SCS, 40MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Configure the test equipment and the DUT according to the parameters in Table 6.5.5.3.4.1-2.
Table 6.5.5.3.4.1-2: Initial conditions for NR SA FR1 CSI-RS-based beam failure detection and link recovery in non-DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, table E.4-1 and TS 38.508-1 [14] clause 4.3.1 and 4.4.2.

	Channel bandwidth
	As specified by the test configuration selected from Table 6.5.5.3.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.1.7.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.3.4
	

	Exceptions to connection diagram
	- Without LTE link
- For 4Rx capable UEs without any 2 Rx RF bands use A.3.2.5.2 for DUT part and A.3.1.8.4 for TE Part
	



1. The general test parameter settings are set up according to Table 6.5.5.3.4.1-3.
2. Message contents are defined in clause 6.5.5.3.4.3.
3. There is one NR carrier and one NR cell specified in the test. Cell 1 is the NR cell used for connection setup with the power level set according to Annex C.1.2 and C.1.3 for this test.
Table 6.5.5.3.4.1-3: General test parameters for NR SA FR1 CSI-RS-based beam failure detection and link recovery in non-DRX
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1
	
	FDD
	

	
	Config 2, 3
	
	TDD
	

	TDD Configuration
	Config 1
	
	Not Applicable
	

	
	Config 2
	
	TDDConf.1.1
	

	
	Config 3
	
	TDDConf.2.1
	

	CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	SSB Configuration
	Config 1
	
	SSB.1 FR1
	

	
	Config 2
	
	SSB.1 FR1
	

	
	Config 3
	
	SSB.2 FR1
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.1
	

	
	Config 3
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 KHz
	

	
	Config 3
	
	30 KHz
	

	PRACH Configuration
	Config 1, 2
	
	PRACH.4 FR1
	

	
	Config 3
	
	PRACH.4 FR1
	

	csi-RS-Index assigned as beam failure detection RS in set q0
	
	0
	

	OCNG parameters
	
	OP.1
	

	CP length
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection transmission parameters
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID
	
	N.A.
	

	csi-RS-Index assigned as candidate beam detection RS in set q1
	
	1
	N

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0.

	rsrp-ThresholdSSB
	Config 1, 2
	dBm/SCS kHz
	-98
	Threshold used for Qin_LR_SSB

	
	Config 3
	dBm/SCS kHz
	-95
	Threshold used for Qin_LR_SSB

	[bookmark: OLE_LINK39]powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [12], section 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [12], section 5.17

	CSI-RS configuration for q0 and q1
	Config 1
	
	CSI-RS.1.2 FDD 
	

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	CSI-RS configuration for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD
	

	
	Config 2
	
	CSI-RS.1.1 TDD
	

	
	Config 3
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	

	CSI-RS-Index assigned as RLM RS
	Config 1
	
	CSI-RS.1.2 FDD
	

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	0.2
	During this time the UE shall be fully synchronized to cell 1

	T2
	s
	0.18
	

	T3
	s
	0.14
	

	T4
	s
	0
	

	T5
	s
	0.08
	

	D1
	s
	0.04
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



[Skip unchanged text]
6.5.5.4.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 6.5.5.4.4.1-1.
Table 6.5.5.4.4.1-1: Supported test configurations for NR SA FR1 CSI-RS-based beam failure detection and link recovery in DRX
	Configuration
	Description

	6.5.5.4-1
	FDD duplex mode, 15 kHz SSB SCS, 10MHz bandwidth

	6.5.5.4-2
	TDD duplex mode, 15 kHz SSB SCS, 10MHz bandwidth

	6.5.5.4-3
	TDD duplex mode, 30 kHz SSB SCS, 40MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Configure the test equipment and the DUT according to the parameters in Table 6.5.5.4.4.1-2.
Table 6.5.5.4.4.1-2: Initial conditions for NR SA FR1 CSI-RS-based beam failure detection and link recovery in DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, table E.4-1 and TS 38.508-1 [14] clause 4.3.1 and 4.4.2.

	Channel bandwidth
	As specified by the test configuration selected from Table 6.5.5.4.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.1.7.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.3.4
	

	Exceptions to connection diagram
	- Without LTE link
- For 4Rx capable UEs without any 2 Rx RF bands use A.3.2.5.2 for DUT part and A.3.1.8.4 for TE Part
	



1. The general test parameter settings are set up according to Table 6.5.5.4.4.1-3. 
2. Message contents are defined in clause 6.5.5.4.4.3.
3. There is one NR carrier and one NR cells specified in the test. Cell 1 is the NR cell used for connection setup with the power level set according to Annex C.1.2 and C.1.3 for this test.
Table 6.5.5.4.4.1-3: General test parameters for NR SA FR1 CSI-RS-based beam failure detection and link recovery in DRX
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1
	
	FDD
	

	
	Config 2, 3
	
	TDD
	

	TDD Configuration
	Config 1
	
	Not Applicable
	

	
	Config 2
	
	TDDConf.1.1
	

	
	Config 3
	
	TDDConf.2.1
	

	CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	SSB Configuration
	Config 1
	
	SSB.1 FR1
	

	
	Config 2
	
	SSB.1 FR1
	

	
	Config 3
	
	SSB.2 FR1
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.1
	

	
	Config 3
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 KHz
	

	
	Config 3
	
	30 KHz
	

	PRACH Configuration
	Config 1, 2
	
	PRACH.4 FR1
	

	
	Config 3
	
	PRACH.4 FR1
	

	csi-RS-Index assigned as beam failure detection RS in set q0
	
	0
	

	OCNG parameters
	
	OP.1
	

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection transmission parameters
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.7
	

	Gap pattern ID 
	
	N.A.
	

	csi-RS-Index assigned as candidate beam detection RS in set q1
	
	1
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0.

	rsrp-ThresholdSSB
	Config 1, 2
	dBm/SCS kHz
	-98
	Threshold used for Qin_LR_SSB

	
	Config 3
	dBm/SCS kHz
	-95
	Threshold used for Qin_LR_SSB

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [12], section 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [12], section 5.17

	CSI-RS configuration for q0 and q1
	Config 1
	
	CSI-RS.1.2 FDD 
	

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	CSI-RS configuration for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD
	

	
	Config 2
	
	CSI-RS.1.1 TDD
	

	
	Config 3
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	

	CSI-RS-Index assigned as RLM RS
	Config 1
	
	CSI-RS.1.2 FDD 
	

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the UE shall be fully synchronized to cell 1

	T2
	s
	8.37
	

	T3
	s
	6.44
	

	T4
	s
	0
	

	T5
	s
	1.97
	

	D1
	s
	1.93
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



[End of change]
