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[bookmark: _Toc27410930][bookmark: _Toc36039443][bookmark: _Toc43838803][bookmark: _Toc51772960][bookmark: _Toc58245167]A.4.3.2B.2.3.12	Inter-band EN-DC including FR1 and FR2 (four bands)
Table A.4.3.2B.2.3.12-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR1 and FR2, and four bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.12-2)
	Item
	DL inter-band EN-DC including FR1 and FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	Inter-band EN-DC including FR1 and FR2 BW Class Combination A-A_A-A (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_DL_inter_band_EN_DC_FR1_FR2_4B_Class_A-A_A-A
	

	2
	Inter-band EN-DC including FR1 and FR2 BW Class Combination A-A_A-G (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_DL_inter_band_EN_DC_FR1_FR2_4B_Class_A-A_A-G
	

	3
	Inter-band EN-DC including FR1 and FR2 BW Class Combination A-A_A-H (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_DL_inter_band_EN_DC_FR1_FR2_4B_Class_A-A_A-H
	

	34
	Inter-band EN-DC including FR1 and FR2 BW Class Combination A-A_A-I (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_DL_inter_band_EN_DC_FR1_FR2_4B_Class_A-A_A-I
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