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–	SidelinkUEInformationNR
Table 4.6.1-28A: SidelinkUEInformationNR
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SidelinkUEInformationNR-r16 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	 
	
	

	    sidelinkUEInformationNR-r16 SEQUENCE {
	
	
	

	      sl-RxInterestedFreqList-r16
	Not present
	
	

	      sl-RxInterestedFreqList-r16 SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF INTEGER {
	1 entry
	
	SIDELINK_RX

	        INTEGER[1]
	1
	entry 1
	

	      }
	
	
	

	      sl-TxResourceReqList-r16
	Not present
	
	

	      sl-TxResourceReqList-r16 SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-TxResourceReq-r16 {
	1 entry
	
	SIDELINK_TX

	        SL-TxResourceReq-r16[1] SEQUENCE {
	
	entry 1
	

	          sl-DestinationIdentity-r16
	SL-DestinationIdentity-r16
	
	

	          sl-CastType-r16
	unicast
	
	

	          sl-RLC-ModeIndicationList-r16
	Not present
	
	

	          sl-QoS-InfoList-r16 SEQUENCE (SIZE (1..maxNrofSL-QFIsPerDest-r16)) OF SL-QoS-Info-r16 {
	1 entry
	
	

	            SL-QoS-Info-r16[1] SEQUENCE {
	
	entry 1
	

	              sl-QoS-FlowIdentity-r16
	SL-QoS-FlowIdentity-r16
	
	

	              sl-QoS-Profile-r16
	SL-QoS-Profile-r16
	
	

	            }
	
	
	

	          }
	
	
	

	          sl-TypeTxSyncList-r16 SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-TypeTxSync-r16 {
	1 entry
	
	

	            SL-TypeTxSync-r16[1]
	SL-TypeTxSync-r16
	entry 1
	

	          }
	
	
	

	          sl-TxInterestedFreqList-r16 SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF INTEGER {
	1 entry
	
	

	            INTEGER[1]
	1
	entry 1
	

	          }
	
	
	

	          sl-CapabilityInformationSidelink-r16[1]
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      sl-FailureList-r16
	Not present
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation 

	SIDELINK_TX
	Used when UE indicates its interest on sidelink transmission.

	SIDELINK_RX
	Used when UE indicates its interest on sidelink reception.
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