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<Start of modified section>
[bookmark: _Toc58241946]4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	…
	
	

	C94
	IF A.4.1-5/1 AND (A.4.1-2/1 OR A.4.1-2/2 OR (A.4.1-1/1 AND A.4.1-1/2)) THEN R ELSE N/A
	UEs supporting 5G Core and multiple NR bands

	C95
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND [10] A.4.4-1/33 AND A.4.3.7-1/12 AND A.4.3.7-1A.4.4.7/15 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback and voiceFallbackIndication

	C96
	IF A.4.1-5/1 AND A.4.1-3/2 AND A.4.3.8-1/A4.3.8/6 AND [5] A.4.3.8-1/610 THEN R ELSE N/A
	UEs supporting 5G Core and EN-DC and inter-RAT Handover from NR to EN-DCnr-HO-ToEN-DC-r16

	C97
	IF A.4.1-4/6 AND A.4.3.7-1/2 THEN R ELSE N/A
	UEs supporting NR-DC and UL transmission via both MCG path and SCG path for the split DRB

	C98
	IF A.4.1-4/6 AND A.4.3.3-1/4 THEN R ELSE N/A
	UEs supporting NR-DC and PDCP duplication over split DRB

	C99
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND (A.4.3.8-1/6 OR A.4.3.8-1/7 OR A.4.3.8-1/8)THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and (inter-RAT Handover to NR FR1 TDD from EUTRA connected to EPC or inter-RAT Handover to NR FR1 FDD from EUTRA connected to EPC or inter-RAT Handover to NR FR2 TDD from EUTRA connected to EPC)

	C100
	IF A.4.1-5/1 AND [9] A.15/1 THEN R ELSE N/A
	UEs supporting 5G Core and MTSI speech

	C101
	IF A.4.1-5/1 AND A.4.3.8-1/6 THEN R ELSE N/A
	UEs supporting 5G Core and intra-frequency DAPS handover

	C102
	IF A.4.3.2-1/XX THEN R ELSE N/A
	UEs supporting 5GS and cross slot scheduling 

	C103
	IF A.4.3.5-1/1 AND A.4.3.5-1/X THEN R ELSE N/A
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation 

	C104
	IF (A.4.1-4A/1 OR A.4.1-4A/3) AND A.4.3.2A.1-1/2 AND A.4.3.3-1/5 THEN R ELSE N/A
	UEs supporting 5GC and Intra-band contiguous CA and DL NR CA with 3 carriers and PDCP duplication with more than two RLC entities

	C105
	IF (A.4.3.4-1/2 OR A.4.3.4-1/3) AND A.4.3.3-1/7 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM mode and PDCP ethernet header compression

	C106
	IF A.4.1-5/1 AND A.4.3.10-1/1 THEN R ELSE N/A
	UE supporting 5G core and NR sidelink mode 1 transmission

	C107
	IF A.4.3.2-1/XX THEN R ELSE N/A
	UE’s supporting multi-DCI based multi-TRP


<End of modified section>

