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	Reason for change:
	According to the 36.523 table 9.2.1.2.4a.3.2-1: Main behaviour, At the end of the test procedure sequence, the UE is in end state E-UTRA connected
(E2_T3440). 
Current TTCN implementation does not use state E2_T3440, which is not inline with Prose.
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	Changing Postamble procedures state E2_T3440.
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc31029174]Corrections required

Change 1
	Function name
	f_TC_9_2_1_2_4a_EUTRA()

	Reason for change
	According to the 36.523 table 9.2.1.2.4a.3.2-1: Main behaviour, At the end of the test procedure sequence, the UE is in end state E-UTRA connected
(E2_T3440) according to TS 36.508. Postamble procedure does not handle the state E2_T3440.


	Summary of change
	Changing Postamble procedures state E2_T3440

	TTCN module
	NAS_Attach_EOnly_A.ttcn

	MCC160 Comment
	




Before Change

  function f_TC_9_2_1_2_4a_EUTRA() runs on EUTRA_PTC
{ 
 f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);

f_EUTRA_CellConfig_Def(eutra_CellA);

f_UT_ConfigureCombinedAttach (UT);

f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, Combined);
f_EUTRA_UE_Detach_SwitchOffUe(eutra_CellA, RRC_IDLE, Combined);

f_EUTRA_TestBody_Set(true);

fl_TC_9_2_1_2_4a_Body();
// Postamble
f_EUTRA_TestBody_Set(false);
f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED, Combined); // @sic R5s150747 sic@
}

  

After change

  function f_TC_9_2_1_2_4a_EUTRA() runs on EUTRA_PTC
{ 
 f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);

f_EUTRA_CellConfig_Def(eutra_CellA);

f_UT_ConfigureCombinedAttach (UT);

f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, Combined);
f_EUTRA_UE_Detach_SwitchOffUe(eutra_CellA, RRC_IDLE, Combined);

f_EUTRA_TestBody_Set(true);

fl_TC_9_2_1_2_4a_Body();
// Postamble
f_EUTRA_TestBody_Set(false);
f_EUTRA_Postamble(eutra_CellA, E2_T3440, Combined); // @sic R5s150747 sic@
}
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