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	Reason for change:
	According to TS29.512:
If the PCF receives the request to disable the QoS monitoring from the AF, the PCF shall update the PCC rule with the "refQosMon" attribute set to NULL. The PCF may also remove the corresponding QoS Monitoring Data if no PCC rule is referring to it.
Therefore, the Full control of QoS monitoring should be supported in RAN side.

	
	

	Summary of change:
	Extend the value of the QoS Monitoring Request IE.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolate impact on the  QoS monitoring over F1.
This CR has ASN.1 impact with backward compatible way.


	
	

	Consequences if not approved:
	The Full control of QoS monitoring for the QoS flow can not be supported which brings gap between CN and RAN.
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This IE defines the QoS to be applied to a QoS flow, to a DRB or to a BH RLC channel.
NOTE:	For a BH RLC channel, the listed mandatory IEs and the GRB QoS Flow Information IE are applicable, where GBR QoS Flow Information IE may be present if BH RLC channel conveys the traffic belonging to a GRB QoS Flow.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE QoS Characteristics
	M
	
	
	
	-
	

	>Non-dynamic 5QI
	
	
	
	
	-
	

	>>Non Dynamic 5QI Descriptor
	M
	
	9.3.1.49
	
	-
	

	>Dynamic 5QI
	
	
	
	
	-
	

	>>Dynamic 5QI Descriptor
	M
	
	9.3.1.47
	
	-
	

	NG-RAN Allocation and Retention Priority
	M
	
	9.3.1.48
	
	-
	

	GBR QoS Flow Information
	O
	
	9.3.1.46
	This IE shall be present for GBR QoS Flows only and is ignored otherwise.
	-
	

	Reflective QoS Attribute
	O
	
	ENUMERATED (subject to, ...)
	Details in TS 23.501 [21]. This IE applies to non-GBR flows only and is ignored otherwise.
	-
	

	PDU Session ID
	O
	
	INTEGER (0 ..255)
	As specified in TS 23.501 [21].
	YES
	ignore

	UL PDU Session Aggregate Maximum Bit Rate
	O
	
	Bit Rate
9.3.1.22
	The PDU session Aggregate Maximum Bit Rate Uplink which is associated with the involved PDU session.
	YES
	ignore

	QoS Monitoring Request
	O
	
	ENUMERATED (UL, DL, Both, …, stop)
	Indicates to measure UL, or DL, or both UL/DL delays for the associated QoS flow or stop the corresponding QoS monitoring. 
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< End of the First Change >>>>>>>>>>>>>>>>>>>>

9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

QosMonitoringRequest ::= ENUMERATED {ul, dl, both, ..., stop}
<<<<<<<<<<<<<<<<<<<< End of the Change >>>>>>>>>>>>>>>>>>>>

