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--------------Start of the Change---------------
[bookmark: _Toc36556051][bookmark: _Toc45832993][bookmark: _Toc51762938]5.5.2.1	DL USER DATA (PDU Type 0)
This frame format is defined e.g. to allow the corresponding node to detect lost NR-U packets and is may be associated with the transfer of a Downlink NR PDCP PDU.
The following shows the respective DL USER DATA frame.
	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=0)
	Spare 
	DL Discard Blocks
	DL Flush
	Report polling
	1

	Spare
	Request OutofSeq Report
	Report Delivered
	User data existence flag
	Assistance Info. Report Polling Flag
	Retransmission flag
	1

	NR-U Sequence Number
	3

	DL discard NR PDCP PDU SN
	0 or 3

	DL discard Number of blocks
	0 or 1

	DL discard NR PDCP PDU SN start (first block)
	0 or 3

	Discarded Block size (first block)
	0 or 1

	…
	

	DL discard NR PDCP PDU SN start (last block)
	0 or 3

	Discarded Block size (last block)
	0 or 1

	DL report NR PDCP PDU SN
	0 or 3

	Padding
	0-3



Figure 5.5.2.1-1: DL USER DATA (PDU Type 0) Format
--------------End of the Change---------------
