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1	Work plan related evaluation
	Do you want to modify the time budget for this WI/SI compared to what was endorsed at the last RAN meeting?
	Yes



If you answered No:	Then please remove the Excel file from the zip file of this status report.
If you answered Yes:	Then please fill out the attached Excel template to request a modification of the time 		budgets for your WI /SI. The Excel table has to be filled out for all affected RAN WGs and 		up to the target date of the WI/SI. The basis are the endorsed time budgets of the last 		RAN meeting. Please highlight all changes of the values.
		One time unit (TU) corresponds to ~ 2 hours in the meeting.
		If this status report covers a WI with Core and Performance part, then please have one 		line for each in the attached Excel table.
		Note: If no Excel table is attached, then this means no time budget change.
Additional explanations/motivations for the time budget changes in the attached Excel table:

0.25 TU is added for RAN4 #98e-bis, i.e., RAN4 TU to this WI is started from RAN4 #98e-bis.

2.	Detailed progress in RAN WGs since last TSG meeting (for all involved WGs)
	NOTE: Agreements and Open issues impacted cross-TSG aspects shall be explicitly highlighted
2.1	RAN1
2.1.1	Agreements
RAN1 #104-e
PUSCH enhancements:
Agreements:
Select one of the following alternatives, considering the aspect whether or not the determination of all the available slots should be done prior to the first actual transmission of the repetitions (other alternatives are not precluded)
-        Alt1: Whether or not a slot is determined as available for UL transmissions depends on RRC configurations (at least tdd_ul_dl configuration, FFS: other RRC configurations) and does not depend on dynamic signaling (at least SFI, FFS: other dynamic signaling e.g. CI, PUSCH priority for URLLC).
-        Alt2: Whether or not a slot is determined as available for UL transmissions depends on RRC configurations (at least tdd_ul_dl configuration, FFS: other RRC configurations) and also depends on dynamic signaling (at least SFI, FFS: other dynamic signaling e.g. CI, PUSCH priority for URLLC).

Agreements:
The maximum number of repetitions for DG-PUSCH is also applicable to CG-PUSCH.

Agreements:
For defining available slots: a slot is determined as unavailable if at least one of the symbols indicated by TDRA for a PUSCH in the slot overlaps with the symbol not intended for UL transmissions
· FFS details

Agreements:
Rel-17 PUSCH repetition Type A supports the increase of maximum number of repetitions with repetition factors configured in a TDRA list with a row index indicated either by the configured grant configuration or by TDRA field in a DCI.
· FFS: increasing the maximum number of repetitions with repetition factor configured in PUSCH-Config and/or ConfiguredGrantConfig.

Conclusion:
Discuss further to select one of the following alternatives:
· Alt-a: The determination of all the available slots has to be done prior to the first actual transmission of the repetitions.
· Alt-b: The determination of all the available slots does not have to be done prior to the first actual transmission of the repetitions. The timeline requirement is per repetition basis.

[bookmark: _Hlk63096048]Agreement:
· Consider one or two of the following options as starting points to design time domain resource determination of TBoMS
· PUSCH repetition type A like TDRA, i.e., the number of allocated symbols is the same in each slot.
· PUSCH repetition type B like TDRA, i.e., the number of allocated symbols in each slot can be different
Agreement:
· The same number of PRBs per symbol is allocated across slots for TBoMS transmission.

Agreements:
· Consecutive physical slots for UL transmission can be used for TBoMS for unpaired spectrum 
· To resolve in RAN1#104b-e whether to support non-consecutive physical slots for UL transmission for TBoMS for unpaired spectrum 
· Consecutive physical slots for UL transmission can be used for TBoMS for paired spectrum and the SUL band 
· FFS if non-consecutive physical slots for UL transmission are also supported for paired spectrum and the SUL band
Agreements:
For TBoMS, the maximum supported TBS should not exceed legacy maximum supported TBS in Rel-15/16, for the same number of layers. 
· FFS: Details and further constraints on the applicability of TBoMS.

Agreements:
One or two of the following approaches will be considered as a starting point to decide how NInfo for TBoMS is calculated (aiming for down selection in RAN1 #104-bis-e):
· Approach 1: Based on all REs determined across the symbols or slots (FFS whether symbols or slots are used) over which the TBoMS transmission is allocated
· Approach 2: Based on the number of REs determined in the first L symbols over which the TBoMS transmission is allocated, scaled by K≥1.
· FFS: the definition of K
Note: L is the number of symbols determined using the SLIV of PUSCH indicated via TDRA
FFS: impacts and further details if repetitions of TBoMS is supported.
FFS: whether the symbols over which the TBoMS transmission is allocated are the same or can be different from the symbols over which the TBoMS transmission is performed, and details on how to handle such scenarios.

Agreements:
One or two of the following options will be considered (aiming for down-selection in RAN1#104b-e) to calculate NohPRB for TBoMS:
· Option 1: NohPRB is assumed to be the same for all the slots over which the TBoMS transmission is allocated and can be configured by xOverhead as in Rel-15/16.
· Option 2: NohPRB is calculated depending on both xOverhead and the number of symbols or slots (FFS whether symbol or slot are used) over which the TBoMS transmission is allocated.
· FFS: if either the number of symbols or the number of slots is used. 
· FFS: if xOverhead is separately configured from the one in Rel-15/16.
FFS: impacts and further details if repetitions of TBoMS is supported.
FFS: whether the symbols allocated over which the TBoMS transmission is allocated are the same or can be different from the symbols over which the TBoMS transmission is performed.

Agreements:
· Following potential use cases are considered for joint channel estimation for PUSCH:
· Use case 1: back-to-back PUSCH transmissions within one slot.
· Use case 2: non-back-to-back PUSCH transmissions within one slot.
· Use case 3: back-to-back PUSCH transmissions across consecutive slots.
· Use case 4: non-back-to-back PUSCH transmissions across consecutive slots.
· Use case 5: PUSCH transmissions across non-consecutive slots.
Note: RAN1 assumes “back-to-back PUSCH transmission” has zero gap in-between adjacent PUSCH transmissions.

Agreements:
· For back-to-back PUSCH transmissions across consecutive slots, support necessary design aspects (under the condition of power consistency and phase continuity) to enable joint channel estimation at least for the following case:
· Over back-to-back PUSCH transmissions (of the same TB) for repetition type A scheduled by dynamic grant or configured grant
· FFS details (including possible other cases)

Agreements:
· For joint channel estimation, a time domain window is introduced to facilitate further discussion, during which UE is expected to maintain power consistency and phase continuity among PUSCH transmissions subject to power consistency and phase continuity requirements.
· FFS: whether the window should be specified
· FFS: the length of the time domain window is defined by a set of repetitions/slots/symbols
· FFS: single or multiple time domain windows
· FFS: relation with UE capability
· FFS: the time domain window may or may not be configured.
· FFS: whether the term "time domain window" is used in the specification or replaced by other technical terms
· FFS: Whether the window is determined by the power consistency and phase continuity requirements and/or by other factors is to be decided.

Agreements:
· Companies are encouraged to study optimization of DMRS granularity in time domain with joint channel estimation, including:
· Use cases
· Simulations results
· Enhanced schemes, e.g.,
· Different DMRS density for different PUSCH transmissions
· No DMRS for some PUSCH transmissions
· If applicable, impact of dynamic changes, e.g., cancellation of a repetition and companies report the evaluation method.
· Companies are encouraged to study optimization of DMRS location in time domain with joint channel estimation, including:
· Use cases
· Simulations results
· Enhanced schemes, e.g.,
· DMRS equally spaced among PUSCH transmissions
· DMRS located in special slots
· Orphan symbol used for DMRS
· If applicable, impact of dynamic changes, e.g., cancellation of a repetition and companies report the evaluation method.
· Note: the simulation assumptions for DM-RS in TR 38.830 are used as baseline for performance evaluation on optimization of DMRS location/granularity in time domain.
· Take into account impairments such as frequency offset, and report corresponding parametrization together with the results. Further discuss impairment details.

Working assumption:
· For back-to-back PUSCH transmissions across consecutive slots, support necessary design aspects (under the condition of power consistency and phase continuity) to enable joint channel estimation for the following case:
· Over back-to-back PUSCH transmissions for one TB processed over multiple slots
· It’s subject to UE capability

Agreements:
· For joint channel estimation.
· Take into account the residual frequency error, e.g., +/- 0.1 ppm as upper bound. 
· Companies can report other values and frequency error model.

PUCCH enhancements:
Agreements: Down select from the following two options to support dynamic PUCCH repetition factor indication.
· Option 1 (without DCI enhancement): Enhance RRC signaling to allow configuration of PUCCH repetition factor per PUCCH resource. PUCCH repetition factor is implicitly indicated by DCI.
· FFS details, e.g., via reusing the “PUCCH resource indicator” field (without increase # bits of it), starting CCE index (when applicable) of DCI, by PDCCH aggregation level, etc.
· FFS: RRC signaling enhancement details
· Option 2 (with DCI enhancement): PUCCH repetition factor is explicitly indicated by DCI
· e.g., introduce a new field or increase the number of bits of an existing field (e.g., PRI) in DCI for PUCCH repetition factor indication
· FFS whether there is a need for RRC update

Agreements: Subject to the prerequisite of DMRS bundling for PUCCH repetitions, enhance inter-slot frequency hopping pattern for PUCCH repetitions with DMRS bundling. 
· FFS: details in inter-slot frequency hopping pattern enhancement, e.g., additional frequency hopping patterns than Rel-16.
· Strive for common design for PUSCH/PUCCH with DMRS bundling as much as possible

Agreements:
Subject to the prerequisites of DMRS bundling for PUCCH repetitions, support enabling PUCCH repetitions with DMRS bundling via RRC configuration. 
· FFS: the configuration is per UE or per PUCCH resource. 
· FFS: whether additional dynamic signaling is needed to enable/disable PUCCH repetitions with DMRS bundling
· FFS: necessity of additional signaling/configuration of DMRS bundling duration/window and associated size

Conclusion: In Rel-17, deprioritize the study of DMRS pattern/location/granularity optimization for PUCCH coverage enhancement in AI 8.8.2. This conclusion could be revisited after the progress on the study of  DMRS pattern/location/granularity optimization for PUSCH coverage enhancement in AI 8.8.1.3. 

Conclusion: For the study of enhancing inter-slot frequency hopping pattern for PUCCH repetitions with DMRS bundling, at least the following aspects can be considered:
· Performance tradeoff between maximizing # consecutive UL slots in one frequency hop (to achieve more DMRS bundling gain) and maximizing # hops (to achieve more diversity gain)
· Note: the maximum # frequency hopping positions is still 2 as in Rel-15/16.
· Interaction between hopping boundary determination and TDD configuration

Conclusion: For the simulations to study the enhancement of inter-slot frequency hopping pattern for PUCCH repetitions with DMRS bundling, simulation assumptions in 38.830 are reused as a starting point. 
Note: Additional simulation scenarios/assumptions are not precluded. 

[bookmark: _Toc65764519]Type A PUSCH repetitions for Msg3:
Agreements:
· For indication of the number of repetitions for Msg3 initial transmission, down-select one option from the options below.
· Option1: UL grant scheduling Msg3.
· FFS details.
· FFS fallbackRAR UL grant. 
· Note: Optimization specific for fallbackRAR UL grant in 2-step RACH is not considered in Rel-17 CovEnh WI, if supported.
· Option2: DCI format 1_0 with CRC scrambled by RA-RNTI
· FFS details. 
· Option3: SIB1 only
· Any modifications of RAR UL grant or DCI format 1_0 with CRC scrambled by RA-RNTI for indicating Msg3 repetitions shall not impact the legacy UE interpretation of the RAR or DCI format 1_0 with CRC scrambled by RA-RNTI respectively

Agreements:
· For indication of the number of repetitions for Msg3 re-transmission, down-select one option from the options below.
Option1: DCI format 0_0 with CRC scrambled by TC-RNTI.
FFS details.
Any modifications of DCI format 0_0 with CRC scrambled by TC-RNTI for indicating Msg3 repetitions shall not impact the legacy UE interpretation of the DCI format 0_0 with CRC scrambled by TC-RNTI.
Option2: Can be determined based on the repetition number  for  Msg3 initial transmission

Agreements:
Support inter-slot frequency hopping for repetition of Msg3 initial and re-transmission.
FFS details, e.g., signaling etc.

Agreements:
For Msg3 PUSCH repetition, the following options are considered, aiming for down-selection in RAN1#104b-e:
·  Option 1-1: For gNB scheduled Msg3 PUSCH repetition without UE request,
· A UE indicates to support of Msg3 PUSCH repetition via separate PRACH occasion or separate PRACH preamble in case of shared PRACH occasions.
· For a UE supporting Msg3 PUSCH repetition, gNB decides whether to schedule Msg3 PUSCH repetition or not. If scheduled, gNB decides the number of repetitions.
· FFS details if any.
· Option 1-2: For gNB scheduled Msg3 PUSCH repetition without UE request,
· gNB decides whether to schedule Msg3 PUSCH repetition or not. If scheduled, gNB decides the number of repetitions.
· For UE does not support Msg3 PUSCH repetition, UE transmits Msg3 PUSCH without repetition
· For UE does support Msg3 PUSCH repetition, UE transmits Msg3 PUSCH with repetition as indicated by gNB and UE uses, e.g., separate DMRS configuration or UCI multiplexing with Msg3 PUSCH (or other ways)
· Note: e.g., this can be for differentiation between UEs not supporting Msg3 PUSCH repetition and Rel-17 CE UEs supporting Msg3 PUSCH repetition or between RACH procedure with Msg3 PUSCH repetition and Msg3 PUSCH without repetition, etc.
· gNB blindly decodes Msg3 PUSCH with two different assumptions, w/ and w/o repetition.
· FFS details if any.
· Option 2-1: For UE triggered Msg3 PUSCH repetition with gNB indicating the number of repetitions,
· A UE can trigger RACH procedure with Msg3 PUSCH repetition via separate PRACH occasion or separate PRACH preamble in case of shared PRACH occasions.
· Whether a UE would trigger is based on some conditions, e.g., measured SS-RSRP threshold, which may or may not have spec impact.
· If Msg3 PUSCH repetition is triggered by UE, gNB decides the number of repetitions for Msg3 PUSCH 3 (re)-transmission.  
· FFS details if any.
· Option 2-2: For UE triggered Msg3 PUSCH repetition with gNB indicating the number of repetitions,
· gNB decides whether to schedule Msg3 PUSCH repetition or not. If scheduled, gNB decides the number of repetitions.
· If Msg3 PUSCH repetition is scheduled, UE transmits Msg3 PUSCH with or without repetition. If UE transmits Msg3 PUSCH repetition, the number of repetition follows the indication of gNB and UE uses e.g., separate DMRS configuration or UCI multiplexing with Msg3 PUSCH (or other ways)
· Whether a UE would trigger is based on some conditions, e.g., measured SS-RSRP threshold, which may or may not have spec impact.
· FFS details if any.
· Other options are not precluded. 

2.1.2	Remaining Open issues
· PUSCH enhancements
· Detailed mechanisms for enhancements on PUSCH repetition type A
· Increasing the maximum number of repetitions.
· The number of repetitions counted on the basis of available UL slots.
· Detailed mechanism(s) to support TB processing over multi-slot PUSCH
· TBS determined based on multiple slots and transmitted over multiple slots. 
· Detailed mechanism(s) to support joint channel estimation
· Mechanism(s) to enable joint channel estimation over multiple PUSCH transmissions
· Potential optimization of DMRS location/granularity in time domain is not precluded
· Inter-slot frequency hopping with inter-slot bundling to enable joint channel estimation
· PUCCH enhancements
· Detailed signaling mechanism to support dynamic PUCCH repetition factor indication
· Detailed mechanism to support DMRS bundling across PUCCH repetitions
· Detailed mechanism(s) to support Type A PUSCH repetitions for Msg3

2.2	RAN2
2.2.1	Agreements
2.2.2	Remaining Open issues 
2.3	RAN3
2.3.1	Agreements
2.3.2	Remaining Open issues
2.4	RAN4
2.4.1	Agreements
The progress in RAN4 #98e meeting is summarized below: 
· The Email discussion summary for [98e][155] NR_reply_LS_Part_2 was provided in R4-2103341.
· The Reply LS on PUCCH and PUSCH repetition was approved in R4-2103393.
· The Way forward on phase continuity and power consistency for PUCCH and PUSCH repetition was approved in R4-2103363.

2.4.2	Remaining Open issues
· Conditions for joint channel estimation to keep power consistency and phase continuity to be investigated and specified if necessary by RAN4.

2.5	RAN5
2.5.1	Agreements
2.5.2	Remaining Open issues
2.5.3	Remaining Open issues with cross-WG dependencies
2.6	RAN6
2.6.1	Agreements
2.6.2	Remaining Open issues
3.	Detailed progress in SA/CT WGs since last TSG meeting (for all involved WGs)
NOTE: This section only needs to be filled in for WI/SIs where there is a corresponding relevant WI/SI in SA/CT. 
3.1	SAx/CTs
3.1.1	Agreements with cross-TSG impacts
3.1.2	Remaining Open issues with cross-TSG impacts
NOTE: This section should also flag any critical dependencies that need TSG attention. 
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