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[bookmark: _Toc45888063][bookmark: _Toc45888662][bookmark: _Toc61367303][bookmark: _Toc61372686]5.5B	Configurations for DC
For an NR DC configuration specified in 5.5B.1-1, the bandwidth combination sets for the corresponding NR CA configuration in 5.5A.3,i.e.,dual uplink inter-band carrier aggregation with uplink assigned to two NR bands, are applicable to Dual Connectivity.
Table 5.5B.1-1: Inter-band NR DC configurations  (two bands)
	NR DC
configuration
	Uplink NR DC
configuration

	DC_n2A-n5A
	DC_n2A-n5A

	DC_n2A-n48A
	DC_n2A-n48A

	DC_n2A-n48C
	DC_n2A-n48A

	DC_n2A-n48(2A)
	DC_n2A-n48A

	DC_n2A-n48(A-C)
	DC_n2A-n48A

	DC_n2A-n77A
	DC_n2A-n77A

	DC_n2A-n77(2A)
	DC_n2A-n77A

	DC_n3A-n28A
	DC_n3A-n28A

	DC_n3A-n77A
	DC_n3A-n77A

	DC_n3A-n77(2A)
	DC_n3A-n77A

	DC_n3A-n78A
	DC_n3A-n78A

	DC_n5A-n48A
	DC_n5A-n48A

	DC_n5A-n48(2A)
	DC_n5A-n48A

	DC_n5A-n48C
	DC_n5A-n48A

	DC_n5A-n77A
	DC_n5A-n77A

	DC_n5A-n77(2A)
	DC_n5A-n77A

	DC_n28A-n77A
	DC_n28A-n77A

	DC_n28A-n78A
	DC_n28A-n78A

	DC_n48A-n66A
	DC_n48A-n66A

	DC_n48(2A)-n66A
	DC_n48A-n66A

	DC_n48C-n66A
	DC_n48A-n66A

	DC_n48(A-C)-n66A)
	DC_n48A-n66A

	DC_n66A-n77A
	DC_n66A-n77A

	DC_n66A-n77(2A)
	DC_n66A-n77A
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