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<start of the change 1>
A.6.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test one cell is used and configured as PCell in FR1. Supported test parameters are shown in Table A.6.3.2.2.1.1-1. UE capable of SA with PCell in FR1 needs to be tested by using the parameters in Table A.6.3.2.2.1.1-2.
Table A.6.3.2.2.1.1-1: Supported test configurations for contention based random access test in FR1 for NR standalone
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.6.3.2.2.1.1-2: General test parameters for contention based random access test in FR1 for NR Standalone
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1
	
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 2
	
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 21
	Config 1
	
	FDD
	

	
	Config 2
	
	TDD
	

	TDD Configuration
	Config 2
	
	TDDConf.1.2
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1
	
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 2
	
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	
SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is set to be above configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98
	

	
	
	Config 2
	
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	

	
SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98 
	

	
	
	Config 2
	
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1
	dBm
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 2
	
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 1
	As defined in A.3. 8.

	Propagation Condition 
	-
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



<end of the change 1>



<start of the change 2>
A.6.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test one cell is used and configured as PCell in FR1. Supported test parameters are shown in Table A.6.3.2.2.2.1-1. UE capable of SA with PCell in FR1 needs to be tested by using the parameters in Table A.6.3.2.2.2.1-2 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2). Test 2 is only applicable to UE which supports csi-RSRP-AndRSRQ-MeasWithSSB or csi-RSRP-AndRSRQ-MeasWithoutSSB.
Table A.6.3.2.2.2.1-1: Supported test configurations for non-contention based random access test in FR1 for NR standalone
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.6.3.2.2.2.1-2: General test parameters for non-contention based random access test in FR1 for NR Standalone
	Parameter
	Unit
	Test-1
	Test-2
	Comments

	SSB Configuration
	Config 1
	
	SSB pattern 1 in FR1
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 2
	
	SSB pattern 2 in FR1
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	0,1
	Different from the definition in A.3.10

	CSI-RS Configuration
	Config 1
	
	N/A
	CSI-RS.1.1 FDD
	As defined in A.3.1.4

	
	Config 2
	
	
	CSI-RS.2.1 TDD
	

	Duplex Mode for Cell 21
	Config 1
	
	FDD
	FDD
	

	
	Config 2
	
	TDD
	TDD
	

	TDD Configuration
	Config 2
	
	TDDConf.1.2
	TDDConf.1.2
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1
	
	SR.1.1 FDD
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 2
	
	SR.2.1 TDD
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	
	

	
SSB with index 0
	

	dB
	3
	3
	Power of SSB with index 0 is set to be above configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98
	-98
	

	
	
	Config 2
	
	-101
	-101
	

	
	

	dB
	3
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	-95
	

	
SSB with index 1
	

	dB
	-17
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98 
	-98 
	

	
	
	Config 2
	
	-101
	-101
	

	
	

	dB
	-17
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	-115
	

	Io Note 2
	Config 1
	dBm
	-65.3/9.36MHz
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 2
	
	-62.2/38.16MHz
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 2
	FR1 PRACH configuration 3
	As defined in A.3.8.2.

	Propagation Condition 
	-
	AWGN
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



<end of the change 2>



<start of the change 3>
A.6.7.1.1.2	Test parameters
In this set of test cases all cells are on the same carrier frequency. Supported test configurations are shown in table A.6.7.1.1.2-1. Both absolute and relative accuracy of SS-RSRP intra-frequency measurements are tested by using the parameters in A.6.7.1.1.2-2. In all test cases, Cell 1 is the PCell, and Cell 2 is the target cell.
Table A.6.7.1.1.2-1: SS-RSRP  Intra frequency SS-RSRP supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	 NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.6.7.1.1.2-2: SS-RSRP Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Cell ID
	
	489
	0
	489
	0
	489
	0

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	BWP BW
	Config 1
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA

	
	Config 2
	
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA

	
	Config 3
	
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	[bookmark: _Hlk527097810]RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Control channel RMC
	Config 1
	
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	SSB configuration
	Config 1
	
	SSB 1 FR1  
	-
	SSB 1 FR1  
	-
	SSB 1 FR1  
	-

	
	Config 2
	
	SSB 1 FR1  
	
	SSB 1 FR1  
	
	SSB 1 FR1  
	

	
	Config 3
	
	SSB 2 FR1  
	
	SSB 2 FR1  
	
	SSB 2 FR1  
	

	SSB configuration
	Config 1
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1

	Time offset with Cell 1
	Config 1
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	OCNG Patterns
	
	OCNG pattern 1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15KhZ
	-106
	-88
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	-94
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
Note2
	Config 1,2
	dBm/SCS
	-106
	-88
	Same as Noc/15kHz

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	-91
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	

	dB
	2.46
	-5.97
	2.46
	-5.97
	-0.01
	-4.76

	

	dB
	6
	1
	6
	1
	3
	0

	SS-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-100
	-105
	-82
	-87
	-111.00
	-114.00

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-110.50
	-113.50

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-110.00
	-113.00

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-109.50
	-112.50

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-109.00
	-112.00

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-108.00
	-111.00

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-107.50
	-110.50

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	Not applicableNote 5
	-85
	-90
	-108.00
	-111.00

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-107.50
	-110.50

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-107.00
	-110.00

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-106.50
	-109.50

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-106.00
	-109.00

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-105.00
	-108.00

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-104.50
	-107.50

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-70.09
	-52.09
	-80.03

	
	
	NR_FDD_FR1_B
	
	
	
	-79.53

	
	
	NR_TDD_FR1_C
	
	
	
	-79.03

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-78.53

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-78.03

	
	
	NR_FDD_FR1_G
	
	
	
	-77.03

	
	
	NR_FDD_FR1_H
	
	
	
	-76.53

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	Not applicableNote 5-
	-51.99
	-73.94

	
	
	NR_FDD_FR1_B
	
	
	
	-73.44

	
	
	NR_TDD_FR1_C
	
	
	
	-72.94

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-72.44

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-71.94

	
	
	NR_FDD_FR1_G
	
	
	
	-70.94

	
	
	NR_FDD_FR1_H
	
	
	
	-70.44

	Propagation condition
	-
	AWGN

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Subtest 1 is not used when testing with 30kHz SSB SCS.
Note 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



<end of the change 3>


<start of the change 4>
[bookmark: _Toc535476517]A.6.4.1.1.1	Test Purpose and environment
The purpose of this test is to verify that the UE can follow frame timing change of the connected gNodeb and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in clause 7.1.2.
Supported test configurations are shown in Table A.6.4.1.1.1-1.
---------------------<unchanged content omitted>----------------
<end of the change 4>
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