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11.4.5	5GMM-REGISTERED.LIMITED-SERVICE / 5GMM-IDLE / Emergency call establishment and release / Handling of 5GS forbidden tracking areas for roaming
[Text skipped here]

11.4.5.3	Test description
11.4.5.3.1	Pre-test conditions
System Simulator:
-	3 NR Cells
-	NR Cell 1, NR Cell 2 and NR Cell 11 as defined in TS 38.508-1 [4], Table 4.4.2-3.
-	Maximum of 12 cells isare active at any point of time.
-	On all cells when active: System information combination NR-1 as defined in TS 38.508-1 [4], subclause 4.4.3.1.2. SIB1 indicates ims-EmergencySupport.
[Text skipped here]


11.4.6	5GMM-REGISTERED.NON-ALLOWED-SERVICE / Emergency call establishment and release / Handling of non-allowed tracking areas
[Text skipped here]

11.4.6.3	Test description
11.4.6.3.1	Pre-test conditions
System Simulator:
-	3 NR Cells
-	NR Cell 1, NR Cell 2 and NR Cell 11 as defined in TS 38.508-1 [4] Table 4.4.2-3.
-	Maximum of 12 cells isare active at any point of time.
-	On all cells when active: System information combination NR-1 as defined in TS 38.508-1 [4], subclause 4.4.3.1.2. SIB1 indicates ims-EmergencySupport.
[Text skipped here]


11.4.7	Handling of Local and Extended emergency numbers / Mobility
[Text skipped here]

11.4.7.3	Test description
11.4.7.3.1	Pre-test conditions
System Simulator:
-	4 NR Cells
-	NR Cell 1, NR Cell 3, NR Cell 11, NR Cell 12 as defined in TS 38.508-1 [4], Table 4.4.2-3, with the exception that cells' PLMNs are defined in Table 11.4.7.3.1-1 below.
Table 11.4.7.3.1-1: PLMN identifiers
	NR Cell
	PLMN name

	1
	PLMN1

	3
	PLMN15

	11
	PLMN1

	12
	PLMN2

	NOTE 1:	PLMN1 is stored in EFIMSI on the test USIM card.
NOTE 2:	PLMN1 and PLMN15 are in the same country; PLMN2 is in a different country.



-	System information combination NR-1 as defined in TS 38.508-1 [4], subclause 4.4.3.1.2. SIB1 indicates ims-EmergencySupport.
NOTE:	No more than 12 cells isare active simultaneously at any time throughout the test.

[Text skipped here]


11.4.8	Handling of Local and extended emergency numbers / Switch-off and maximum local numbers storage

[Text skipped here]

11.4.8.3	Test description
11.4.8.3.1	Pre-test conditions
System Simulator:
-	2 NR Cells
-	NR Cell 1 and NR Cell 12 as defined in TS 38.508-1 [4], Table 4.4.2-3. System information combination NR-1 as defined in TS 38.508-1 [4], subclause 4.4.3.1.2. SIB1 indicates ims-EmergencySupport.
-	No more than 12 cells is active simultaneously at any time throughout the test.

[End of change]



