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	Reason for change:
	1, TC 6.1.1.6a is designed for those band which has only one test frequency. In TC 6.1.1.6a, Cell 1,2,4 and 11 are used. 

However, according to 36.523-3 table 7.4.3.1-1, Cell 1,2 and 4 all have even SFN offset and Cell 11 has odd SFN offset. As a result, SIB1 of Cell 1,2 and 4 overlap in time and cause mutual interference to each other. Then for those UE which equips only one Rx antenna (i.e. Cat.1bis UE) Es/Iot of these cells may be too low for SIB1 reception. If UE fails to receive SIB1, UE will consider these cells are barred (36.331 cl. 5.2.2.5) and may exclude this cell during cell reselection for up to 300s (36.304 cl. 5.3.1). Then it will fail the test if UE is required to reselect to this cell in test procedure.

Cosidering this issue only exists for TDD, and all TDD band has at least two test frequencies. So we suggest add a new two carriers version TC for TDD
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<Start of modified section 1>
6.1.1.6b	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode / User reselection / Two Frequencies operation
6.1.1.6b.1	Test Purpose (TP)
Same Test Purpose as in clause 6.1.1.6a.1.
6.1.1.6b.2	Conformance requirements
Same Conformance requirements as in clause 6.1.1.6a.2.
6.1.1.6b.3	Test description
6.1.1.6b.3.1	Pre-test conditions
System Simulator:
Same with Pre-test conditions for system simulator in 6.1.1.6a.2 except:
-	Four inter-frequency multi-PLMN cells as specified in TS 36.508 clause 4.4.1.2 are configured broadcasting default NAS parameters as indicated in TS 36.508 Table 4.4.2-2.
-	Cell 2 is replaced by Cell 3,
-	Cell 4 is replaced by Cell 11,
-	Cell 11 is replaced by Cell 12.
UE:
Same with Pre-test conditions for UE in 6.1.1.6a.2.
Preamble:
Same with Pre-test conditions for Preamble in 6.1.1.6a.2.
6.1.1.6b.3.2	Test procedure sequence
Same with Test procedure in 6.1.1.6a.3.2 except:
-	Cell 2 is replaced by Cell 3,
-	Cell 4 is replaced by Cell 11,
-	Cell 11 is replaced by Cell 12.
6.1.1.6b.3.3	Specific message contents
Same with Specific message contents in 6.1.1.6a.3.3 except:
-	Cell 2 is replaced by Cell 3.
<End of modified section 1>
