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<Start of modification>
[bookmark: _Toc20908928][bookmark: _Toc27678023][bookmark: _Toc36037045][bookmark: _Toc44398114][bookmark: _Toc52382305][bookmark: _Toc60687213]5.5.2.16	SIP 1xx
[bookmark: _Toc20908929][bookmark: _Toc27678024][bookmark: _Toc36037046][bookmark: _Toc44398115][bookmark: _Toc52382306][bookmark: _Toc60687214]5.5.2.16.1	SIP 100 (Trying)
This message is sent by the UE or the SS.
Table 5.5.2.16.1-1: SIP 100 (Trying)
	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"100"
	
	
	

	  Reason-Phrase
	"Trying"
	
	
	

	Via
	
	
	
	

	  via-parm
	same value as received in INVITE message
	
	
	

	From
	 
	
	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	same value as received in INVITE message
	
	
	

	To
	
	
	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	Call-ID
	
	
	
	

	  callid
	same value as received in INVITE message
	
	
	

	CSeq
	
	
	
	

	  value
	same value as received in INVITE message
	
	
	

	Content-Length
	Optional in case of the message being sent by the UE
	
	
	

	  value
	"0"
	No message body included - end of SIP message
	
	



[bookmark: _Toc20908930][bookmark: _Toc27678025][bookmark: _Toc36037047][bookmark: _Toc44398116][bookmark: _Toc52382307][bookmark: _Toc60687215]5.5.2.16.2	SIP 180 (Ringing)
[bookmark: _Toc20908931][bookmark: _Toc27678026][bookmark: _Toc36037048][bookmark: _Toc44398117]5.5.2.16.2.1	SIP 180 (Ringing) from the UE
Table 5.5.2.16.2.1-1: SIP 180 (Ringing) from the UE
	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"180"
	
	
	

	  Reason-Phrase
	"Ringing"
	
	
	

	Record-Route
	
	
	RFC 3261 [22]
	

	  rec-route
	same as received in INVITE message
	
	
	

	Via
	same as received in INVITE message
	
	RFC 3261 [22]
RFC 3581 [55]
	

	Require
	
	
	
	100rel

	  option-tag
	"100rel"
	
	
	

	From
	
	
	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	same value as received in INVITE message
	
	
	

	To
	
	
	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	same value as received in the INVITE message or any value if missing in the INVITE message. 
	
	
	

	Contact 
	
	
	
	

	  addr-spec
	SIP URI
	
	
	

	    user-info and host
	IP address or FQDN (px_MCPTT_Client_A_ID)
	
	
	

	
	IP address or FQDN (px_MCVideo_Client_A_ID)
	
	
	MCVIDEO

	
	IP address or FQDN (px_MCData_Client_A_ID)
	
	
	MCDATA

	    port
	protected server port of UE
	as assigned during registration
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	
	"+g.3gpp.mcvideo"
	
	
	MCVIDEO

	
	"+g.3gpp.mcdata.sds"
	
	
	MCDATA

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcvideo"
	
	
	MCVIDEO

	
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcdata.sds"
	
	
	MCDATA

	  feature-param
	"audio"
	
	
	MCPTT OR MCVideo

	  feature-param
	"video"
	
	
	MCVIDEO

	  feature-param
	"text"
	
	
	MCDATA

	  feature-param
	"isfocus"
	
	
	

	Supported
	
	
	
	

	  option-tag
	"norefersub"
	
	
	

	Rseq
	
	
	RFC 3262 [97]
	100rel

	  response-num
	previous RSeq number sent in the same direction incremented by one
	
	
	

	Call-ID
	
	
	
	

	  callid
	same value as received in INVITE message
	
	
	

	CSeq
	
	
	
	

	  value
	same value as received in INVITE message
	
	
	

	Content-Length
	if present
	
	
	

	  value
	"0"
	No message body included
	
	




	Condition
	Explanation

	100rel
	Reponse sent reliable according to RFC 3262 [97]



[bookmark: _Toc20908932][bookmark: _Toc27678027][bookmark: _Toc36037049][bookmark: _Toc44398118]5.5.2.16.2.2	SIP 180 (Ringing) from the SS
Table 5.5.2.16.2.2-1: SIP 180 (Ringing) from the SS
	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"180"
	
	
	

	  Reason-Phrase
	"Ringing"
	
	
	

	Record-Route
	same as spefied for the SIP 200 (OK) from the SS in table 5.5.2.17.1.2-1 with condition INVITE-RSP
	
	RFC 3261 [22]
	

	Via
	same as received in the INVITE message
	
	RFC 3261 [22]
RFC 3581 [55]
	

	Require
	
	
	
	100rel

	  option-tag
	"100rel"
	
	
	

	From
	
	
	
	

	  addr-spec
	same value as in the request
	
	
	

	  tag
	same value as in the request
	
	
	

	To
	
	
	
	

	  addr-spec
	same value as in the request
	
	
	

	  tag
	same value as in the request or To-tag assigned by the SS if missing in the request
	
	
	

	Contact 
	
	
	
	

	  addr-spec
	
	
	
	

	    user-info and host
	Public user id of the callee (px_IMS_CalleeContactUri)px_MCPTT_Client_B_ID
	Callee contact Uri
	
	

	
	px_MCVideo_Client_B_ID
	Callee contact Uri
	
	MCVIDEO

	
	px_MCData_Client_B_ID
	Callee contact Uri
	
	MCDATA

	    port
	not present
	
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	
	"+g.3gpp.mcvideo"
	
	
	MCVIDEO

	
	"+g.3gpp.mcdata.sds"
	
	
	MCDATA

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcvideo"
	
	
	MCVIDEO

	
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcdata.sds"
	
	
	MCDATA

	  feature-param
	"audio"
	
	
	MCPTT OR MCVIDEO

	  feature-param
	"video"
	This feature tag indicates that the device supports video as a streaming media type.
	
	MCVIDEO

	  feature-param
	"text"
	This feature tag indicates that the device supports text as a streaming media type.
	
	MCDATA

	  feature-param
	"isfocus"
	
	
	

	Supported
	
	
	
	

	  option-tag
	"norefersub"
	
	
	

	Rseq
	
	
	RFC 3262 [97]
	100rel

	  response-num
	previous RSeq number sent in the same direction incremented by one; arbitrarily selected if there is no previous RSeq number
	
	
	

	Call-ID 
	
	
	
	

	  callid
	same value as received in INVITE message
	
	
	

	CSeq
	
	
	
	

	  value
	same value as received in INVITE message
	
	
	

	Content-Length
	
	
	
	

	  value
	"0"
	No message body included
	
	




	Condition
	Explanation

	100rel
	Reponse sent reliable according to RFC 3262 [97]



[bookmark: _Toc20908933][bookmark: _Toc27678028][bookmark: _Toc36037050][bookmark: _Toc44398119][bookmark: _Toc52382308][bookmark: _Toc60687216]5.5.2.16.3	SIP 183 (Session Progress)
[bookmark: _Toc20908934][bookmark: _Toc27678029][bookmark: _Toc36037051][bookmark: _Toc44398120]5.5.2.16.3.1	SIP 183 (Session Progress) from the UE
Table 5.5.2.16.3.1-1: SIP 183 (Session Progress) from the UE
	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"183"
	
	
	

	  Reason-Phrase
	"Session progress"
	
	
	

	Record-Route
	
	
	RFC 3261 [22]
	

	  rec-route
	same as received in INVITE message
	
	
	

	Via
	same as received in INVITE message
	
	RFC 3261 [22]
RFC 3581 [55]
	

	Require
	
	
	
	100rel

	  option-tag
	"100rel"
	
	
	

	From
	
	
	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	same value as received in INVITE message
	
	
	

	To
	
	
	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	same value as received in the INVITE message or any value if missing in the INVITE message. 
	
	
	

	Contact
	
	
	
	

	  addr-spec
	SIP URI
	
	
	

	    user-info and host
	IP address or FQDN (px_MCPTT_Client_A_ID)
	
	
	

	
	IP address or FQDN (px_MCVideo_Client_A_ID)
	
	
	MCVIDEO

	
	IP address or FQDN (px_MCData_Client_A_ID)
	
	
	MCDATA

	    port
	protected server port of UE
	as assigned during registration
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	
	"+g.3gpp.mcvideo"
	
	
	MCVIDEO

	
	"+g.3gpp.mcdata.sds"
	
	
	MCDATA

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcvideo"
	
	
	MCVIDEO

	
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcdata.sds"
	
	
	MCDATA

	  feature-param
	"audio"
	
	
	MCPTT OR MCVideo

	  feature-param
	"video"
	
	
	MCVIDEO

	  feature-param
	"text"
	
	
	MCDATA

	  feature-param
	"isfocus"
	
	
	

	Supported
	
	
	
	

	  option-tag
	"norefersub"
	
	
	

	Rseq
	
	
	
	100rel

	  response-num
	previous RSeq number sent in the same direction incremented by one
	
	
	

	Call-ID
	
	
	
	

	  callid
	same value as received in INVITE message
	
	
	

	CSeq
	
	
	
	

	  value
	same value as received in INVITE message
	
	
	

	P-Answer-State
	if present
	
	
	

	  value
	"unconfirmed"
	
	
	

	Content-Length
	if present
	
	RFC 3261 [22]
	

	  value
	"0"
	No message body included
	
	




	Condition
	Explanation

	100rel
	Reponse sent reliable according to RFC 3262 [97]



[bookmark: _Toc20908935][bookmark: _Toc27678030][bookmark: _Toc36037052][bookmark: _Toc44398121]5.5.2.16.3.2	SIP 183 (Session Progress) from the SS
Table 5.5.2.16.3.2-1: SIP 183 (Session Progress) from the SS
	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"183"
	
	
	

	  Reason-Phrase
	"Session progress"
	
	
	

	Record-Route
	same as specified for the SIP 200 (OK) from the SS in table 5.5.2.17.1.2-1 with condition INVITE-RSP
	
	RFC 3261 [22]
	

	Via
	same as received in the INVITE message
	
	RFC 3261 [22]
RFC 3581 [55]
	

	Require
	
	
	
	100rel

	  option-tag
	"100rel"
	
	
	

	From
	
	
	
	

	  addr-spec
	same value as in the request
	
	
	

	  tag
	same value as in the request
	
	
	

	To
	
	
	
	

	  addr-spec
	same value as in the request
	
	
	

	  tag
	same value as in the request or To-tag assigned by the SS if missing in the request
	
	
	

	Contact
	
	
	
	

	  addr-spec
	
	
	
	

	    user-info and host
	Public user id of the callee (px_IMS_CalleeContactUri)px_MCPTT_Client_B_ID
	Callee contact Uri
	
	

	
	px_MCVideo_Client_B_ID
	Callee contact Uri
	
	MCVIDEO

	
	px_MCData_Client_B_ID
	Callee contact Uri
	
	MCDATA

	    port
	not present
	
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	
	"+g.3gpp.mcvideo"
	
	
	MCVIDEO

	
	"+g.3gpp.mcdata.sds"
	
	
	MCDATA

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcvideo"
	
	
	MCVIDEO

	
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcdata.sds"
	
	
	MCDATA

	  feature-param
	"audio"
	
	
	MCPTT OR MCVIDEO

	  feature-param
	"video"
	This feature tag indicates that the device supports video as a streaming media type.
	
	MCVIDEO

	  feature-param
	"text"
	This feature tag indicates that the device supports text as a streaming media type.
	
	MCDATA

	  feature-param
	"isfocus"
	
	
	

	Supported
	
	
	
	

	  option-tag
	"norefersub"
	
	
	

	Rseq
	
	
	
	100rel

	  response-num
	previous RSeq number sent in the same direction incremented by one; arbitrarily selected if there is no previous RSeq number
	
	
	

	Call-ID 
	
	
	
	

	  callid
	same value as received in INVITE message
	
	
	

	CSeq   
	
	
	
	

	  value
	same value as received in INVITE message
	
	
	

	P-Answer-State
	
	
	
	

	  value
	"unconfirmed"
	
	
	

	P-Asserted-Identity
	
	
	RFC 3325 [32]
	

	  addr-spec
	
	
	
	

	    user-info and host
	tsc_MCPTT_PublicServiceId_A
	
	
	

	
	px_MCVideo_PublicServiceId_A
	
	
	MCVIDEO

	
	px_MCData_PublicServiceId_A
	
	
	MCDATA

	    port
	not present
	
	
	

	Content-Length
	
	
	RFC 3261 [22]
	

	  value
	"0"
	No message body included
	
	



	Condition
	Explanation

	100rel
	Response sent reliable according to RFC 3262 [97]



<End of modification>
