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	Reason for change:
	In the current implementation of function f_NR5GC_ModifyPDUSession_AddVoice, the IE Requested QoS Rules is constructed by calling function f_BuildDefaultQoSRules. However, the IEI is set to omit, whereas according to 24.501 Table 8.3.7.1.1 this should be set as 7A.
This needs to be corrected.


	
	

	Summary of change:
	Set IEI as ‘7A’O for authorizedQoSRules in function f_NR5GC_ModifyPDUSession_AddVoice f_BuildDefaultQoSRules

	
	

	Consequences if not approved:
	IMS Testcases will fail a conformant UE
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc60315675]Corrections required
0.1 [bookmark: _Toc37249095][bookmark: _Toc60315676][bookmark: OLE_LINK12][bookmark: OLE_LINK13][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK10][bookmark: OLE_LINK11][bookmark: OLE_LINK29][bookmark: OLE_LINK30]function f_NR5GC_ModifyPDUSession_AddVoice
	Function name
	f_NR5GC_ModifyPDUSession_AddVoice

	Reason for change
	In the current implementation of function f_NR5GC_ModifyPDUSession_AddVoice, the IE Requested QoS Rules is constructed by calling function f_BuildDefaultQoSRules. However, the IEI is set to omit, whereas according to 24.501 Table 8.3.7.1.1 this should be set as 7A.
This needs to be corrected.


	Summary of change
	Set IEI as ‘7A’O for authorizedQoSRules in function f_NR5GC_ModifyPDUSession_AddVoice f_BuildDefaultQoSRules

	TTCN module
	Common/NR5GC/ NR5GC_IMSProcedures

	MCC160 Comment
	



Before Change:
	function f_NR5GC_ModifyPDUSession_AddVoice(NR_CellId_Type p_NR_CellId, GSM_MobilityInfo_Type p_GSM_MobilityInfo) runs on NR5GC_PTC
  {
    var NR_SRB_COMMON_IND v_ReceivedAsp;
    var boolean v_InterworkWithEPS := false;
    var template (value) NG_NAS_DL_Pdu_Type v_PiggyBackedMsgToSend;
    var template (value) RadioBearerConfig v_RadioBearerConfig;
    var template (value) CellGroupConfig v_CellGroupConfig;
    var template (value) NR_RadioBearerList_Type v_SS_Config;
    var integer v_NewDRBId;
    var boolean v_IsFR1 := f_NR_CellInfo_GetIsFR1(p_NR_CellId);

    if (isvalue(p_GSM_MobilityInfo.EPS_Bearer)) { // This is only set if the UE  supports EPS
      v_InterworkWithEPS := true;
    }
    // build components of Reconfiguration message
    v_PiggyBackedMsgToSend :=  f_Get_NG_PDUSessionModificationCommand(
                                   p_GSM_MobilityInfo.SessionId,
                                   omit,
                                   -, -, -, -, 
                                   f_BuildDefaultQoSRules("7_Voice"), 
                              cs_QoSFlowDescr({cs_QoS_Flow5(v_InterworkWithEPS)}));
    
……

  }
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After Change:
	function f_NR5GC_ModifyPDUSession_AddVoice(NR_CellId_Type p_NR_CellId, GSM_MobilityInfo_Type p_GSM_MobilityInfo) runs on NR5GC_PTC
  {
    var NR_SRB_COMMON_IND v_ReceivedAsp;
    var boolean v_InterworkWithEPS := false;
    var template (value) NG_NAS_DL_Pdu_Type v_PiggyBackedMsgToSend;
    var template (value) RadioBearerConfig v_RadioBearerConfig;
    var template (value) CellGroupConfig v_CellGroupConfig;
    var template (value) NR_RadioBearerList_Type v_SS_Config;
    var integer v_NewDRBId;
    var boolean v_IsFR1 := f_NR_CellInfo_GetIsFR1(p_NR_CellId);

    if (isvalue(p_GSM_MobilityInfo.EPS_Bearer)) { // This is only set if the UE  supports EPS
      v_InterworkWithEPS := true;
    }
    // build components of Reconfiguration message
    v_PiggyBackedMsgToSend :=  f_Get_NG_PDUSessionModificationCommand(
                                   p_GSM_MobilityInfo.SessionId,
                                   omit,
                                   -, -, -, -, 
                                   f_BuildDefaultQoSRules("7_Voice", '7A'O), 
                         cs_QoSFlowDescr({cs_QoS_Flow5(v_InterworkWithEPS)}));
    
……

  }



