

	
3GPP TSG-RAN5 Meeting #2021-TTCN email	R5s210183
Online, , 7th Dec 2020 - 31st Dec 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.523-3
	CR
	1380
	rev
	1
	Current version:
	16.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction to EN-DC RRC test case 8.2.4.1.1.x

	
	

	Source to WG:
	Keysight Technologies UK

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2020-11-16

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	Following the implementation of R5-203666, a data path check on SCell is introduced at step 2A and 4A, so a UE not supporting IP ping should be configured in test loop mode B.


	
	

	Summary of change:
	Use PING_Or_TESTModeB_ON for preamble and open and close test loop
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1. [bookmark: _Toc122434485][bookmark: _Toc56454321]Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc56454322]Corrections required
[bookmark: _Toc56454323][bookmark: _Toc278558114][bookmark: _Toc279399112][bookmark: _Toc370291978][bookmark: _Toc370840834][bookmark: OLE_LINK8][bookmark: OLE_LINK9][bookmark: OLE_LINK12][bookmark: OLE_LINK15][bookmark: OLE_LINK57][bookmark: OLE_LINK58]2.1 Change 1
	Function name
	f_TC_8_2_4_1_1_x_EUTRA_Common()

	Reason for change
	Following the implementation of R5-203666, a data path check on SCell is introduced at step 2A and 4A, so a UE not supporting IP ping should be configured in test loop mode B.


	Summary of change
	Use PING_Or_TESTModeB_ON for preamble and open and close test loop

	TTCN module
	RRC_CarrierAggregation_ENDC_EUTRA.ttcn

	MCC160 Comment
	



Before Change
function f_TC_8_2_4_1_1_x_EUTRA_Common() runs on EUTRA_5GS_PTC {
    // SCG Change / Reconfiguration with sync / Split DRB / EN-DC
    f_EUTRA38_Init_CA(EN_DC, c1);

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    
    //Preamble to enter UE into RRC Connected
    //The UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC), Bearers (MCG(s) and SCG) established according to TS 38.508-1 [4].
    f_EUTRA38_ENDC_Preamble (eutra_Cell1, TESTMode_OFF, MCG_SCG, RRC_CONNECTED);
    f_EUTRA_TestBody_Set(true);
    fl_TC_8_2_4_1_1_x_ENDC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);

    f_EUTRA38_ENDC_Postamble (eutra_Cell1, E2_CONNECTED);  //@sic R5-204475 sic@
    // If finishing in E2_CONNECTED, need to wait until connection released before taking down the NR cell
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger("Postamble"));
  }

After Change
function f_TC_8_2_4_1_1_x_EUTRA_Common() runs on EUTRA_5GS_PTC {
    // SCG Change / Reconfiguration with sync / Split DRB / EN-DC
    f_EUTRA38_Init_CA(EN_DC, c1);

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    
    //Preamble to enter UE into RRC Connected
    //The UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC), Bearers (MCG(s) and SCG) established according to TS 38.508-1 [4].
    f_EUTRA38_ENDC_Preamble (eutra_Cell1, PING_Or_TESTModeB_ON, MCG_SCG, RRC_CONNECTED);
    f_EUTRA_TestBody_Set(true);
    
    if (not pc_IP_Ping) {
      f_EUTRA_CloseUE_TestLoopModeB (eutra_Cell1, '00'O); // with no delay
    }
    
    fl_TC_8_2_4_1_1_x_ENDC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);

    if (not pc_IP_Ping) { // @sic R5s190117 sic@
      f_EUTRA_OpenUE_TestLoopMode_Deactivate_TestMode (eutra_Cell1);
    }

    f_EUTRA38_ENDC_Postamble (eutra_Cell1, E2_CONNECTED);  //@sic R5-204475 sic@
    // If finishing in E2_CONNECTED, need to wait until connection released before taking down the NR cell
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger("Postamble"));
  }


