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1. [bookmark: _Toc122434485][bookmark: _Toc58919595]Overview
This document lists all the essential changes needed to correct problems in the TTCN implementation of test case 21.2 which is part of the IMS EUTRA test suite. 
With these changes applied the test case can be demonstrated to run with one or more UEs (see section 4). Execution log files are provided as evidence. 
Contact:	Shaun Harry
	shaun.harry@keysight.com
	
0. [bookmark: _Toc58919596]Verification Test Summary 
Test Case: 	21.2
ATS Version:	iwd-TTCN3-B2019-06_D20wk38
System Simulator used:	Keysight S8704A Protocol Conformance Toolset
UE used:	Qualcomm SA415M
Verification Status:	PASS

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc58919597]Corrections required
In addition to the below changes, changes 2-6 of R5s210009 are required and applied.
1. [bookmark: _Toc58919598]Change 1
	Function name
	Testcase TC_21_2

	Reason for change
	IMS2 PTC is not started

	Summary of change
	Create IMS2 PTC and start test case

	TTCN module
	IMS_Testsuite.ttcn

	MCC160 Comment
	



Before change
  testcase TC_21_2() runs on MTC_IMS system SYSTEM_IMS {
    // @purpose
    //   eCall over IMS / Manual initiation / Normal registration / Emergency registration / Success / 200 OK with ACK
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
  
    timer t_GuardTimer := int2float(300);
  
    v_IMS1 := IMS_PTC.create alive;
  
    f_MTC_IMS_CreateMapAndConnectPTCs_EUTRA(system, v_IMS1, v_IMS2);
  
    v_IMS1.start(f_TC_21_2_IMS1());
  
    t_GuardTimer.start;
  
    f_MTC_MainLoop_IMS(t_GuardTimer);
  }




After change
  testcase TC_21_2() runs on MTC_IMS system SYSTEM_IMS {
    // @purpose
    //   eCall over IMS / Manual initiation / Normal registration / Emergency registration / Success / 200 OK with ACK
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
  
    timer t_GuardTimer := int2float(300);
  
    v_IMS1 := IMS_PTC.create alive;
    v_IMS2 := IMS_PTC.create alive;
  
    f_MTC_IMS_CreateMapAndConnectPTCs_EUTRA(system, v_IMS1, v_IMS2);
  
    v_IMS1.start(f_TC_21_2_IMS1());
    v_IMS2.start(f_TC_21_2_IMS2());
  
    t_GuardTimer.start;
  
    f_MTC_MainLoop_IMS(t_GuardTimer);
  }
1. [bookmark: _Toc58919604]Branches Executed
[bookmark: _Toc122434494][bookmark: _Toc295288971][bookmark: _Toc325725666]The test case was executed on EUTRA band 1
1. [bookmark: _Toc58919605][bookmark: _Hlk58491280]Execution Log Files
3.1 [bookmark: _Toc58919606]Qualcomm SA415M
The Qualcomm SA415M UE passed this test case on Keysight S8704A Protocol Conformance Toolset. The documentation below is enclosed as evidence of the successful test case run [1]:
· Test case execution log file:
TC_21_2_LOG.html
· PICS/PIXIT parameter file:
TC_21_2_PIXIT.html

4 [bookmark: _Toc122434496][bookmark: _Toc295288973][bookmark: _Toc325725668][bookmark: _Toc58919607]References 
	[1]
	R5s210012 : Supporting information for addition of eCall over IMS test case 21.2





