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	Reason for change:
	In the context of test case 6.3.1.7, the function f_NR5GC_SorRegistration () is called with parameter p_RegType passed as (Initial_Secure, Emergency). Since this is a template which does not reduce to a single value, a run-timer error occurs when the valueof operation is applied when calling f_NR5GC_RRC_Idle_Steps5_13()
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1. [bookmark: _Toc122434485][bookmark: _Toc58942747]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D20wk50 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc58942748]Corrections required
1.1 Change 1
	Function name
	f_NR5GC_SorRegistration

	Reason for change
	In the context of test case 6.3.1.7, the parameter p_RegType is passed as (Initial_Secure, Emergency). Since this is a template which does not reduce to a single value, a run-timer error occurs when the valueof operation is applied when calling f_NR5GC_RRC_Idle_Steps5_13()

	Summary of change
	Remove use of valueof operation

	TTCN module
	NR5GC\6_3_1\SOR_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	function f_NR5GC_SorRegistration(NR_CellId_Type p_NR_CellId,
                                            octetstring p_Data,
                                            template (value) SOR_Header p_Header,
                                            boolean p_MacError:= false,
                                            template (present) TypeOfRegistration_Type p_RegType := Initial_NoSecurity,
                                            template (present) SecurityHeaderType p_ExpectedSecurityStatus := tsc_SHT_NoSecurityProtection) runs on NR5GC_PTC return O16_Type//@sic R5s201455 sic@
  {

... ...

    f_NR5GC_RRC_Idle_Steps5_13 (v_GMM_MobilityInfo,
                                p_NR_CellId, v_ReceivedMsg,
                                f_NR_Asn2Nas_PlmnId(f_NR_CellInfo_GetPLMN (p_NR_CellId)),
                                TESTMode_OFF,
                                valueof(p_RegType));//@sic R5s201455 sic@         
    
... ...

  }




After Change:
	function f_NR5GC_SorRegistration(NR_CellId_Type p_NR_CellId,
                                            octetstring p_Data,
                                            template (value) SOR_Header p_Header,
                                            boolean p_MacError:= false,
                                            template (present) TypeOfRegistration_Type p_RegType := Initial_NoSecurity,
                                            template (present) SecurityHeaderType p_ExpectedSecurityStatus := tsc_SHT_NoSecurityProtection) runs on NR5GC_PTC return O16_Type//@sic R5s201455 sic@
  {

... ...

    f_NR5GC_RRC_Idle_Steps5_13 (v_GMM_MobilityInfo,
                                p_NR_CellId, v_ReceivedMsg,
                                f_NR_Asn2Nas_PlmnId(f_NR_CellInfo_GetPLMN (p_NR_CellId)),
                                TESTMode_OFF,
                                p_RegType);//@sic R5s201455 sic@         
    
... ...

  }




