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	Reason for change:
	NR Sys info is expected at EUTRA side once the completed is finished f_AdjustCellPowerForTestingFR2(), but NR side is sending sys info before preamble.


	
	

	Summary of change:
	Move sending of NR sys info to after preamble
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1. [bookmark: _Toc122434485][bookmark: _Toc61362760]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D20wk50 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc61362761]Corrections required

Change 1
	Function name
	f_TC_8_2_4_3_1_Common_ENDC_NR()

	Reason for change
	NR Sys info is expected at EUTRA side once the completed is finished f_AdjustCellPowerForTestingFR2(), but NR side is sending sys info before preamble.

	Summary of change
	Move sending of NR sys info to after preamble

	TTCN module
	RRC_Measurement_CA_ENDC_NR.ttcn

	MCC160 Comment
	



Before change
function f_TC_8_2_4_3_1_Common_ENDC_NR(NR_CellId_Type p_SCellId, NR_CellId_Type p_NeigbourCellId, NR_CA_Tested_Type p_NR_CA_Tested) runs on ENDC_NR_PTC
  {
    f_ENDC_NR_Init_CA(p_NR_CA_Tested, {nr_Cell1, p_SCellId},-, {p_SCellId, p_NeigbourCellId});
    
    f_NR_CellInfo_InitMaxReferencePower(nr_Cell1,  -79, tsc_NR_ServingCellSSS_EPRE_FR2);
    f_NR_CellInfo_InitMaxReferencePower(p_SCellId,  -85, tsc_NR_ServingCellSSS_EPRE_FR2);
    f_NR_CellInfo_InitMaxReferencePower(p_NeigbourCellId, -85, tsc_NR_ServingCellSSS_EPRE_FR2);
   
    //Create and configure NR cell1 and NR cell 2
    f_NR_CellConfig_PCell_Def(nr_Cell1);
    f_NR_CellConfig_SCell(p_SCellId);
    f_NR_CellConfig_SCell(p_NeigbourCellId);
    
   // Send SysInfo from NR Cell1 to EUTRA
    f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1});
    
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_SCG);
    
    f_NR_TestBody_Set(true);
    fl_TC_8_2_4_3_1_x_TestBody(p_SCellId, p_NeigbourCellId);
    f_EUTRA_NR_SendCoOrd (EUTRA, cms_EUTRA_NR_Trigger);    //@sic R5s201309 sic@
    f_NR_TestBody_Set(false);
    
    //Wait from coordination AFTER the connection is released in E-UTRA
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");
    //Postamble
    f_NR_ReleaseAllCells();
  } // End of f_TC_8_2_4_3_1_Common_ENDC_NR()

After change
function f_TC_8_2_4_3_1_Common_ENDC_NR(NR_CellId_Type p_SCellId, NR_CellId_Type p_NeigbourCellId, NR_CA_Tested_Type p_NR_CA_Tested) runs on ENDC_NR_PTC
  {
    f_ENDC_NR_Init_CA(p_NR_CA_Tested, {nr_Cell1, p_SCellId},-, {p_SCellId, p_NeigbourCellId});
    
    f_NR_CellInfo_InitMaxReferencePower(nr_Cell1,  -79, tsc_NR_ServingCellSSS_EPRE_FR2);
    f_NR_CellInfo_InitMaxReferencePower(p_SCellId,  -85, tsc_NR_ServingCellSSS_EPRE_FR2);
    f_NR_CellInfo_InitMaxReferencePower(p_NeigbourCellId, -85, tsc_NR_ServingCellSSS_EPRE_FR2);
   
    //Create and configure NR cell1 and NR cell 2
    f_NR_CellConfig_PCell_Def(nr_Cell1);
    f_NR_CellConfig_SCell(p_SCellId);
    f_NR_CellConfig_SCell(p_NeigbourCellId);

    // Send SysInfo from NR Cell1 to EUTRA
    //MOVED f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1});

    
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_SCG);
    
    f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1});
    
    f_NR_TestBody_Set(true);
    fl_TC_8_2_4_3_1_x_TestBody(p_SCellId, p_NeigbourCellId);
    f_EUTRA_NR_SendCoOrd (EUTRA, cms_EUTRA_NR_Trigger);    //@sic R5s201309 sic@
    f_NR_TestBody_Set(false);
    
    //Wait from coordination AFTER the connection is released in E-UTRA
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");
    //Postamble
    f_NR_ReleaseAllCells();
  } // End of f_TC_8_2_4_3_1_Common_ENDC_NR()	



