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1. [bookmark: _Toc122434485][bookmark: _Toc58942747]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D20wk50 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc58942748]Corrections required

1.1 [bookmark: _Toc37249095][bookmark: OLE_LINK12][bookmark: OLE_LINK13][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK10][bookmark: OLE_LINK11][bookmark: _Toc25383]  Correction to fl_TC_6_3_1_9_TestBody
	Function name
	fl_TC_6_3_1_9_TestBody

	Reason for change
	UL NAS TRASPORT at step 5 should be receieved on cell 12 

	Summary of change
	Correct cell id at step 5

	TTCN module
	NR5GC\6_3_1\SOR_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	function fl_TC_6_3_1_9_TestBody() runs on NR5GC_PTC
  {
... ...

    //@siclog "Step 5" siclog@
    //The UE transmits an ULInformationTransfer message carrying acknowledgement of successful reception of the steering of roaming information
    SRB.receive(car_NR_SRB_NasPdu_IND(nr_Cell13, tsc_NR_RbId_SRB2, cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp; // @sic R5s201387 Baseline Moving sic@
    
... ...
    }//End of fl_TC_6_3_1_9_TestBody




After Change:
	function fl_TC_6_3_1_9_TestBody() runs on NR5GC_PTC
  {
... ...

    //@siclog "Step 5" siclog@
    //The UE transmits an ULInformationTransfer message carrying acknowledgement of successful reception of the steering of roaming information
    SRB.receive(car_NR_SRB_NasPdu_IND(nr_Cell12, tsc_NR_RbId_SRB2, cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp; // @sic R5s201387 Baseline Moving sic@
    
... ...
    }//End of fl_TC_6_3_1_9_TestBody





