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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc57649278]Corrections
0. [bookmark: _Toc57649279]Correction to function f_TC_6_2_3_4a_EUTRA
	Function name
	f_TC_6_2_3_4a_EUTRA

	Reason for change
	Test case is run in UTRA FDD cell enviroment, in addition to FDD Frquency List, TDD frequency list is added to SIB6 when it should not.

	Summary of change
	Removed input parameter with specifc TDD info for FDD runs.

	TTCN module
	LTE_IRAT/6_2/InterRat_CellReSelection_EtoU.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
    //Set SystemInformationBlockType6 for cell 1 according to Table 6.2.3.4a.3.2-3
    if ( f_IRAT_GetUTRAN_FDD_TDD_Mode () == UTRAN_FDD ) {
        f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,
                                                cs_CarrierFreqUTRA_FDD_Common(v_UTRANSysInfo.Utran[0].FDD.Freq,       // @sic R5s130020 sic@
                                                                              3,  // cell reselection priority
                                                                              -,
                                                                              -,
                                                                              -,
                                                                              -,
                                                                              -,
                                                                              cs_CarrierFreqUTRA_FDD_threshX_Q_r9),
                                                cs_CarrierFreqUTRA_TDD_CRPrio(v_UTRANSysInfo.Utran[0].TDD.Freq, 3));  // @sic R5s130020 sic@
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
    //Set SystemInformationBlockType6 for cell 1 according to Table 6.2.3.4a.3.2-3
    if ( f_IRAT_GetUTRAN_FDD_TDD_Mode () == UTRAN_FDD ) {
        f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,
                                                cs_CarrierFreqUTRA_FDD_Common(v_UTRANSysInfo.Utran[0].FDD.Freq,       // @sic R5s130020 sic@
                                                                              3,  // cell reselection priority
                                                                              -,
                                                                              -,
                                                                              -,
                                                                              -,
                                                                              -,
                                                                              cs_CarrierFreqUTRA_FDD_threshX_Q_r9));  // @sic R5s130020 sic@
    } else {    
<<SKIPPED CODE>>




