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1. [bookmark: _Toc122434485][bookmark: _Toc57147448]Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc57147449]Corrections required
[bookmark: _Toc57147450][bookmark: _Toc42503965][bookmark: _Toc5563][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665][bookmark: _Toc56525950]2.1 Change 1
	Function name
	f_TC_9_1_4_1_NR5GC()

	Reason for change
	Incorrect USIM configuration number is mentioned in the MMI prompt

	Summary of change
	Correct the MMI text

	TTCN module
	ConfigurationUpdate_NR5GC.ttcn

	MCC160 Comment
	



Before change
    function f_TC_9_1_4_1_NR5GC() runs on NR5GC_PTC
  { // Generic UE configuration update / New 5G-GUTI, NITZ, registration requested, Network slicing indication, New Allowed NSSAI /
    // acknowledgement from the UE
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_CellsOnDifferentPLMN);
    var NR_CellId_Type v_NGC_NASCellG := f_NR5GC_MapNASCell(ngc_CellG, NG_CellsOnDifferentPLMN);
    
    f_NR5GC_Init_NAS(NR_4, NG_CellsOnDifferentPLMN);

    //Create and configure cell
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    f_NR_CellConfig_Def(v_NGC_NASCellG);
    
    //The UE is equipped with a USIM configuration as defined in TS 38.508-1 [4] Table 6.4.1-22 @sic R5-203772 sic@
    f_UT_USIM_Insert (UT, "USIM Configuration 17 specified in Table 6.4.1-22 TS 38.508-1");

    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);
    f_NR_TestBody_Set(true);
    
    fl_TC_9_1_4_1_TestBody();
    
    f_NR_TestBody_Set(false);
    
    // Delete Configured NSSAI to reset UE for next test case. @sic R5s1048 sic@
    f_NR5GC_DeleteNSSAI (v_NGC_NASCellG, Delete_Configured, '000000'O);
    
    // Finish
    f_NR_Postamble(v_NGC_NASCellG, STATE_IDLE_1A);

  }

After change
    function f_TC_9_1_4_1_NR5GC() runs on NR5GC_PTC
  { // Generic UE configuration update / New 5G-GUTI, NITZ, registration requested, Network slicing indication, New Allowed NSSAI /
    // acknowledgement from the UE
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_CellsOnDifferentPLMN);
    var NR_CellId_Type v_NGC_NASCellG := f_NR5GC_MapNASCell(ngc_CellG, NG_CellsOnDifferentPLMN);
    
    f_NR5GC_Init_NAS(NR_4, NG_CellsOnDifferentPLMN);

    //Create and configure cell
    f_NR_CellConfig_Def(v_NGC_NASCellA);
    f_NR_CellConfig_Def(v_NGC_NASCellG);
    
    //The UE is equipped with a USIM configuration as defined in TS 38.508-1 [4] Table 6.4.1-22 @sic R5-203772 sic@
    f_UT_USIM_Insert (UT, "USIM Configuration 22 specified in Table 6.4.1-22 TS 38.508-1");

    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);
    f_NR_TestBody_Set(true);
    
    fl_TC_9_1_4_1_TestBody();
    
    f_NR_TestBody_Set(false);
    
    // Delete Configured NSSAI to reset UE for next test case. @sic R5s1048 sic@
    f_NR5GC_DeleteNSSAI (v_NGC_NASCellG, Delete_Configured, '000000'O);
    
    // Finish
    f_NR_Postamble(v_NGC_NASCellG, STATE_IDLE_1A);

  }


