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< Unchanged sections omitted >
5.4.2.0	Parameters common to all Demod and CSI tests
Physical layer parameters
< Unchanged tables omitted >
PDCCH-config
Table 5.4.2.0-6: PDCCH-ControlResourceSet
	Derivation Path: Table 4.6.3-28

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSet ::= SEQUENCE {
	
	
	

	  controlResourceSetId
	ControlResourceSetId
	
	

	  frequencyDomainResources
	Table 5.2-2 for tested channel bandwidth and subcarrier spacing
	
	FR1

	  frequencyDomainResources
	Table 7.2-2 for tested channel bandwidth and subcarrier spacing
	
	FR2

	  Duration
	2
	SearchSpace duration of 2 symbols
	DEMOD_FR1, CSI_FR1, CSI_FR2

	
	1
	SearchSpace duration of 1 symbols
	DEMOD_FR2, PDCCH_FR1, PDCCH_FR2

	  cce-REG-MappingType CHOICE {
	
	
	

	    nonInterleaved
	Null
	
	

	  }
	
	
	

	  precoderGranularity
	sameAsREG-bundle
	
	

	  tci-StatesPDCCH-ToAddList SEQUENCE(SIZE (1..maxNrofTCI-StatesPDCCH)) OF TCI-StateId {
	1 entry
	
	

	    TCI-StateId[1]
	0
	entry 1
TCI State #0
	

	
	1
	TCI State #1
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	DEMOD_FR1
	DEMOD testing in FR1. 

	DEMOD_FR2
	DEMOD testing in FR2. 

	PDCCH_FR1
	PDCCH testing in FR1

	PDCCH_FR2
	PDCCH testing in FR2

	CSI_FR1
	CSI testing in FR1

	CSI_FR2
	CSI testing in FR2



< Unchanged sections omitted >
5.4.2.3	Message contents for Sustained downlink data rate requirements
Physical layer parameters
Table 5.4.2.3-1: Physical layer parameters for DCI format 1_1
	Derivation Path: Table 5.4.2.0-1



Common Serving Parameters
ServingCellConfigCommon
Table 5.4.2.3-2: ServingCellConfigCommon
	Derivation Path: Table 5.4.2.0-2



TDD-UL-DL-Config
Table 5.4.2.3-3: TDD-UL-DL-Config
	Derivation Path: Table 5.4.2.0-3



PDCCH Configuration
PDCCH-ConfigCommon
Table 5.4.2.3-4: PDCCH-ConfigCommon
	Derivation Path: Table 5.4.2.0-4



ServingCellConfig
Table 5.4.2.3-5: ServingCellConfig
	Derivation Path: Table 5.4.2.0-5



PDCCH-config
Table 5.4.2.3-6: PDCCH-ControlResourceSet
	Derivation Path: Table 5.4.2.0-6

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSet ::= SEQUENCE {
	
	
	

	  controlResourceSetId
	ControlResourceSetId
	
	

	  frequencyDomainResources
	xxxxxxxx xxxxxxxx xxxxxxxx xxxxxxxx xxxxxxxx xxxxx
	TS 38.521-4 Table 5.2-2 for tested channel bandwidth and subcarrier spacing
	SDR_FR1

	  frequencyDomainResources
	xxxxxxxx xxxxxxxx xxxxxxxx xxxxxxxx xxxxxxxx xxxxx
	TS 38.521-4 Table 7.2-2 for tested channel bandwidth and subcarrier spacing
	SDR_FR2

	  duration
	1
	SearchSpace duration of 1 symbol
	SDR_FR1, SDR_FR2

	  cce-REG-MappingType CHOICE {
	
	
	

	    nonInterleaved
	NULL
	
	

	  }
	
	
	

	  precoderGranularity
	sameAsREG-bundle
	
	

	  tci-StatesPDCCH-ToAddList
	Not present
	SearchSpace seen from all TCI states
	

	  tci-StatesPDCCH-ToAddList SEQUENCE(SIZE (1..maxNrofTCI-StatesPDCCH)) OF TCI-StateId {
	1 entry
	
	MBWP

	    TCI-StateId[1]
	0
	QCL ssb 0
	

	
	1
	QCL csi-rs 0
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	SDR_FR1
	SDR testing in FR1.

	SDR_FR2
	SDR testing in FR2.



< End of changes >

