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[bookmark: _Toc21354332][bookmark: _Toc27749987]<< Start of change >>
4.3.1.1.1.86	Reference test frequencies for NR operating band n86 (SUL)
Table 4.3.1.1.1.86-1: Test frequencies for NR operating band n86 and SCS 15 kHz
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	5
	25
	Uplink
	Low
	1712.5
	342500
	1710.25
	342050
	0

	
	
	
	Mid
	1745
	349000
	1347.111652.03
	269422330406
	2198504

	
	
	
	High
	1777.5
	355500
	1775.071774.17
	355014354834
	61

	10
	52
	Uplink
	Low
	1715
	343000
	1710.32
	342064
	0

	
	
	
	Mid
	1745
	349000
	1344.681649.6
	268936329920
	2198504

	
	
	
	High
	1775
	355000
	1770.141769.24
	354028353848
	61

	15
	79
	Uplink
	Low
	1717.5
	343500
	1710.39
	342078
	0

	
	
	
	Mid
	1745
	349000
	1342.251647.17
	268450329434
	2198504

	
	
	
	High
	1772.5
	354500
	1765.211764.31
	353042352862
	61

	20
	106
	Uplink
	Low
	1720
	344000
	1710.46
	342092
	0

	
	
	
	Mid
	1745
	349000
	1339.821644.74
	267964328948
	2198504

	
	
	
	High
	1770
	354000
	1760.281759.38
	352056351876
	61

	40
	216
	Uplink
	Low
	1730
	346000
	1710.56
	342112
	0

	
	
	
	Mid
	1745
	349000
	1329.921634.84
	265984326968
	2198504

	
	
	
	High
	1760
	352000
	1740.381739.48
	348076347896
	61



Table 4.3.1.1.1.86-2: Test frequencies for NR operating band n86 and SCS 30 kHz
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	10
	24
	Uplink
	Low
	1715
	343000
	1710.68
	342136
	0

	
	
	
	Mid
	1745
	349000
	949.41559.24
	189880311848
	2198504

	
	
	
	High
	1775
	355000
	1770.321768.52
	354064353704
	61

	15
	38
	Uplink
	Low
	1717.5
	343500
	1710.66
	342132
	0

	
	
	
	Mid
	1745
	349000
	946.881556.72
	189376311344
	2198504

	
	
	
	High
	1772.5
	354500
	1765.31763.5
	353060352700
	61

	20
	51
	Uplink
	Low
	1720
	344000
	1710.82
	342164
	0

	
	
	
	Mid
	1745
	349000
	944.541554.38
	188908310876
	2198504

	
	
	
	High
	1770
	354000
	1760.461758.66
	352092351732
	61

	40
	106
	Uplink
	Low
	1730
	346000
	1710.92
	342184
	0

	
	
	
	Mid
	1745
	349000
	934.641544.48
	186928308896
	2198504

	
	
	
	High
	1760
	352000
	1740.561738.76
	348112347752
	61



Table 4.3.1.1.1.86-3: Test frequencies for NR operating band n86 and SCS 60 kHz
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	10
	11
	Uplink
	Low
	1715
	343000
	1711.04
	342208
	0

	
	
	
	Mid
	1745
	349000
	158.481378.16
	31696275632
	2198504

	
	
	
	High
	1775
	355000
	1770.321766.72
	354064353344
	61

	15
	18
	Uplink
	Low
	1717.5
	343500
	1711.02
	342204
	0

	
	
	
	Mid
	1745
	349000
	155.961375.64
	31192275128
	2198504

	
	
	
	High
	1772.5
	354500
	1765.31761.7
	353060352340
	61

	20
	24
	Uplink
	Low
	1720
	344000
	1711.36
	342272
	0

	
	
	
	Mid
	1745
	349000
	153.81373.48
	30760274696
	2198504

	
	
	
	High
	1770
	354000
	1760.641757.04
	352128351408
	61

	40
	51
	Uplink
	Low
	1730
	346000
	1711.64
	342328
	0

	
	
	
	Mid
	1745
	349000
	144.081363.76
	28816272752
	2198504

	
	
	
	High
	1760
	352000
	1740.921737.32
	348184347464
	01



<< End of change>>

